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Installing an InduSoft SoftKey License on the W-8x39/W-8x36
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I. Why install an InduSoft Softkey License on the W-8x39/W-8x36

The InduSoft Softkey license on the W-8x39/W-8x36 is normally fully installed before the W-8x39/W-8x36 embedded
controller is purchased by the user. Generally speaking, users should not need to install the Softkey License on the W-
8x39/W-8x36 embedded controller. However, the license needs to be reinstall if any of the following situations have
occurred:

= |f the “Recover to Factory Settings” button on the WinCon Utility tool application has been used.

WinCon Utility 1 [Ver 2.0.1] [OK]

Save Registry ]System Config ] Auto-executs ] Wersion Update ] About WinCon Utility 1 ] ComPort ]

It will take sewveral seconds to save your settings to
‘ 4 b ‘ ;‘ 0 registry, and settings you changed will take effect
‘ ‘ after systern reboot,
% o
- ‘iﬁ | Save and Reboot I
‘ - ‘_ » -
# .

Change all settings to factory default settings

Resalution : 640 = 480 |—_|54U T Recover to Factory SettlLED
Bpp : 16 16 o : :
Frequncy @ 60 Hz lm Ay setting changed could be pre-viewd.
View Reqgistry
Change |

Change FTP defavlt directory YTernp to

|1Temp Change
Change HTTP default directory \Compact Flash, Termpi\HT TP to :
[\Compact Flash TerpiHT TP Change

= |f the Operating System image version on the W-8x39/W-8x36 embedded controller has been changed.

WinCon Utility 1 [Ver 2.0.1]

Save Registry ] System Config ] Auto-execute | Wersion Update | About WinCon Utiity 1 ] ComPort ]

Spedify the new OS image file for version update

| Browse

| ex 1 \\ServerMameShareFolderNarme nk, bin

< write to Flash now | >
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Il. Installing an InduSoft SoftKey License on the W-8x39/W-8x36

There are two ways to register a CEView license on your W-8x39/W-8x36:
= Locally: Using the Remote Agent from the W-8x39/W-8x36 embedded controller as the interface.
= Remotely: Using InduSoft Web Studio to send the license to the W-8x39/W-8x36 embedded controller.

lI-1. Installing or Upgrading a License Locally

To install a new (or upgrade an existing) CEView SoftKey license locally, use the following procedure:

1. If the “Remote Agent” program (CESERVER.EXE) does not start automatically when powering on the W-8x39/W-
8x36 embedded controller, you can run it manually from the \Compact Flash\Indusoft\ or the \Compact

Flash\Indusoft\CEServerV4.3 folder. From the “Remote Agent (v4.3)” dialog box, click the “Setup” button to open
the Setup dialog.

% Note: If the \Compact Flash\Indusoft\ directory has the “CEServerV4.3” folder, users need run the Remote
Agent program in “\Compact Flash\Indusoft\CEServerV4.3\CEServer.exe” file.

Remote Agent (v4.3)

Connection status:
[Nu:ut connected to remate clisnk

Log:
annot stark Runtime application,

g

Device conneckion via ( Sekup q
Metwaork (TCPIIF

|

Skart

Local IP: 192,168.0, 166

2. Inthe “Setup” dialog box, click the “License” button to open the License dialog.
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Device Connection
() Serial PDrtICOMl EI ﬂdvanced...l
@ TCP/IP
O Infra Red
Run CEYiew on startup License...

| K, I| Cancel |

3. Click the “Change License” button to open the “Change License” dialog.

License

rCurrent License
Product

rograrn not Licensed,

Wersion (K,

entcy

Wigh Thin Clients:
T\ CESErver

Change License... | >

Close

4. Once the “Change License” dialog box is open, the cursor will be located in the “Site Key” field.

Change License

Site Code:
|544D4 1523230303053542142320D4B6

Site key:

Authorize Exit

5. To find the Site Key, open the Memo cover on the W-8x39/W-8x36 embedded controller as shown in the diagram
below.

U Note: If you need help identifying the Site Key, please copy the Site Code information shown in the “Site
Code” field of the “Change License” dialog box and send it to ICP DAS.
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6. ICP DAS provides the “Site Key” information matching the “Site Code” on the Memo cover. Carefully enter the Site
Key information into the “Site Key” field of the “Change License” dialog box, then click the “Authorize” button.

Change License

Site Code:
|544D4 15232203020535A2 142320 ARG

Site key:
|333|:|353|:|8_?BE

If the Site Key is accepted (validated), the following message will be displayed. Click the “OK” button to continue.

Remote Agent (v4.3) m
N’

& Authorization accepted!
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Remote Agent (v4.3)

CAUTION: You MUST save the registry settings now! COtherwise, your
license will be lost next time you restart your WinCE device,

U Note: If the “Site Key” is not validated, an error message will be displayed. If this happens, double-check that
you correctly entered the Site Key information. If you entered the Site Key correctly and still receive an error
message, contact ICP DAS for further assistance.

If you successfully have a valid InduSoft Web Studio Softkey license installed, the current license settings will be
displayed. Close the “Remote Agent” program.

License

rCurrent License
Product
IUnkann(Pdeuct Code: 51

Wersion () wWigh Thin Clients:
IEu.EI it

Change License... q »

The “License” dialog contains the following fields:

= Product : Specifies which features and restrictions are enabled for application (such as the maximum number
of tags supported, maximum number of drivers running simultaneously, and so on). Consult the following
Table 2-1 about which Product Types are available and which features are enabled for each type.

Table 2-1
Product Type Product field Product Name of ICPDAS Tags
CEView Lite Plus Unknown(Product Code: 5) |InduSoft-CE300R 300.
CEView Standard CEView InduSoft-CE1500R 1,500.

= Version: Specifies the product version it supports.

= Web Thin Clients: Specifies how many Web Thin Clients are supported. You can connect one or more Web
Thin Clients to the server simultaneously (for an additional charge), but the license installed on the server must
support these additional Web Thin Clients.

Options for adding Web Thin Clients are as follows:
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— Server for CEView (WinCE): Connects 0 (No Web Thin Clients), 1, 2, 4, or 8 Web Thin Clients to the server
simultaneously.

& Note: If the License dialog information is incorrect according to your product order, please send a screenshot
of the License dialog by the \Compact Flash\ICPDAS\Tools\ captce.exe tools to service@icpdas.com.

7. Select Start—>Programs—WinCon Utility on the W-8x39/W-8x36 embedded controller to run the WinCon Utility.

= P ! Carmmunication r
E Programs ] bt
7 Microsoft File Yiewers *

ﬁf? Favorites r
) Docurnents  *
[F Settings *
& Run...

S5 ActiveSync
ﬁ Cornrnand Prarmpt
@ Internet Explorer

¥ Microsoft WordPad
1§ Suspend it WinCon Utility

) windows Explorer

8. Inthe “WinCon Utility 1” dialog box, click the “Save and Reboot” button to save the License information into the
W-8x39/W-8x36 registry.

WinCon Utility 1 [Ver 2.0.1]

Save Registry ISyStem Config ] Lto-execute | Wersion Update | About WinCon Uity 1 | CommPart ]

It will take several seconds to save your settings to
'Y 4 b ‘ ™ 0 registry, and settings you changed will take effect
\ \ ‘ \ . after systern reboot,
-
AP | e o oot
(>N
A

Change all settings to factory default settings

el o Bl 5 Im |REl:mrer to Factory Settings
Bpp : 16 15 -
Fregquncy : 60 Hz Im Ay setting changed could be pre-viewd.
| View Registry
Change |

“hange FTP default directory '\ Ternp to

|HTemp Change

“hange HTTP default directory YCompact Flash TermptHTTP to

|\Comnpact Flash TempiHT TP Change
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9. Click the “Yes” button to save the new settings.

| & Note: It normally takes about 10-15 seconds to store the new settings into the internal nonvolatile memory.

Save Reqgistry

It would take 10-15 seconds to store your settings into internal non-
violatile mernory, Proceed ?
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lI-2. Installing or Upgrading a License Remotely

To install a new (or upgrade an existing) CEView SoftKey license remotely, use the following procedure:

1.

2.

Execute the three first steps as described in the previous section.

In the “Setup” dialog, specify the Device Connection type by clicking (enabling) the Serial Port or TCP/IP radio
button. (If you enable Serial Port, you must also select a port from the combo-box list). Click OK to close the
dialog.

Setup

Device Conneckion

O serial Port [ -om1 [~

@ TR/
O Infra Red
Run CEYiew on skartup

Ik Cancel

Run InduSoft Web Studio on the WinNT/2000/XP workstation and establish a connection to the W-8x39/\W-8x36
embedded controller using either a serial or TCP/IP link.

From the InduSoft Web Studio main menu bar, select Project — Execution Environment to open the “Execution
Environment” dialog box.

Execution Envivonment ) x|

Target |App]j13a1:i1:|n| Linpot I CE Licensel

— Target Station Connect Disconnest |
" Local Statng:

= NetworkIP; [192.168.0.165 |

(" Serisl Port.  [COMI =] Advanced | ijlﬂtfﬂmr

(" Microsoft AetiveSyme

Inztall systerm files... ||7 Onlyynewer files

Cloze

Specify a target station by clicking one of the following radio buttons in the “Target Station” section:

= Local: The local workstation

= Network IP: Type the IP address of the W-8x39/W-8x36 embedded controller into the field provided
= Serial Port: Select a port from the combo-box list provided

Once a selection has been mode, the “Connect” button becomes active. Click the button to connect to the W-
8x39/W-8x36 embedded controller on which the “Remote Agent” is running.
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U Note: If you select Network IP, you must also enter the IP address of the W-8x39/W-8x36 embedded
controller in the text box provided.

| t¥>Tip: TCP/IP links provide a better communication performance than Serial links.

7. Once a connection has been established, the “Status” field will display the following message:
Connected to CEView <CEView Version>

Execution Envivonment ) x|

Target |App].1):a1:i1:nn| Import | CE License |

— Target Station Conmnest Qm:u:unnect
) Local Statos:
& Wetwork IF |192.168.D.156 ICDnnacted to the remote device (CEView not

_ Flatform:
" Serial Bort: |CDMl =] Evanced | [WINCE 4.1 + ARMYV4

(" Microsoft Letivedme

[nstall systern files... ||7 Cinly newer files

Cloze

8. Select the CE License tab to determine which license setting is currently installed on your W-8x39/W-8x36
embedded controller.

Expcution Envivoroment ) x|

Target | App]jnaﬁnnl Import CE License

— License Settings
Product Type: |I'I|:|t licenzed wet.

Version: I Nummber of Web Thin I

— License Codes

Bite Code: |544D4152323|]3|]3EI535H214232[3&]36
Site Ke}r:l e

Cloze

9. At this point, the “Site Key” field will be empty. To determine the “Site Key” information, open the Memo cover on
the W-8x39/W-8x36 embedded controller as shown in the diagram below.
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U Note: If you need help identifying the SiteKey, please copy the Site Code information shown in the “Site Code”
field in the License Codes section of the Execution Environment dialog and send it to ICP DAS.

10. ICP DAS provides the “Site Key” information matching the “Site Code” on the Memo cover. Carefully enter the Site
Key information into the “Site Key” field as shown below.

Execution Environment

Target | App]jnaﬁnnl Import CE License

— License Settings
Product Type: |I'I|:|t licenzed wet.

Version: I Nummber of Web Thin I

— License Codes
Bite Code: |544D415232303030535&2142321)&36

mite Key: IESBDESBDB_TBE sl

Cloze

11. Click the “Send” button to send the code to the Remote Agent running on the W-8x39/W-8x36 embedded controller.

12. The Remote Agent program will attempt to install the new license using the Site Key sent from InduSoft Web
Studio. If the Site Key is accepted (validated), the following message will be displayed. Click the OK button to

continue.
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Execution Envinonmeint L EI

CATTTION: You MURT save the registor settings now! Otherwiss, wour Heense will be lost nesd time mow restact wour
WinCE device.

Execution Envivonment |

& Authorization was accepted on the target station.

Ok |

U Note: If the Site Key is not validated, an error message will be displayed. If this happens, double-check that

you correctly entered the Site Key information. If you entered the Site Key correctly and still receive an error
message, contact ICP DAS for further assistance.

< Caution: After sending the license to the W-8x39/W-8x36 embedded controller, be sure to save the
registry settings. If you do not save these settings, you will lose the license after rebooting the device.

Refer to the two last steps in the previous section for details of how to set the W-8x39/W-8x36 embedded
controller registry.
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