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Warning 

The information furnished by ICP DAS Co. Ltd. (hereinafter ñICP DASò) is accurate 

and reliable to ICP DASôs best knowledge. ICP DAS reserves the right to change the 

content of this manual at any time without notice. 

 

Through the communication mechanisms provided by third-party companies (such as 

LINE, WeChat, Amazon Web Services, Microsoft Azure, IBM Bluemix), this 

controller can send the notification messages and information regarding this controller 

to the related personal account or the third-party platform (function). However, this 

function may not be available due to the third-party companies close or terminate the 

communication mechanisms of their systems. 

 

ICP DAS cannot guarantee that this controller is free of any actual or legal defects 

(including but not limited to stability, reliability, accuracy, completeness, validity, 

suitability for a specific purpose, security related defects, errors or bugs, infringement 

of rights etc.). ICP DAS shall not be responsible for any damages inflicted upon users 

in relation to the use of the controller. 

 

Copyright  and Trademark Information  

©  Copyright 2023 by ICP DAS Inc., LTD. All rights reserved worldwide. 

 

Trademark of Other Companies 

The names used for identification only maybe registered trademarks of their 

respective companies. 

 

License 

The user can use, modify and backup this software on a single machine. The user may 

not reproduce, transfer or distribute this software, or any copy, in whole or in part. 
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1 Introduction  

WISE-2841M Advanced version IIoT Edge Controller is an Intelligent Web-based 

Multi-functions PAC controller designed by ICP DAS that functions as control units 

for use in remote logic control and monitoring in various industrial applications. 

WISE offers a user-friendly and intuitive HMI interface that allows you to implement 

control logic on controllers just a few clicks away; no programming is required. With 

this powerful and easy-to-use software, it will minimize the learning curve, shorten 

time to market and dramatically reduce the labor and cost spent on system 

development.  

 

WISE-2841M is equipped with iMX8 cpu module, which can meet the requirements 

of low power consumption and high performance computing power for the embedded 

system, and are competent for the complex operations of edge computing and data 

logging. WISE-2841M also can store a large amount of log data and image data with 

the eMMC memory and MicroSD expansion slot that can be expanded to 2TB. 

 

Through Web browser, you can access Web Server on WISE to perform tasks such as 

logic rule edition and download. WISE equips an IF-THEN-ELSE rule engine that 

will check whether the rules are valid or not and determine the execution of actions 

under specific conditions, for examples: setting up I/O channel values, perform 

scheduled and Timer tasks, sending Email under a specific condition. In addition, 

through the Modbus TCP/RTU protocol and SNMP protocol, it enables SCADA 

software or SNMP Management software to control and monitor I/O channel or 

system status on controllers in real time. 

 

In order to meet the requirement of high level information security protection of the 

IoT(Internet of Things) system, WISE-2841M provides a variety of encrypted 

communication protocols as below. With the HTTPS protocol supported by 

WISE-2841M, users can securely access the WISE web page without worrying about 

the setting being stolen. Through the SNMP v3 protocol, WISE-2841M can be 

perfectly integrated with the IT and Network management system. Users can securely 

download data log files stored from WISE through SFTP and FTPS protocols. In each 

communication protocol WISE supports, users can set up the relevant protection 

password or encryption certificate respectively. In addition, WISE-2841M supports 

the firewall setting, which allows users to filter and block the specific domains. 

WISE-2841M also support the dynamic blacklist function to automatically add the IPs 

which try to login WISE and get failure many times to the blacklist to prevent the 
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controller from the attack of password cracking. With the equipped VPN function, 

WISE-2841M can connect to devices in a specific secure network domain to 

completely isolated from the threats of information security outside. 

 

WISE-2841M provides supports in I/O functions. It supports XV-board; allows 

connections to I-7000 I/O modules, Modbus RTU Slave modules and Modbus TCP 

Slave modules together. The wide range of selection options enables the þexibility in 

I/O module integration to meet the requirements from various applications. 

WISE-2841M provides Data Logger function to record the I/O channel data by 

periodic cycle or event trigger. And it allows to send the data files by FTP or Email to 

the control center.  

 

In addition to inherit the features from the original WISE series controllers, 

WISE-2841M Advanced version IIoT Edge Controller also provides many advanced 

functions. About the Internal Register, WISE-2841M still support the 32-bit data 

format and the editing of mathematical formula, but add the new data formats such as 

64-bit long, Double and String, and all Internal Register support the ñRetain Variableò 

mechanism. For the floating-point sensor data which WISE get from sensor, user can 

set up its decimal point to 1~7 digits for the SCADA software interfaces to provide 

the flexibility for the appearance and accuracy of the sensor data.  

 

In the integration with network devices, WISE-2841M provides CGI command 

sending and receiving functions for the two-way interaction with IP Camera or other 

programs; WISE-2841M also supports MQTT protocol to connect with MQTT Broker 

for message publish and subscribe operations. In addition, WISE-2841M supports the 

communication operation with the Instant Messaging Sending Software such as LINE, 

Telegram and WeChat, which can send the messages to the chat room and WeChat 

accounts user assign. 

 

In the integration with Cloud Platform, WISE-2841M can connect to the IoT services 

of Amazon Web Services, Microsoft Azure and IBM Bluemix cloud platforms. It also 

can integrate with the IoTstar Cloud Management software provided by ICP DAS. 

Based on the powerful integration capabilities with IT/IoT network environment, it 

make WISE-284x series modules as the best IIoT Edge controller in the IoT Age. 
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Figure 1 -1ȸWISE-2841M System Architecture  

 

WISE-2841M system features: 

É IF-THEN-ELSE logic rules execution ability 

WISE-2841M equips with an IF-THEN-ELSE logic Rule Engine; it offers 

IF-THEN-ELSE rules for you to set up the logic content. After completing rule 

edition and downloading rules to the WISE controller, the Rule Engine will loop 

execute the rules in order under specific conditions. 

 

É No programming is required to implement logic content on controllers 

WISE-2841M provides user-friendly Web UI pages for editing control logic on 

the controllers. It enables to implement logic edition by a few clicks on the 

mouse to set up and deploy logic rules without writing a single line of code. 

 

É No extra software tool is required; all operations can be done through the 

Web browsers 

Provides Web-based HMI interface runs on regular Web browsers. To edit 

control logic, it only requires a browser to connect to the Web server on 

WISE-2841M. No extra software tool installation is needed on the target PC. 

 

É Support various I/O Modules 

WISE-2841M allows to connect with a wide range of the ICP DAS I/O modules 
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as XV-Board, I-7000 modules, M-7000 modules, (P)ET-7000 modules, 

WISE-7100 modules, WF-2000 modules and tM/CL/DL/LC/IR/iSN/DLW series 

modules. In addition to these ICP DAS modules, WISE-2841M also allows to 

connect with devices that support Modbus RTU/TCP Slave protocol for I/O 

monitoring. The ability to connect with various types of I/O modules enables 

flexibility and scalability for system implementation and allows to meet various 

requirements from the clients that enable to find best solutions to meet the 

requirements. Please refer to the following table for I/O modules support list of 

WISE-2841M: 

 

I/O Module Support List Description Amount 

Local I/O 

Module  
Local Bus ICP DASȸXV-Board series module 1 

Remote I/O 

Module 

DCON  

by RS-485  
ICP DASȸI-7000/DL series module 

Up to 16 

modules (Each 

COM Port) 
Modbus RTU 

by RS-485 

 ̧ ICP DASȸ

M-7000/tM/CL/DL/LC/IR/iSN/DLW series 

module. 

 ̧ OthersȸThe modules which support the 

Modbus RTU Slave Protocol.  

Modbus TCP 

by Ethernet 

 ̧ ICP DASȸWISE-7100/(P)ET-7000/ 

WF-2000/IR/CL/DL/DLW/iSN series 

module  

 ̧ OthersȸThe modules which support the 

Modbus TCP Slave Protocol. 

Up to 16 

modules 

IP Camera 
HTT P 

by Ethernet 

iCAM-ZMR8422X, iCAM-MR6422X, 

iCAM-MR6322 

Up to 12 

cameras 

Figure 1 -2ȸIO module support list  

 

É Connection with IP Camera 

WISE-2841M allows connections to ICP DAS iCAM IP Camera series. Users 

can trigger the connected IP camera to perform snapshot or video recording with 

IF-THEN-ELSE logic rules. WISE-2841M provides the IP Camera Status 

webpage to display the event list ordered by time, and you can just click and play 

the images or videos on the browser. In additional, WISE-2841M provides 

remote backup mechanism to upload images and videos to the remote FTP server 

automatically. 
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É Data Logger function 

With the microSD card, WISE-22841M provides Data Logger function to 

real-time record the I/O data of the controller. The Data Log files can be sent to 

the FTP server or the Email address for users, or user can actively download 

them from the FTP client utility or Web page for further administration 

management or data analysis. 

 

É Internal Register (Perform Math formula,  Retain Variable, String 

processing) 

WISE-2841M provides Internal Registers function; it can be used to hold 

temporary variables and perform math operation. About the math formula 

performing, it supports to insert I/O channels to be the variables, and use the 

operators such as plusñ+ò, minusñ-ò, timesñ*ò, divideñ/ò, superscriptñ^ò, left 

parenthesis ñ(ò and right parenthesisñ)ò to complete the editing of formula. Users 

can edit different formula in each Internal Register, then WISE will calculate the 

results of all formulas repeatedly, and save the results into the corresponding 

Internal Registers for IF-THEN-ELSE rule checking or data logging. Internal 

Register also provides "Retain Variable" mechanism. It means the data inside the 

Internal Registers can be retained even the WISE is in Power Off status. In 

addition, the Internal Register also supports the String editing operation. The 

result of the string editing of the Internal Register can be used as the content for 

the WISE's E-mail and Instant Message sending functions. 

 

É Provide Timer and Schedule operation 

WISE-2841M features two kinds of timing functions: Timer and Schedule. It 

allows you to perform specific tasks such as time delay, or schedule specific date 

or time for control logic execution. To ensure the accuracy of the WISE 

controller clock, it also has the ability to sync the clock to an SNTP time server 

for time synchronization through the network. 

 

É Provide Email Alarm message sending function  

WISE-2841M supports Email alarm message sending function. Email is the 

important function for real-time message communication. The sending action can 

be added to the logic edition as part of logic control to provide real-time message 

transmission in response to specific events. The SSL authentication is provided 

by WISE-2841M. 
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É Provide CGI Command Sending and Receiving functions 

CGI command function is an important function for real-time message 

communication in network environment. WISE-2841M supports fully CGI 

command operations as CGI command sending and CGI command receiving. 

The CGI command sending action can be added to the logic edition as part of 

logic control in response to specific events. The CGI command receiving 

function let WISE-2841M can receive the CGI command from others network 

devices. The content of CGI command receiving can be used in IF condition 

statements to trigger the THEN/ELSE actions. 

 

É Real-time monitoring system status of controllers 

WISE-2841M supports Modbus TCP/RTU Protocol for you to perform real-time 

monitoring and control of the controllers. WISE also provides an easy-to-view 

HMI web interface for real-time monitoring. It allows you to get important real 

time system information even without SCADA software. Besides Modbus 

TCP/RTU Protocol, WISE-2841M supports SNMP V2c and V3 protocols, and 

provides the IF-THEN-ELSE rule setting to trigger the SNMP Trap sending. It 

makes the integration between the Network Management software (and device) 

and WISE-2841M to be easier. 

 

É Password protection for access control 

WISE HMI web page offers password protection. After getting in the webpage, 

you will be required to input the password before editing logic rules. In addition, 

WISE-2841M provides monitoring web pages specifically designed for cell 

phone. The access control restricts the access to the webpage to prevent 

unauthorized modification; it allows to set up passwords for Administrator, User 

and Guest; only the authorized users will be allowed to review the setting, 

change the setting or modify the channel data. 

 

É HTTPS, SFTP, FTPS encrypted communication protocols support 

WISE-2841M supports the encrypted communication protocols such as HTTPS, 

SFTP, FTPS, etcé. It allow users to set up the secure communicatoin channel 

for the data transmission of web pages content, sensor data and system 

information with WISE-2841M. 

 

É VPN function support 

WISE-2841M supports 4 VPN protocols such as PPTP, L2TP, OpenVPN and 

SoftEther. By using the functuion, users can set up WISE-2841M to operate in a 
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secure closure network domain to protect WISE-2841M and the sensors it 

connect from the intrusion of the external threats. 

 

É Active I/O Sending function 

In addition to the Modbus TCP/RTU Slave function that enables SCADA 

software (or HMI device) to poll the I/O channels value of the WISE controller, 

now WISE-2841M provide the function ñActive I/O Sendingò for users. Based 

on the ñActive I/O Sendingò function, WISE-2841M can send the I/O channels 

value of the controller actively to SCADA software (or HMI device) by event 

trigger (I/O channel value changed) or periodic cycle. This function will improve 

the efficient of the data communication between WISE-2841M and SCADA 

software (and HMI device). Please note: The SCADA software (or HMI device) 

must equip the Modbus TCP Slave function to receive the I/O channels data sent 

by WISE-2841M. 

 

É MQTT Message Publish/Subscribe operation  

WISE-2841M supports the MQTT protocol. It can publish the I/O data of the I/O 

module which connect to WISE-2841M to the MQTT broker, and receive the 

message content of the Subscribe MQTT Topics which is published by others 

MQTT device for the data logging operation or using it in the IF-THEN-ELSE 

logic rule. 

 

É Connection with IoT Cloud Platform 

WISE-2841M support the connection ability with the IoT Cloud Platform as 

Amazon Web Services, Microsoft Azure, IBM Bluemix, etc. It work as the 

concentrator in the IoT application to connect with Sensors and I/O modules, 

collect and transfer the I/O channel data to the Cloud platform for future data 

analysis. WISE-2841M also can receive the message which is published from the 

Cloud platform for the corresponding actions at the field side. 

 

É Connect with IoTstar Cloud M anagement Software 

WISE-2841M supports the connection with IoTstar Cloud Management software 

developed by ICP DAS. Through the function of IoTstar, the sensor data and 

image files uploaded from WISE-2841M can be automatically imported and 

integrated, and the remote monitoring dashboard can be easily created to perform 

the remote monitoring and maintenance operation. 
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É Mobile network connection 

WISE-2841M-4GE/4GC/5GE/5GC support Mobile Network communication. 

With the 4G/5G SIM card, it can send the data logger files and Email alarm 

messages back to the control center via Mobile Network. 

 

É Provides SMS command receiving function and alarm notification function 

WISE-2841M-4GE/4GC/5GE/5GC equip SMS command receiving and alarm 

message notification functions. It allows to include SMS alarm sending action 

into logic rules to send a pre-set SMS message to related personnel when an 

event occurs. In addition, the controllers allow to receive the SMS commands 

send by specific phones numbers to perform tasks such as real-time channel 

monitoring, channel data modification and logic rules execution (triggered by 

SMS), etc. 

 

É Provide Telegram message sending function 

WISE-2841M supports to send Telegram messages to the Telegram personal 

account or group chat room. The Telegram message sending function can be 

triggered by IF-THEN-ELSE rules. The Telegram message content could be a 

preset string with realtime I/O channel data, or a snapshot via the connected IP 

camera. 

 

É Supports iSN-81x-MTCP Series IR Temperature Sensing Modules 

WISE-2841M supports connecting up to 16 iSN-81x-MTCP series IR 

temperature sensing modules via the Modbus TCP interface. Users can monitor 

the thermal images collected by each IR temperature sensing module in real time 

through the WISE web interface and freely select specific areas of the thermal 

images for focused monitoring. WISE automatically compiles the temperatures 

of the monitored areas and records all temperature data in a CSV log file. The 

saved thermal images can be sent to administrators via instant messaging 

applications such as Telegram or WeChat or transmitted to IoTstar for event 

logging and storage. 

 

É Support remote database storage 

WISE-2841M supports writing data to remote databases for users to perform 

data collection and analysis. Currently, it supports MSSQL, MySQL, Oracle, 

MariaDB and PostgreSQL databases, and provides an automatic reconnection 

and data recovery feature in case of disconnection. 
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This document is intended to give you a full-range instruction to WISE-2841M 

controllers. You will be able to learn how to edit logic of the rules and how to 

download the rules to the controllers for conditional execution. In the following 

document, we use ñWISEò to represent WISE-2841M series modules. 
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2 Before Installation  

 

When WISE is powered on, please wait about one minute to complete the start-up 

procedure. When the ñRUNò LED starts flashing, it represents the boot is complete, 

the connection can be started. 

 

Modify WISE's network settings to fit current network environment settings, and the 

default network settings of WISE is as follow: 

LAN1ȸDHCP 

LAN2ȸ 

Â IPȸ192.168.255.1 

Â Subnet maskȸ255.255.0.0 

Â Gateway addressȸ192.168.0.1 

Â DNS Server addressȸ8.8.8.8 (default: Google DNS Server) 

 

Users can connect to the WISE controller through LAN1 or LAN2. The procedures 

are as following: 

 

Steps for LAN1 

(1) Connect WISE's LAN1 to the network environment with DHCP server. 

(2) Search the WISE controller and obtain its assigned IP through the 

WISE-284x Utility. 

(3) Open the browser and enter the IP of the searched WISE in the address bar. 

(4) Successfully connect to the WISE website to start the operation. 

 

Steps for LAN2 

(1) Modify the network settings of the PC or Notebook to be the same network 

segment as WISE. For example: 

É IPȸ192.168.255.10 

É Subnet maskȸ255.255.0.0 

É Gateway addressȸ192.168.0.1 

 

(2) Connect WISE LAN to PC by network cable. (WISE is capable of 

auto-crossover) 

(3) Start the browser and input http://192.168.255.1 in the address bar.  

(4) Successfully connect to the WISE website to start the operation. 

(5) After login in WISE web page, go to ñSystem Setting Ą Network Settingò, 

http://192.168.255.1/
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modify the network setting to fit current network environment. More detailed 

setting information please refers to 5.2 Network Setting. 

(6) Save the settings and connect WISE to the network. 
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3 System Login  

 

When connect to WISE webpage server via Web browser (IE 11 / Firefox 53 / 

Chrome 58 version or above are recommended), in order to get a better operation 

experience, 1280x1024 resolution is recommended. When connect to the WISE 

website for the first time, it will be required to set up the password for the system 

administrator. The setting interface is as below.  

 

Figure 3 -1ȸThe password setting page for first time login WISE  

 

After complete the password setting, system will show the WISE login page as below: 

 

Figure 3 -2ȸWISE Login page  

 

By inputting different passwords, three levels of authority are granted as follow: 

É Administrator  

Login as an administrator allows performing settings and reviewing of system 

information and I/O modules information, it also allows performing Logic rule 

edition. In addition, the administrator can review the real-time I/O channel data 

through the Channel Status page, and can change the value for the DO/AO 

channel. Please Note : Only one administrator is allowed to login into the system 

at the same time. 



ICP DAS WISE User Manual 
 

 

http://wise.icpdas.com 

 
28 

É User (Password is defined by Administrator) 

WISE provides 5 User accounts to login. Each User can access to perform the 

modification or review of the WISE settings (based on the authority the 

administrator pre-assigned), however, the User does not have the right to add or 

delete the settings of WISE. As for the logic rules, the User can only be allowed 

to view the logic rules if the administrator assigns the authority to them; they do 

not have the right to modify/delete/add logic rules. The User can view the 

real-time I/O channel information. 

É Guest (Password is defined by Administrator) 

Guest is allowed to view I/O channel information only; they are not allowed to 

perform any settings. It allows maximum 5 Guests to login and get into the 

system at the same time. 

 

The list for three levels of authorityȸ 

Function 

 

Login Type 

System SettingȳI/O Module 

settingȳData Logger Settingȳ

Advanced Setting 

Logic Rules Edition  Channel Status 

Administrator  Can add/delete/modify/review ALL  setting 
Can review/modify 

Channel Status 

User 

 ̧Canôt add/delete ALL  setting. 

 ̧Can modify/review setting by 

need the authority from 

administrator. 

 ̧Canôt add/delete/modify 

setting. 

 ̧Can review setting by need 

the authority from 

administrator.  

 ̧ Can review Channel 

Status 

 ̧Can modify Channel 

Status by need the 

authority from 

administrator.  

Guest Canôt add/delete/modify/review ALL  setting. 
Can review Channel 

Status 

 

Select your preferred language from the dropdown list in the ñLanguageò field for the 

Web page user interface (English, Traditional Chinese, and Simplified Chinese). After 

login into the system, if the user want to change the language again, logout and 

re-select the language on the Login page. 

 

Please note:  

 ̧ Before starting the system, please make sure the browser you are using already 

enable JavaScript support, otherwise the system will not function properly. 
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 ̧ After 3 consecutive failed login attempts, the login page will prompt the user to 

enter a captcha code for verification. In addition to entering the password, the 

user must enter the correct 4-digit captcha code displayed on the screen to 

successfully login. 

 

 ̧ After 10 consecutive failed login attempts, the user's computer IP will be 

automatically added to the blacklist, preventing further login attempts. To 

remove the IP from the blacklist, the user must log in from a different computer 

and delete the IP from the ñFirewall settingò page. 
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4 WISE Web Page Overview  

 

Users can login WISE by using Administrator, User or Guest accounts. Different 

WISE default home page will be displayed based on the different login account. If 

Administrator login into the system, the WISE default home page will be displayed as 

below, and will automatically read settings of the WISE to the webpage. 

 
Figure  4-1ȸWISE home  page (login as a n Administrator)  

A 

B 

C 
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WISE main page could be divided into 3 areas: 

A. System function area 

B. Sub-function area 

C. Data review/System setting area 

More detailed information for each area will be given in the following section. 

 

4.1 System function area 

System function area provides immediately access to the main functions of WISE, 

such as: system settings, system real-time information display, rule files 

management, etc, shown as below: 

 

Figure 4 -2ȸSystem Function Area (login as a n Administrator)  

 

System function area includes the following areas: 

A1. Rules management toolbar 

A2. Real-time information area 

A3. System function toolbar 

Each function in system function area is as the flowing: 

 

4.1.1 Rules management toolbar 

Rules management toolbar allows user to perform different functions. 

When login into the system as an Administrator, the Rules management 

toolbar will be shown as below: 

 
Figure 4 -3ȸRules management toolbar  (login as a n Administ rator)  

 

When login into the system as an User, the Rules management toolbar 

will be shown as below: 

 
Figure 4 -4ȸRules management toolbar  (login as a n User) 

 

When login into the system as a Guest, the Rules management toolbar 

will be shown as below: 

A1 

A3 

A2 
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Figu re 4-5ȸRules management toolbar  (login as a Guest ) 

 

The functions of the Rules management toolbar are as follow: 

É On the left side of the Rules management toolbar, the user could 

move the mouse to the nickname field to give a nickname for this 

WISE in the nickname field for easy recognition. 

 

Figure 4 -6ȸWISE Nickname  setting  

 

É  ñNewò button allows resetting the settings of all parameters 

and Rules. Click on  button and click on ñOKò, the settings on 

WISE webpage on the browser will be cleared. If the user would 

like to clear the setting on WISE, then continue to click on 

ñSaveò button to save the new settings (cleared settings) to the 

WISE. 

Please note: once the settings are cleared and save to the WISE, the 

settings will be cleared permanently. 

 

Figure 4 -7ȸConfirm to clear settings  

 

É  ñLoadò button allows to load all parameter settings and rule 

settings on WISE. Click on button and click ñOKò to load all 

parameter settings and rules settings from WISE to the web page 

for further edition. 

 
Figure 4 -8ȸConfi rm to load settings  

 

É  ñSaveò button allows to save all parameter settings and Rule 

settings to WISE. Click on  button and click ñOKò to save all 
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parameter settings and Rule settings from the web page of WISE to 

the WISE. 

 

Figure 4 -9ȸConfirm to save sett ings  

 

É ñLogoutò button allows to log out the system, click on  

button and then click ñOKò to logout the system. 

 

 
Figure 4 -10ȸConfirm to logout (The settings are saved)  

 

If the settings are not saved to the WISE before performing logout, 

a warming message will appear as below: 

 
Figure 4 -11ȸConfirm to logout (The settings are not saved)  

 

Please note:  

1. All the edited settings on the webpage have to be saved to WISE 

to make all settings take effect; before click on  button, the 

settings will only be saved on the Web page site, not in the WISE. 

2. Please DO NOT close the web page during the process of the 

edition, otherwise all unsaved settings on the page will be 

disappeared. 

 

4.1.2 Real-time information area 

Real-time information area allows display of current free space of the 

microSD card of the WISE and the real-time system information, 

shown as below: 

 

Figure 4 -12ȸReal-time information area  
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É Allows display of the current status of the battery in WISE. 

Please change the battery when it runs out. Otherwise, WISE 

would not keep the system time when it is powered off. 

Allows display of the current free 

space of the microSD card in WISE. Based on the current settings 

of the data logger, an estimate of the remaining days to log with 

this microSD is provided. Please Note : The information of 

"estimate of the remaining days to log with this microSD" is for 

sensor data only, not include the image/video files. So if there are 

the IP cameras connect to WISE, the information will be  

inaccurate. 
 

É Allows display of real-time system information, 

click on ñInstant Messageò to open up the list of real-time 

information, maximum 10 information will be kept on the list. 

 

Figure 4 -13ȸReal-time information list  

 

4.1.3 System function toolbar 

According to the level of login permission, the System function toolbar 

will be different. If login as an Administrator, all parameter settings and 

data review function will be enabled; more detailed information of the 

functions will be give in the following sections. 

 

The System function toolbar includes the following function options: 

É Chapter 5: System Setting 

É Chapter 6: Module Setting 

É Chapter 7: Logger Setting 

É Chapter 8: IoT Platform Setting 

É Chapter 9: Advanced Setting 

É Chapter 10: Rule Setting 

É Chapter 13: Channel Status 

É Chapter 14: IP Camera Status 

 

If login as a User, WISE will enable the related function items to let 

User perform the modification or review of the WISE settings (based 

on the authority the Administrator pre-assigned). User account is 
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allowed to view Channel Status page 

If login as a Guest, they are allowed to view Channel Status page only. 

They do not have permission to edit the settings of the parameters and 

the rules. 

 

 

4.2 Sub-function area 

Sub-function area will display detailed functions under the selected System 

function. The user could edit or review detailed function options in the 

Sub-function area. On the upper Sub-function area, the path of current function 

will be displayed to show the current function path. 

     

Figure 4 -14ȸCurrent function path  
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4.3 Data review/System setting area 

Data review/System setting area allows to set system parameters and data review 

of WISE, the content of this area will be varied according to the selected 

sub-function. When the user login into the page as an Administrator, the Data 

review/System setting area of the Main Page will be the System Setting page, it 

will display all system setting information of the WISE as below: 

 
Figure 4 -15ȸData review/System setting area  (login as a n Administrator)  
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When the user login into the page as User or Guest, the Data review/System 

setting Area of the Main Page will be the Channel status page, it will display all 

I/O channel information of the I/O modules that are connected to the WISE, 

shown as below: 

   

 

Figure 4 -16ȸData review/System setting area  (login as User or Guest ) 
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4.4 System and logic rule setting procedure  

When the Administrator login WISE, The System function toolbar includes the 

following 6 function options: 

É System Setting 

É Module Setting 

É Logger Setting 

É IoT Platform Setting 

É Advanced Setting 

É Rule Setting 

The general WISE system and logic rule setting Web UI operating procedures 

will be displayed as follow. Please follow the steps to complete the setting. 

 

Figure 4 -17ȸSystem and logic rule s etting  procedure  

 

Please note: DO NOT refresh or close the web page when you are editing the 

rules, otherwise the contents of all previous settings will be gone. And please 

remember all settings will take effect only when they have been downloaded to 

WISE, if you close the web page before finishing ñSaveò, all settings will be 

disappeared as well. 

 

Module Setting 

Logger Setting 

Save Rule 

System Setting 

Advanced Setting 

Rule Setting 

Rule Execution 

IoT Platform Setting 
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5 System Setting  

System Setting includes 9 options: Time Setting, Network Setting, Account Setting, 

Security Setting, SNMP Setting, VPN Setting, DDNS Setting, Others Setting and 

COM Port Interface Setting. When you get into the System Setting page, the system 

settings information of this WISE will be displayed, as shown below. 

 

Figure 5 -1ȸSystem Setting Overview Page  
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5.1 Time Setting 

On the Time Setting page, it allows to set the time of WISE and Time 

Synchronization function. The setting interface is as below: 

 

 

Figure 5 -2ȸTime Setting Page  

 

When get into this page, the system will read and display current time of the 

WISE. To modify the system time of WISE, set up the date and time on the 

Time Setting Page and then click ñSaveò to complete the settings. The user 

could click on ñLoadò in the ñTime Duplicationò field to synchronize the 

system time of the computer where the browser located and the system time 

of the WISE.  

 

The WISE also provides SNTP Time Server function that allows to set up 

Time Synchronization to sync the clock through network. The following 

figure illustrates the set up interface: 

 

Figure 5 -3ȸTime Synchronization Setting  
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Follow the steps below to set up Time Synchronization Setting: 

i In the ñFunction Statusò field, click ñEnableò to enable the Time 

Synchronization function. 

ii In the ñSNTP Time Serverò field, input the IP address or domain name 

of the SNTP Time Server. There are default SNTP Time servers, the 

user could modify the address to use other servers. Click ñUse Default 

SNTP Time Serversò to restore the default Time Server settings. 

iii The default Port number setting is ñ123ò, currently it is not allowed to 

be modified. 

iv User can select the time zone of the WISEôs location from the 

dropdown list in the ñTime Zoneò field. 

v After all settings are completed, click ñSaveò button to save the 

changes. 

 

Please Note: After enable the Time Synchronization function, user cannot 

manually set up the current time of WISE.  

 

 

5.2 Network Setting 

Network Setting allows making a change to LAN network configuration, 

SIM card settings, mobile network configuration and the priority order of 

the network interface on the WISE. The following figure illustrates the 

configuration interface: 
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Figure 5 -4ȸNetwork Setting Page  

 

 ̧ Network Setting (LAN)  

Each time when the user enters this page, it will read and display current 

network configuration (LAN) and port settings from the WISE. In the 

ñNetwork Setting (LAN)ò section, user can select the connection mode as 
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ñObtain an IP address automatically (DHCP)ò or ñSpecify an IP addressò in 

ñConnection modeò field, then modify IP/Mask/Gateway/DNS Server IP 

configuration. 

 

Please note: If the connection mode is ñSpecify an IP addressò, then you 

make modification to the IP address, the system will logout automatically 

and re-connect to the web page automatically based on the new setting. If 

the connection mode is ñObtain an IP address automatically (DHCP)ò, the 

system may fail to re-connect to the web page because the IP address is 

changed. Please use WISE-284x Utility to search the WISE, get the new IP 

address of WISE, and then launch browser to connect to the WISE with the 

new IP address. 

 

 ̧ SIM Card Setting 

This section is for users to set the PIN code for the SIM card of 

WISE-2841M-4GE/4GC/5GE/5GC. User can check the real-time status of 

the SIM card in the ñSIM Card Statusò field. If the SIM card is protected by 

a PIN code, users have to input the PIN code to allow WISE to unlock the 

SIM card and use of Mobile Network and SMS functions automatically. 

Users can click the ñTestingò button in the ñPIN Code Testingò field to 

verify if the PIN code is correct or not. 

  

Please note: Please use the ñPIN Code Testingò function carefully because 

consecutive failed attempts may cause the SIM card to be locked. In this 

case, you would need to unlock the SIM card with the PUK code on your 

mobile device. 

  

 ̧ Network Setting (Mobile Network) 

This section is for user to complete the setting of Mobile Network of 

WISE-2841M-4GE/4GC/5GE/5GC. The user only needs to enable the 

function and select ñAutomatic Detectionò in the ñConnection Parameterò 

field to connect and use normally. If the user selects the ñAutomatic 

Connection When Power Onò option, it will enable the 

WISE-2841M-4GE/4GC/5GE/5GC to complete the Mobile Network 

connection automatically when power on WISE controller. User can click 

the ñTestingò button in the ñConnection Testingò field to test the Mobile 

Network connection status between the WISE controller and the Mobile 

Network. 

http://wise.icpdas.com/Download.html#utility
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If manual setting of connection parameters is required, select ñ'Manual 

Settingò in the ñConnection Parameterò field and input the values into the 

ñAPNò and ñAuthenticationò fields. For connection parameters settings, 

please refer to the document provided on the WISE Web page or inquire 

with the Telecommunications Service Provider. 

 

Figure  5-5ȸManual Setting of Connection Parameter s for Mobile Network  

 

After completing the Mobile Network Setting, the connection status 

between WISE and Mobile Network can be shown on the System Setting 

Page; and the connection status (Connect or Disconnect) can be changed 

manually. This section also displays the strength level of the Mobile 

Network Signal, the IP address and the name of telecommunications service 

operator that WISE occupies through Mobile Network. 

 

Figure  5-6ȸSignal Str ength  Level and IP Addr ess for Mobile  Network  

  

 ̧ Network Priority Setting 

This section is provide Netowrk Priority Setting to set the priority order of 

network interfaces (LAN Port and Mobile Network). Allowing users to 

select specific network interfaces for prioritized connections. 

  

After all settings are completed, click ñSaveò button to save the changes, 

and press the ñSaveò button in the upper right corner of the page to 
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download the setting to WISE to perform the setting. 

 

 

5.3 Account Setting 

WISE provides three levels of authority account as 1 Administrator account, 

5 User accounts and 1 Guest account. The administrator account need to set 

up its password when the administrator login WISE for the first time. About 

the User and Guest accounts, they must be enabled by the administrator and 

need the administrator to assign their login passwords. All login accounts of 

WISE can modify its password in the ñAccount Settingò page, and the 

password length is limited to 8 to 20 characters and must contain at least 1 

uppercase letter. About the ñIdle Timeò setting, all login accounts of WISE 

can set up the ñIdle Timeò independently. It mean the 

administrator/User/Guest account login the WISE page, and the idle time 

exceeds the pre-set time interval, the login account will be automatically 

logged out. After all settings are completed, click ñSaveò button to save the 

changes. Following is the interface for the setting of the Administrator 

account. 

 
Figure 5 -7ȸAccount Setting Page  for Administrator  

 

Administrator can set up the Email address in the ñAdministrator Profile 

Settingò section. After complete the setting, WISE will send the alarm email 

to administrator when it is in abnormal status. Once the password is 

forgotten or lost, WISE could also send an email with the passwords 

(Administrator account, User account, Guest account, Local FTP login and 

CGI Query Authentication) to administrator, for more detailed information, 

please refer to Appendix II. 

 

WISE provides 5 User accounts. Only Administrator can enable/disable the 
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User account, and assign the password of User. Each User can access to 

perform the modification or review of the WISE settings (based on the 

authority the Administrator pre-assigned), however, the Users do not have 

the right to add or delete the settings of WISE. Following is the setting page 

for the User account. 

 

Figure 5 -8ȸAccount Setting Page  for User  

 

The settings steps are as below: 

i. In the ñUserò filed, select the user which will be enabled. WISE 

provides 5 User accounts.  

ii. In the ñStatusò field, click the ñEnableò items to enable the User 

account, then the Password setting field and the Permission setting field 

will be enabled. 
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iii. Complete the password setting for the User. 

iv. Identify the permission authority which the User can own to 

modify/review the WISE setting (System Setting, Logger Setting, Advanced 

Setting and Logic Rule Review). 

v. Repeat steps i~iv to complete settings of all User accounts. 

vi. After all settings are completed, click ñSaveò button to save the 

changes. 

 

The login password setting interface of Guest account is as follows: 

 

Figure 5 -9ȸAccount setting Page  for Guest  

 

Administrator can also enable or disable Guest account, set up the login 

password and ñIdle Timeò for the Guest account. After complete the setting, 

click the ñSaveò button to save the setting. 

 

5.4 Security Setting 

Security Setting allows users to change the mode of the Web Server, the 

Local SFTP Server setting, the Local FTP Server setting, the Local Modbus 

Server setting, the CGI Query Authentication setting and the Firewall 

setting. The Security Setting page is as follow: 
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Figure 5 -10ȸSecurity  Setting Page  

 

É Web Server Setting 

The WISE's web server uses the unencrypted HTTP protocol by default. 

User can replace it to the encrypted HTTPS protocol to protect the 

content of the data transmission. The port of the web server is also 

changeable. The setting interface is shown as below: 

 

Figure 5 -11ȸWeb Server Setting page  

 

When user selects the ñHTTPSò mode, the following parameters need to 
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be set: 

 ̧ Domain Name: To enable HTTPS mode, user must apply a 

domain name for the WISE controller in advance. 

 ̧ SSL Certificate: To enable HTTPS mode, an SSL certificate is 

required for data encryption. User can manually import the files 

related to the SSL certificate he purchase, or directly apply for a 

certificate from ñLet's Encryptò directly through the WISE 

controller. ñLet's Encryptò credentials will automatically apply for 

new credentials before the credential is expiring, so there will be 

no issues with expired credentials. To apply a ñLet's Encryptò 

certificate, user must provide his email address for authentication. 

 ̧ Option of Information Security: By checking ñRedirect HTTP to 

HTTPS connectionò, the HTTP port will be closed, and force to 

use the HTTPS protocol for the connection with WISE controller 

to ensure the security of connection. Before enable this setting, it 

is recommended to enable HTTPS mode and confirm the HTTPS 

connection is successfully, otherwise user may not be able to 

connect to WISE website. 

 ̧ HTTPS Enabled Status: This field will show whether the WISE 's 

web server successfully enable the HTTPS mode, or not. 

 

É Local SFTP Server Setting 

User can enable or disable the function of WISE's SFTP server. After 

enable this functoin, user can connect to WISE's SFTP Server via SFTP 

software to remotely retrieve event log or data log files from WISE. To 

enable this function, please check ñEnableò in the ñServer Statusò field 

and complete the setting of ñPortò. The setting interface is shown as 

below. Please note: The SFTP server provided by WISE cannot support 

the file uploading operation. 

 

Figure 5 -12ȸLocal SFTP Server Setting  Page 
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É Local FTP Server Setting 

User can enable or disable the function of WISE's FTP server. After 

enable this functoin, he can connect to WISE FTP Server via FTP 

software to remotely retrieve event log or data log files from WISE. To 

enable this function, please check ñEnableò in the ñServer Statusò field 

and complete the setting of ñTLS Encryptionò, ñUsernameò and 

ñPasswordò. In the ñTLS encryptionò field, users can disable TLS 

encryption of the server, or enable TLS encrption with ñExplicitò or 

ñImplicitò methods. If TLS encryption function is enabled, users must 

use the software with FTPS protocol for the connetcion with WISE's 

FTP server. The setting interafce is as shown below. 

 

Figure 5 -13ȸLocal FTP Server Setting  Page 

 

É Local Modbus Server Setting 

User can enable or disable the function of WISE's Modbus server. To 

enable this function, please check ñEnableò in the ñServer Statusò field 

and complete the setting of ñPortò and ñNetIDò. The setting interafce is 

as shown below. 

 

Figure 5 -14ȸLocal Modbus Server Setting  Page 

 

É CGI Query Authentication Setting 

WISE supports fully CGI command operations as CGI command 
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sending and CGI command receiving. In the CGI command receiving 

function, administrator can set a set of account and password in the ñCGI 

Query Authentication Settingò section to protect the operation of the 

WISE, then WISE will only receive the CGI commands with this 

account and password information, perform the corresponding 

operations, and ignore other CGI commands that do not with this 

account and password information. The CGI Query Authentication 

Setting page is as follow: 

 
Figure 5 -15ȸCGI Query Authentication Setting  Page 

 

É Firewall Setting 

WISE provides the firewall mechanism to prevent the intrusion from the 

unknown devices on the network. Administrator can set WISE to 

response the ping command or not, and use the Blacklist function to 

prohibit the connection between WISE and the devices from the specific 

IP or domain; or use the Whitelist function to allow the devices from the 

specific domain to connect with WISE. The setting page is as shown 

below: 

 

Figure 5 -16ȸBlacklist and Whiteli st  Setting Page  

 

The default setting of the firewall function is ñEnableò and it would not 

reply to the Ping request. If you want to use the Ping command to check 

the status of WISE, please check ñEnableò in the ñPing Echoò field. To 

enable this function, please check ñEnableò in the ñFunction Statusò field 

and select ñBlack Listòor ñWhite Listò in the ñTypeò field. After press 
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the ñAddò button in the List field, WISE provides three ways to set up 

the content of the Blacklist and Whitelist according to the network 

environment as ñSingle IP Addressò, ñSubnetò and ñIP Address Rangeò. 

Please refer following. 

 

Figure 5 -17ȸIP address Setting Page  in Blacklist/Whitelist  

 

In addition, when the WISE controller encounters many login failures 

from the unknown device, It will automatically add the IP of the 

unknown device to the Blacklist, and prohibit the IP to try to log in 

WISE continually. 

 

After complete all the security settings, press the ñSaveò button at the 

bottom, and then press the ñSaveò button at the top right of the page to 

download the security settings to WISE, then WISE will start to perform the 

setting. 

 

Figure 5 -18ȸSave and Download the S ecurity Setting  

 

5.5 SNMP Setting 

The WISE provides SNMP (Simple Network Management Protocol) V2c 
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and V3 to work with the SNMP Network Management software for 

monitoring the system data and I/O module data. The SNMP Setting page 

allows you to enable or modify the settings of the SNMP function on the 

WISE. The following figure illustrates the set up interface: 

 

Figure 5 -19ȸSNMP Setting Page  

 

Please follow the steps below for the SNMP settings: 

i. In the ñFunction Statusò field, check ñEnableò to enable SNMP server. 

ii. In the ñVersionò field, select the SNMP version that you want to use. 

Currently WISE supports SNMP V2c and V3 protocols, 

iii. If the user selects ñV2cò in the ñVersionñ field, he must set up the 

string in the ñRead Communityò and ñWrite Communityò fields. The 

default setting of ñRead Communityò and ñWrite Communityò field is 

ñpublicò and ñprivateò. 

iv. If the user selects ñV3ò in the ñVersionò field, he must set up the 

SNMP user list. The setting interface is as follows. 

 

Figure 5 -20ȸSNMP V3 Setting Page  

 

v. Press the ñ+Add new userò button to enter the SNMP User Setting page. 

The setting interface is as follows: 
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Figure 5 -21ȸSNMP V3 User Setting Page  

 

vi. Key in the username in the ñUser Nameò field. 

vii.  

Select ñread-onlyò or ñread-writeò in the ñAction Permissionò field. 

viii. There are three levels of security options in the ñSecurity Levelò field, 

please refer to following. 

 ̧ noAuthNoPriv: Communication without authentication and 

encryption. 

 ̧ authNoPriv: Communication shall be authenticated but not 

encrypted. The authentication protocol must be ñSHAò or ñMD5ò, 

and set the authentication password. 

 ̧ authPriv: Communication shall be authenticated and encrypted. 

The settings of authentication protocol must be ñSHAò or ñMD5ò. 

The settings of encryption must be ñAESò or ñDESò, and set the 

password for each field. Please refer to following. 

 

Figure 5 -22ȸSNMP V3 User Authentication & Encryption Setting Page  

 

ix. After complete SNMP V3 user settings, click the ñOKò button to return 

to the SNMP settings page. 
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x. After complete the setting for all SNMP V3 user, click ñSaveò button to 

complete the SNMP settings. 

 

Please Note: The official website of WISE provides the WISE-2841M MIB 

file. User can download it from the WISE official website. 

 

 

5.6 VPN Setting 

WISE provides the VPN (Virtual Private Nnetwork) service to protect 

WISE to avoid the malicious accessed by external devices and ensure the 

security of the devices installed in the VPN environment. WISE provides 

following 4 VPN services: 

 ̧ PPTP 

 ̧ L2TP/IPSec 

 ̧ OpenVPN 

 ̧ SoftEther 

 

The setting interface is as below. 
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Figure 5 -23ȸVPN Setting Page  

 

Please follow the steps below for the VPN settings: 

i. In the ñFunction Statusò field, check ñEnableò to enable the VPN 

function. 

ii. In the ñServer Settingsò section, select the VPN service user want to use 

from the 4 connection types, then complete the setting for the 

connection and TCP/IP required by the service. 

iii. In the ñConnection Settingò section, check ñEnableò in the 

ñAutomatically connect after power onò field to automatically connect 

to the VPN after the WISE controller is powered on. 

iv. User can click the ñTestingò button in the ñConnection Testingò field to 

confirm whether the VPN connection setting is correct, or not. 

v. After completing the settings, click the ñSaveò button to save the 

settings. 
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5.7 DDNS Setting 

WISE provides the Dynamic DNS service. The following figure illustrates 

the configuration interface: 

 

Figure 5 -24ȸDDNS Setting Page  

 

Follow the steps below to set up Dynamic DNS service: 

i In the ñFunction Statusò field, check ñEnableò to enable the DDNS 

function. 

ii WISE provides two DDNS services for user. Under the normal status, 

user can activate one DDNS service, but if user has the requirement for 

Redundant DDNS service, he can activate two DDNS services 

simultaneously. 

iii In the ñService Providerò field, select the provider of Dynamic DNS 

service from the dropdown list. Currently system provides 6 options for 

selection as ñNo-IPò, ñChangeIPò, ñFree DNSò, ñDynò, 

ñDNS-O-Maticò and ñDisablev. 

iv If user selects ñNo-IPò, ñChangeIPò, ñDynò or ñDNS-O-Maticò, please 

enter the information for the Username, Password and Domain Name  

fields to login the service. If user selects ñFree DNSò, please insert the 

Token to login the service. 

v After all settings are completed, click ñSaveò button to save the 

changes. 
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5.8 Others Setting 

In Others Setting page, users can set up the decimal place number for the 

floating-point value displayed by WISE. The setting interface is as follows: 

 

Figure 5 -25ȸDecimal Place Number Setting Page  

 

 

User can set up the decimal place number to 1~7. After the setting is 

completed, click the ñSaveò button to save the setting. 

 

 

5.9 COM Port Interface Setting  

COM Port Interface Setting allows to setup the function settings on COM2, 

COM3 or COM4. The setting interface is shown as below: 

 

Figure 5 -26ȸCOM Port Interface Setting Page  

 

 

The COM Port interface on WISE includes: 

 

É COM2(RS-232) 

It is reserved specifically for Modbus RTU Slave for connections to 

HMI or SCADA. 

 

É COM3 / COM4 (RS-485) 

It is reserved for DCON Master to connect ICP DAS DCON modules, 

Modbus RTU Master to connect Modbus RTU slave devices or for 

Modbus RTU Slave to connect HMI or SCADA. 

 

The following section will introduce how to set COM Port interface for 

different functions: 
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 ̧ Modbus RTU Slave (Connect to HMI or SCADA ) 

 

Figure 5 -27ȸCOM Port Interface Setting  for Modbus RTU Slave  

 

The settings steps are as below: 

i In the ñBaudrateò field, select the Baudrate from the dropdown list, 

the Baudrate of WISE and HMI or SCADA have to be set the 

same. 

ii In the ñParityò and ñStop bitsò fields, set up the Parity and Stop 

bits. The Parity and Stop bits of WISE and HMI or SCADA have 

to be set the same. 

iii After all settings are completed, click ñSaveò button to save the 

changes. 

 

 ̧ DCON Master (Connect to DCON modules) 

 

Figure 5 -28ȸCOM Port Interface Se tting  for DCON Master  

 

The settings steps are as below: 

i In the ñBaudrateò field, select the Baudrate from the dropdown list, 

the Baudrate of WISE and DCON module have to be set the same. 

ii In the ñParityò and ñStop bitsò fields, set up the Parity and Stop 

bits. The Parity and Stop bits of WISE and DCON module have to 
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be set the same. 

iii In the ñTimeoutò field, input the time interval for WISE to send 

command to the DCON module and wait for the response, the unit 

will be millisecond (ms). 

iv In the ñChecksumò field, specify the Checksum setting for the 

communication between WISE and DCON module to be enabled 

or disabled. 

v After all settings are completed, click ñSaveò button to save the 

changes. 

 

Please Note: Use the DCON Utility to complete the setting of each 

DCON modules which will connect with the WISE first. These 

setting also must be the same with the setting of WISE.  

 

 ̧ Modbus RTU Master (Connect to Modbus RTU slave devices) 

 

Figure 5 -29ȸCOM Port Interface Setting  for Modbus  RTU Master  

 

The settings steps are as below: 

i In the ñBaudrateò field, select the Baudrate from the dropdown list, 

the Baudrate of WISE and Modbus RTU slave module have to be 

set the same. 

ii In the ñParityò and ñStop bitsò fields, set up the Parity and Stop 

bits. The Parity and Stop bits of WISE and Modbus RTU slave 

module have to be set the same. 

iii In the ñSilent Intervalò field, input the time interval between 

successive sending of commands from the WISE to the Modbus 

RTU slave module, the unit will be millisecond (ms). 

iv After all settings are completed, click ñSaveò button to save the 

changes. 
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Please Note: After the ñBaudrateò is selected, the system will 

automatically generate a proper value in the ñSilent Intervalò field. 

For each Modbus RTU Slave module has different Modbus 

command process capability, the response time for sending result 

from Modbus RTU Slave module to WISE might be different. The 

user can adjust this value to most appropriate time interval, such as: 

extend this value to make sure every Modbus RTU Slave module 

connected to the WISE has enough time to process the Modbus 

command, or shorten this value to improve the efficiency of the 

polling mechanism between Modbus RTU Slave module and WISE. 
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6 Module Setting  

Module setting page allows to perform settings of the I/O Modules and IP Cameras 

that are connected to the WISE. After getting into the setting page, the overview page 

will display current setting of the I/O Modules and IP Cameras that are connected to 

the WISE, shown as below: 

 

Figure 6 -1ȸModule Setting Page  

 

Module Setting includes the following 3 setting options:  

 ̧ XV-Board Setting  

 ̧ Remote I/O Module Setting 

 ̧ IP Camera Setting 

More detailed information for each function setting will be given in the following 

sections. 

 

6.1 XV-Board Setting 

XV-Board Setting page allows the user to set up the configuration of the 

XV-Board that is connected to the WISE. The XV-Board Setting page is 
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shown as follow: 

Please note: Each time WISE is allowed to connect to one XV-Board 

module only. 

 

Figure 6 -2ȸXV-Board Setting Page  

 

Select the XV-Board that are connected to the WISE from the drop down 

list and click ñSettingò, a window for setting up the parameters of 

XV-Board and its I/O channel will appear. The setting for the module is 

shown as below (Figure 6-3): 

 ̧ Nickname: For user to define a nickname for the module, this 

nickname will be displayed on the ñChannel Statusò and ñRule 

Settingò pages. 

 ̧ Description: The Description field provides a space for the user to 

make a brief description of this XV-Board. 

 

The digital I/O channels of XV308 are programmable. Each digital I/O 

channel of XV308 can be used as DI or DO. If the user selects the XV308 

from the drop down list, the setting interface for the attribute of each digital 

I/O channel will be shown as below. Please identify them depend on the 

application.  

 

 

The following section will introduce the DI, DO, AI and AO channel 

settings of the XV-Board. After all settings are completed, click ñSaveò 

button to save the changes. 
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6.1.1 XV-Board DI Channel Settings 

The XV-Board DI Channel Setting page is shown as follow (using 

XV107 as an example): 

 
Figure 6 -3ȸXV-Board DI Channel Setting Page  

 

The settings are as follow: 

 ̧ Channel Nickname: For user to define nicknames for each I/O 

channel, these nicknames will be displayed on the ñChannel 

Statusò and ñRule Settingò pages. 

 ̧ Counter Nickname: For user to define nicknames for each DI 

counter, these nicknames will be displayed on the ñLog Headerò 

and ñRule Settingò pages. 

 ̧ Counter Type: Specify the counter type to be ñFallingò 

(ON-to-OFF) or ñRisingò (OFF-to-ON). 

 

After the DI channel settings are completed, continue to perform 

settings of other channels, after all settings are completed click ñOKò 

button to return to XV-Board Setting page. 

 

 

6.1.2 XV-Board DO Channel Settings 

The XV-Board DO Channel Setting page is shown as follow (using 

XV107 as an example): 
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Figure 6-4ȸXV-Board D O Channel Setting Page  

 

The settings are as follow: 

 ̧ Nickname: For user to define nicknames for each I/O channel, 

these nicknames will be displayed on the ñChannel Statusò and 

ñRule Settingò pages. 

 ̧ Power On Value: Specify the initial status to be ñONò or to be 

ñOFFò when WISE power on. Select the value from the 

dropdown list of ñPower On Valueò field. The default value is 

ñOFFò. 

 ̧ WISE provides 3 advanced functions, select the function from 

the dropdown list: 

Â Pulse Output: If the Pulse Output is selected, it will allow 

this DO channel to perform pulse output and form a periodic 

pulse cycle. In Pulse Output mode, the selected DO channel 

will generate a square wave according to specified 

parameters (Pulse High and Pulse Low). Pulse High 

indicates the ñONò time duration and Pulse Low indicates 

the ñOFFò time duration in a periodic Pulse cycle. The unit is 

100ms. 

Â Auto OFF: When ñAuto OFFò is selected, it allows this DO 

channel to enable Auto OFF function. It is required to set up 

a time interval, when this DO channel is set to be ñONò and 

the duration of the ON status reaches the pre-set time interval, 

the DO will automatically be set to OFF. The unit is second. 

Â DI Status Mapping: When ñDI Status Mappingò is selected, 

the status of the DI channel with the same channel number 
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on the XV-Board will be copied to the DO channel. For 

example, when the ñDI Status Mappingò is enabled on DO0, 

when the DI0 status is ON, DO0 will set to be ON, and when 

the DI0 status is OFF, DO0 will set to be OFF as well. 

 

After all settings of the channels are completed, click ñOKò button to 

return to XV-Board Setting page. 

 

6.1.3 XV-Board AI Channel Settings 

The XV-Board AI Channel Setting page is shown as follow (using 

XV310 as an example): 

 
Figure 6 -5ȸXV-Board AI Channel Setting Page  

 

The settings are as follow: 

 ̧ Nickname: For user to define nicknames for each I/O channel, 

these nicknames will be displayed on the ñChannel Statusò and 

ñRule Settingò pages. 

 ̧ Type: Select the input signal type of the AI channel from the 

dropdown list. 

 ̧Scale: In the ñScaleò field, AI channel raw data can be set to 

operate with linear proportion between ñMinimumò and 

ñMaximumò values. The IF Condition will use this 

already-adjusted value in the evaluation operation, and the AI 

value retrieved from the ñChannel Statusò page or Modbus Table 

via WISE would be the adjusted value. The default value for 

Maximum and Minimum is 0, it means the Scale function is 

disabled. 
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After all settings of the channels are completed, click ñOKò button to 

return to XV-Board Setting page. 

 

6.1.4 XV-Board AO Channel Settings 

The XV-Board AO Channel Setting page is shown as follow (using 

XV310 as an example): 

 

Figure 6 -6ȸXV-Board A O Channel Setting Page  

 

The settings are as follow: 

 ̧ Nickname: For user to define nicknames for each I/O channel, 

these nicknames will be displayed on the ñChannel Statusò and 

ñRule Settingò pages. 

 ̧ Type: Select the output signal type of the AO channel from the 

dropdown list. 

 ̧ Power On Value: You can set the initial value of the AO channel 

in the ñPower On Valueò field. The default initial value is 0. 

 

After all settings of the channels are completed, click ñOKò button to 

return to XV-Board Setting page. 

 

 

6.2 Remote I-7000/DL DCON Module Setting 

WISE allows connections to ICP DAS I-7000/DL DCON modules. The I/O 

Module Setting page allows users to add I-7000/DL DCON modules that 

are connected to the WISE to the list. After the module is added, it allows to 

set up the configuration of the I/O module. The setting page is shown as 

below: 
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Figure 6 -7ȸRemote I-7000/DL Module Setting Page  

 

The following section will give more information how to add and complete 

settings of I-7000/DL DCON modules. After all settings are completed, 

click ñSaveò button to save the changes. 

Please note:  

1. The COM3 (RS-485) and COM4 (RS-485) interfaces on WISE allows 

connections to I-7000/DL DCON modules or Modbus RTU modules. 

2. A single COM Port interface (COM3 or COM4) allows connections to 

at most 16 devices (I-7000/DL DCON modules or Modbus RTU 

modules). 

 

6.2.1 Scan to Add ICP DAS I-7000/DL DCON Modules 

The user could use the Scan function to add ICP DAS I-7000/DL 

DCON modules to the WISE, the steps are as below: 

 

i. Click on  button to scan the I-7000/DL DCON modules that are 

connected to the WISE. 

 
Figure 6 -8ȸThe ñScanò button to search I-7000/DL Module s 

 

ii. When the Scan page appears, input the starting address and the 

ending address of the DCON address that are going to perform scan. 

Click on ñScanò, the system will start to scan the I-7000/DL DCON 

modules that match the settings previously set, to cancel the scan, 

and click on ñCancelò. 
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Figure 6 -9ȸSet up the Scanning Range for the I-7000/DL module s 

 

iii. When the system is performing the scan, the address that are 

performing scan will be dynamically shown on the upper left side, 

please wait till the scan operation is completed. To stop the scan 

operation, click on ñCancelò to terminal the scan and leave the page. 

 
Figure 6 -10ȸScanning  the I -7000/DL module s 

 

iv. After the Scan operation is completed, an I-7000/DL DCON module 

list will appear. If the newly scanned module doesnôt match the 

module previously set on the same address, a window will appear 

(Figure 6-12), please select the actual device that are connected to 

WISE. After all settings are completed, click ñSaveò button to save 

the changes. 

 

Figure 6 -11ȸI-7000/DL module List after Scan operation  
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Figure 6 -12ȸSelect the actual I -7000/DL modules connected  

 

6.2.2 Add I-7000/DL DCON Module manually 

In addition to perform Scan operation to automatically add I-7000/DL 

DCON modules to the list, the user could also add the I-7000/DL 

DCON module manually one by one, the steps are as below: 

i. No: The number will be the order that the I/O channel data of the 

I-7000/DL DCON module being stored in the WISE Modbus Table. 

The range is 1~16. 

ii. Address: The address will be the DCON address of this I-7000/DL 

DCON module, please make sure the address is the same as the 

settings of the module, if the setting is not accurate, the connection 

for WISE to the I-7000/DL DCON module will be failed. 

 
Figure 6 -13ȸSet up the No . and Address of the  I-7000/DL modules  

 

iii. Select the module name: For ICP DAS I-7000/DL DCON modules, 

the user could select the default model name from the dropdown list 

for further modification. 

 

Figure 6 -14ȸSelect the model of the I -7000/DL modules  
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iv. Input the Nickname for the I-7000/DL DCON modules. 

v. Click  to add the I-7000/DL DCON module to the list. After 

adding the I-7000/DL DCON module, click ñSaveò button to save 

the changes. 

 

Figure 6 -15ȸAdd the I -7000/DL Module manually  

 

6.3 I-7000/DL DCON Module List Operation Interface 

After the I-7000/DL DCON modules are added to the I/O Module list via 

auto scan or manual work, the I-7000/DL DCON modules will be listed as 

below: 

 
Figure 6 -16ȸI-7000/DL Module List Operation Interface  

 

The following functions allow to perform settings or rearrange order of the 

I-7000/DL DCON modules. Please select the I-7000/DL DCON module and 

click on the function button to perform the operations: 

 ̧ Setting: Click the radio button in front of the I-7000/DL DCON 

module and click on ñSettingò to get into the setting page of the 

I-7000/DL DCON module. The settings for each I-7000/DL DCON 

module will be given in the following section. 

 ̧ Move Up: Click the radio button in front of the I-7000/DL DCON 

module and click on ñMove Upò to move the I-7000/DL DCON 
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module to upper order (decrease the index number (No.)). 

 ̧ Move Down: Click the radio button in front of the I-7000/DL DCON 

module and click on ñMove Downò to move the I-7000/DL DCON 

module to lower order (increase the index number (No.)) 

 ̧ Copy: To copy the settings of a pre-set I-7000/DL DCON module to 

the new I-7000/DL DCON module, please click the radio button in 

front of the pre-set I-7000/DL DCON module and then click on 

ñCopyò, a new I-7000/DL DCON module (in sequence) will be added 

to the list and the settings of the old I-7000/DL DCON module will be 

copied to this newly added I-7000/DL DCON module. 

 ̧ Remove: Click the radio button in front of the I-7000/DL DCON 

module and click on ñRemoveò to remove the selected I-7000/DL 

DCON module. 

 

After all settings are completed, click ñSaveò button to save the changes. 

Following will describe the setting of the I/O channel of I-7000/DL DCON 

modules. 

 

6.3.1 The DI channel setting for I-7000/DL DCON module 

The I-7000/DL DCON module DI channel setting interface is shown as 

below (using I-7060 as an example) 

 

Figure 6 -17ȸI-7000/DL Module DI Channel  Setting page  

 



ICP DAS WISE User Manual 
 

 

http://wise.icpdas.com 

 
73 

The settings are as below: 

 ̧ Nickname: For user to define nickname for the module and the I/O 

channels, these nicknames will be displayed on the ñChannel 

Statusò and ñRule Settingò pages. 

 ̧ Description: The Description field provides a space for the user to 

make a brief description of this module. 

 ̧ Address: The address will be the DCON address of this I-7000/DL 

DCON module, please make sure the address is the same as the 

settings of the module, if the setting is not accurate, the connection 

for WISE to the I-7000/DL DCON module will be failed. 

 ̧ Scan Rate: Input the time interval for WISE to periodically retrieve 

the I/O channel data of this I-7000/DL DCON module, the setting 

range will be 0 ~ 65535 seconds. 

 ̧ Retry Interval: The time interval to wait for WISE to repeatedly 

send command again when WISE sends command to the 

I-7000/DL DCON module and get no response. The unit will be 

second. The setting range will be 3 ~ 65535 seconds. 

 

After all settings of the DI channels are completed, continue the 

configuration of other channels, and after all channel settings are 

completed, click ñOKò button to save the changes and return to 

I-7000/DL DCON Module List. 

 

Please Note: For I-7000/DL DCON modules, the counting mode of the 

DI channel counter is Falling. You can change the counting mode by 

DCON Utility 

 

6.3.2 The DO channel setting for I-7000/DL DCON module 

The I-7000/DL DCON module DO channel setting interface is shown 

as below (using I-7060 as an example): 
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Figure 6 -18ȸI-7000/DL Module DO Channel  Setting page  

 

The settings are as below: 

 ̧ Nickname: For user to define nickname for the module and the I/O 

channels, these nicknames will be displayed on the ñChannel 

Statusò and ñRule Settingò pages. 

 ̧ For I-7000/DL DCON DO channels, WISE provides the ñAuto 

OFFò and ñDI Status Mappingò advanced functions, select the 

function from the dropdown list: 

Â Auto OFF: When ñAuto OFFò is selected, it allows this DO 

channel to enable Auto OFF function. It is required to set up a 

time interval, when this DO channel is set to be ñONò and the 

duration of the ON status reaches the pre-set time interval, the 

DO channel will automatically be set to OFF. The unit is 

second. 

Â DI Status Mapping: When ñDI Status Mappingò is selected, 

the status of the DI channel with the same channel number on 

the I-7000/DL DCON module will be copied to the DO 

channel. For example, when the ñDI Status Mappingò is 

enabled on DO0, when the DI0 status is ON, DO0 will set to 

be ON, and when the DI0 status is OFF, DO0 will set to be 

OFF as well. 

 

After all settings of the DO channels are completed, continue the 

configuration of other channels, and after all channel settings are 

completed, click ñOKò button to save the changes and return to 
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I-7000/DL DCON Module List. 

 

Please Note: 

1. To set up the Power On value of the DO channels on I-7000/DL 

DCON modules, please use DCON Utility to set the value. 

2. The DO channels on I-7000/DL DCON modules do not offer Pulse 

Output function. 

 

6.3.3 The AI channel setting for I-7000/DL DCON module 

The I-7000/DL DCON module AI channel setting interface is shown as 

below (using I-7012 as an example): 

 
Figure 6 -19ȸI-7000/DL Module AI Channel  Setting page  

 

The settings are as below: 

 ̧ Nickname: For user to define nickname for the module and the I/O 

channels, these nicknames will be displayed on the ñChannel 

Statusò and ñRule Settingò pages. 

 ̧ Temperature Unit: Specify the temperature measurement unit for 

the modules that allows for temperature measurement, such as 

I-7005, I-7011, I-7013, I-7015, I-7018 and I-7019, the temperature 

units can be set as degree Celsius or degree Fahrenheit. 

 

 ̧ Type: Select the input signal type of the AI channel from the 

dropdown list. 

 ̧Scale: In the ñScaleò field, AI channel raw data can be set to 

operate with linear proportion between ñMinimumò and 

ñMaximumò values. The IF Condition will use this 
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already-adjusted value in the evaluation operation, and the AI 

value retrieved from the ñChannel Statusò page or Modbus Table 

via WISE would be the adjusted value. The default value for 

Maximum and Minimum is 0, it means the Scale function is 

disabled. 

 

After all settings of the AI  channels are completed, continue the 

configuration of other channels, and after all channel settings are 

completed, click ñOKò button to save the changes and return to 

I-7000/DL DCON Module List. 

 

6.3.4 The AO channel setting for I-7000/DL DCON module 

The I-7000/DL DCON module AO channel setting interface is shown 

as below (using I-7024 as an example): 

 
Figure 6 -20ȸI-7000/DL Module AO Channel  Setting page  

 

The settings are as below: 

 ̧ Nickname: For user to define nickname for the module and the I/O 

channels, these nicknames will be displayed on the ñChannel 

Statusò and ñRule Settingò pages. 

 ̧ Type: Select the output signal type of the AO channel from the 

dropdown list. 

After all settings of the AO channels are completed, continue the 

configuration of other channels, and after all channel settings are 

completed, click ñOKò button to save the changes and return to 

I-7000/DL DCON Module List. 
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Please note: To set up the Power On value of the AO channels on 

I-7000/DL DCON modules, please use DCON Utility to set the value. 

 
 

6.4 Remote Modbus RTU Module Setting 

WISE allows connections to ICP DAS M-7000/tM/CL/DL/LC/IR/iSN/DLW 

modules and general Modbus RTU Modules. The I/O Module Setting page 

allows users to add Modbus RTU Module that are connected to the WISE to 

the list. After the module is added, it allows to set up the configuration of 

the I/O module. The setting page is shown as below: 

 
Figure 6 -21ȸRemote  Modbus RTU Module Setting page  

 

The following section will give more information how to add and complete 

settings of Modbus RTU modules. After all settings are completed, click 

ñSaveò button to save the changes. 

 

Please note:  

1. The COM3 (RS-485) and COM4 (RS-485) interfaces on WISE allows 

connections to I-7000/DL DCON modules or Modbus RTU modules. 

2. A single COM Port interface (COM3 or COM4) allows connections to 

at most 16 devices (I-7000/DL DCON modules or Modbus RTU 

modules). 

 

 

6.4.1 Scan to Add ICP DAS Modules 

The user could use the Scan function to add ICP DAS M-7000 

/tM/CL/DL/LC/iSN/DLW modules to the WISE, the steps are as 

below: 

Please Note: The ICP DAS IR modules does not support the scan 

function, please add it manually.) 

i. Click on  button to scan the ICP DAS modules that are 
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connected to the WISE. 

 

Figure 6 -22ȸThe ñScanò button to search ICP DAS module  

 

ii. When the Scan page appears, input the starting address and the 

ending address of the Modbus address that are going to perform 

scan. Click on ñScanò, the system will start to scan the ICP DAS 

modules that match the settings previously set, to cancel the scan, 

and click on ñCancelò. 

 
Figure 6 -23ȸSet up the Scanning Range for the ICP DAS module  

 

iii. When the system is performing the scan, the address that are 

performing scan will be dynamically shown on the upper left side, 

please wait till the scan operation is completed. To stop the scan 

operation, click on ñCancelò to terminal the scan and leave the page. 

 
Figure 6 -24ȸScanning  the ICP DAS module  

iv. After the Scan operation is completed, an M-7000/tM/CL/DL/LC 

/iSN/DLW module list will appear. If the newly scanned module 

doesnôt match the module previously set on the same address, a 

window will appear (Figure 6-26), please select the actual device 

that are connected to WISE. After all settings are completed, click 

ñSaveò button to save the changes. 
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Figure 6 -25ȸThe ICP DAS module  List after Scan operation  

 

 

Figure 6 -26ȸSelect the actual ICP DAS module s 

 

6.4.2 Add ICP DAS module or Modbus RTU Module manually 

In addition to perform Scan operation to automatically add M-7000/ 

tM/CL/DL/LC/iSN/DLW modules to the list, the user could also add 

the ICP DAS M-7000/tM/CL/DL/LC/IR/iSN/DLW modules or 

Modbus RTU modules manually one by one, the steps are as below: 

 

i. No: The number will be the order that the I/O channel data of the 

Modbus RTU module being stored in the WISE Modbus Table. The 

range is 1~16. 
ii. Address: The address will be the Modbus address of this Modbus 

RTU module, please make sure the address is the same as the 

settings of the module, if the setting is not accurate, the connection 

for WISE to the Modbus RTU module will be failed. 
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Figure 6 -27ȸSet up the No . and Address of the Modbus RTU  modules  

 

iii. Select the module name: For ICP DAS modules, the user could 

select the default model name from the dropdown list. Please input 

the nickname for other Modbus RTU modules manually. 

 
Figure 6 -28ȸSelect the model of the Modbus RTU Module  

 

iv. Polling Timeout: The time interval for WISE to send command to 

the Modbus RTU module and wait for the response, the unit will be 

ms. The setting range will be 1~10000 ms. 
v. Retry Interval: The time interval to wait for WISE to repeatedly 

send command again when WISE sends command to the Modbus 

RTU module and get no response. The unit will be second. The 

setting range will be 3 ~ 65535 seconds. 

vi. Click  to add the Modbus RTU module to the list. After adding 

the Modbus RTU module, click ñSaveò button to save the changes. 

 

Figure 6 -29ȸAdd the Modbus RTU Module manually  

 

6.5 Modbus RTU Module List Operation Interface 

After the Modbus RTU modules are added to the Module RTU module list 

via auto scan or manual work, the Modbus RTU modules will be listed as 

below: 
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Figure 6 -30ȸModbus RTU  mod ule List Operation Interface  

 

Through the operations of ñSettingò, ñMove Upò, ñMove Downò, ñCopyò 

and ñRemoveò functions, user can set up the parameters or adjust the 

arrangement order for each Modbus RTU module in the list. Please refer to 

the description of ñ6.3 I-7000/DL DCON Module List Operation Interfaceò 

for detail. After all settings are completed, click ñSaveò button to save the 

changes. Following will describe the setting of the DI/DO/AI/AO channel 

of ICP DAS M-7000/tM/CL/DL/LC/IR/iSN/DLW series modules and the 

setting of the Coil Output/Discrete Input/Input Register/Holding Register of 

Modbus RTU modules. 

 

6.5.1 The DI channel setting for ICP DAS module 

The ICP DAS Modbus RTU module DI channel setting interface is 

shown as below (using M-7060 as an example): 
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Figure 6 -31ȸICP DAS Modbus RTU module DI Channel Setting page  

 

The settings are as below: 

 ̧ Nickname: For user to define nickname for the module and the 

I/O channels, these nicknames will be displayed on the ñChannel 

Statusò and ñRule Settingò pages. 

 ̧ Description: The Description field provides a space for the user 

to make a brief description of this module. 

 ̧ Address: The address will be the Modbus address of this module, 

please make sure the address is the same as the settings of the 

module, if the setting is not accurate, the connection for WISE to 

the Modbus RTU module will be failed. 

 ̧ Scan Rate: Input the time interval for WISE to periodically 

retrieve the I/O channel data of this module, the setting range will 

be 0 ~ 65535 seconds. 

 ̧ Polling Timeout: The time interval for WISE to send command to 

the module and wait for the response, the unit will be ms. The 

setting range will be 1-10000 ms. 

 ̧ Retry Interval: The time interval to wait for WISE to repeatedly 

send command again when WISE sends command to the module 

and get no response. The unit will be second. The setting range 

will be 3 ~ 65535 seconds. 
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After all settings of the DI channels are completed, continue the 

configuration of other channels, and after all channel settings are 

completed, click ñOKò button to save the changes and return to 

Modbus RTU Module List. 

 

Please Note: For M-7000 modules, the counting mode of the DI 

channel counter is Falling. You can change the counting mode by 

DCON Utility 

 

6.5.2 The DO channel setting for ICP DAS module 

The ICP DAS Modbus RTU module DO channel setting interface is 

shown as below (using M-7060 as an example): 

 

 

Figure 6 -32ȸICP DAS Modbus RTU module DO Channel Setting page  

 

The settings are as below: 

 ̧ Nickname: For user to define nickname for the module and the 

I/O channels, these nickname will be displayed on the ñChannel 

Statusò and ñRule Settingò pages. 

 ̧ For DO channels, WISE provides the ñAuto OFFò and ñDI Status 

Mappingò advanced functions, please refer to ò6.3.2 The DO 

channel setting for I-7000/DL DCON moduleò section for detail. 

 

After all settings of the DO channels are completed, continue the 
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configuration of other channels, and after all channel settings are 

completed, click ñOKò button to save the changes and return to 

Modbus RTU Module List. 

 

Please Note: 

1. To set up the Power On value of the DO channels on 

M-7000/tM/CL/DL/LC/IR/iSN/DLW modules, please use DCON 

Utility to set the value. 

2. The DO channels on M-7000/tM/CL/DL/LC/IR/iSN/DLW 

modules do not offer the Pulse Output function. 

 

6.5.3 The AI channel setting for ICP DAS module 

The ICP DAS Modbus RTU module AI channel setting interface is 

shown as below (using M-7002 as an example): 

 

Figure 6 -33ȸICP DAS Modbus RTU module AI Channel Setting page  

 

The settings are as below: 

 ̧ Nickname: For user to define nickname for the module and the 

I/O channels, these nicknames will be displayed on the ñChannel 

Statusò and ñRule Settingò pages. 

 ̧ Temperature Unit: Specify temperature measurement unit for 

modules that allows for temperature measurement. The 



ICP DAS WISE User Manual 
 

 

http://wise.icpdas.com 

 
85 

temperature units can be set as degree Celsius or degree 

Fahrenheit. 

 

 ̧ Type: Select the input signal type of the AI channel from the 

dropdown list. 

 ̧Scale: Please refer to ñ6.3.3 The AI channel setting for I-7000/DL 

DCON moduleò section for detail. 

After all settings of the AI channels are completed, continue the 

configuration of other channels, and after all channel settings are 

completed, click ñOKò button to save the changes and return to 

Modbus RTU Module List. 

 

6.5.4 The AO channel setting for ICP DAS module 

The ICP DAS Modbus RTU module AO channel setting interface is 

shown as below (using M-7024 as an example): 

 

Figure 6 -34ȸICP DAS Modbus RTU module AO Channel Setting page  

 

The settings are as below: 

 ̧ Nickname: For user to define nickname for the module and the 

I/O channels, these nicknames will be displayed on the ñChannel 

Statusò and ñRule Settingò pages. 

 ̧ Type: Select the output signal type of the AO channel from the 

dropdown list. 
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After all settings of the AO channels are completed, continue the 

configuration of other channels, and after all channel settings are 

completed, click ñOKò button to save the changes and return to 

Modbus RTU Module List. 

 

Please note: To set up the Power On value of the AO channels on 

M-7000/tM modules, please use DCON Utility to set the value. 

 

6.5.5 The Coil Output Setting of Modbus RTU Module 

The Modbus RTU Module Coil Output Setting page is shown as 

follow: 

 
Figure 6 -35ȸModbus RTU module Coil Output Setting page  

 

The settings are as follow: 

 ̧Nickname: For user to define nickname for the module, this 

nickname will be displayed on the ñChannel Statusò and ñRule 

Settingò pages. 

 ̧Description: The Description field provides a space for the user to 

make a brief description of this module. 

 ̧Address: The address will be the Modbus address of this Modbus 

RTU module, please make sure the address is the same as the 

settings of the module, if the setting is not accurate, the connection 

for WISE to the Modbus RTU module will be failed. 

 ̧Scan Rate: Input the time interval for WISE to periodically retrieve 
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the I/O channel data of this Modbus RTU module, the setting range 

will be 0 ~ 65535 seconds. 

 ̧Polling Timeout: The time interval for WISE to send command to 

the Modbus RTU module and wait for the response, the unit will be 

ms. The setting range will be 1-10000 ms. 

 ̧Retry Interval: The time interval to wait for WISE to repeatedly 

send command again when WISE sends command to the Modbus 

RTU module and get no response. The unit will be second. The 

setting range will be 3 ~ 65535 seconds. 

 ̧Data Model: WISE offers 4 Data Model selections to match the 

Modbus RTU module configuration. The Data Model list is as 

follow. In this case, please select ñCoil Output (0x)ò. 

Data Model 
The Modbus Address of  

Modbus RTU Modules 

Coil Output  0xxxxx 

Discrete Input  1xxxxx 

Input Register  3xxxxx 

Holding Register  4xxxxx 

 ̧Start Address: Allows setting up the starting address of Coil Output 

(0x) on the Modbus RTU module you would like to retrieve. 

 ̧Data Number: After finishing the Start Address setting, specify the 

Data Number, it is the number of Coil Output data you would like to 

retrieve from the Start Address. The maximum address number of 

each data type is 500. 

 ̧After finishing the ñStart Addressò and ñData Numberò setting, click 

on ñAddò button. A new Coil Output address block will be added to 

the Modbus address mapping table. All added address blocks will be 

located in sequences staring from the Starting Address of the Coil 

Output (The address number on the first column of the ñLocal 

Addressò indicates the local Modbus address of WISE to keep the 

Coil Output data.).  

Figure 6-36 is an example about Coil Output setting for a Modbus 

RTU module. The starting Modbus address of the Coil Output block 

is 00050(00000 + 50), it requires to set 4 continuous Coil Output 

data in the setting. So that the WISE can access the 00050, 00051, 

00052 and 00053 Coil Output address of the module, and these 

retrieved Coil Output data will be kept in WISE Modbus Address 

04500ȳ04501ȳ04502 and 04503. 
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Figure 6 -36ȸCoil Output Setting Example for Modbus RTU module  

 

 ̧To modify the settings of starting address, quantity or Read/Write 

authority, please click on the setting block and input the setting. 

Click ñOKò for modification or click ñRemoveò to remove the 

setting. The Read/Write authority is for user to enable or disable the 

Read/Write capability for the address block of the module. 

 

 ̧If the user wants to assign a Nickname for the address blocks, the 

user can click on the ñNickname Settingò tab, and then input the 

Nickname for each address block. The Nickname will be shown in 

the ñChannel Statusò and ñRule Settingò pages. 

 

 

After all settings of the Coil Output of the Modbus RTU module are 

completed, continue the configuration of other channel, and after all 
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channel settings are completed, click ñOKò button to save the changes 

and return to Modbus RTU Module List. 

 

6.5.6 The Discrete Input Setting of Modbus RTU Module 

The Modbus RTU Module Discrete Input Setting page is shown as 

follow: 

 
Figure 6 -37ȸModbus RTU module Discrete Input  Setting page  

 

The settings are as follow: 

 ̧Data Model: WISE offers 4 Data Model selections to match the 

Modbus RTU module configuration. Please refer to the section 

ñ6.5.5 The Coil Output Setting of Modbus RTU Moduleò for 

detailed information. In this case please selects ñDiscrete Input 

(1x)ò. 

 ̧Start Address: Allows setting up the starting address of Discrete 

Input (1x) on the Modbus RTU module you would like to retrieve. 

 ̧Data Number: After finishing the Start Address setting, specify the 

Data Number, it is the number of Discrete Input data you would like 

to retrieve from the Start Address. The maximum address number of 

each data type is 500. 

 ̧After finishing the ñStart Addressò and ñData Numberò setting, click 

on ñAddò button. A new Discrete Input address block will be added 

to the Modbus address mapping table. All added address blocks will 

be located in sequences staring from the Starting Address (The 

address number on the first column of the ñLocal Addressò indicates 

the local Modbus address of WISE to keep the Discrete Input data.). 
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Figure 6-38 shows an example about Discrete Input setting for a 

Modbus RTU module. The starting Modbus address of the Discrete 

Input block is 10020(10000 + 20), it requires to set 6 continuous 

Discrete Input data in the setting. So that the WISE can access the 

10020, 10021, 10022, 10023, 10024, and 10025 Discrete Input 

address of the module, and these retrieved Discrete Input data will 

be kept in WISE Modbus Address 14500ȳ14501ȳ14502ȳ14503ȳ

14504 and 14505. 

 
Figure 6 -38ȸDiscrete Input  Setting Example for Modbus RTU module  

 

 ̧To modify the starting address or quantity setting, please click on 

the setting block and input the setting. Click ñOKò for modification 

or click ñRemoveò to remove the setting. 

 

 ̧If the user wants to assign a Nickname for the address blocks, the 

user can click on the ñNickname Settingò tab, and then input the 

Nickname for each address block. The Nickname will be shown in 

the ñChannel Statusò and ñRule Settingò pages. 
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After all settings of the Discrete Input of the Modbus RTU module are 

completed, continue the configuration of other channel, and after all 

channel settings are completed, click ñOKò button to save the changes 

and return to Modbus RTU Module List. 

 

6.5.7 The Input Register Setting of Modbus RTU Module 

The Modbus RTU Module Input Register Setting page is shown as 

follow: 

 
Figure 6 -39ȸModbus RTU module Input Register  Setting page  

 

The settings are as follow: 

 ̧Data Model: WISE offers 4 Data Model selections to match the 

Modbus RTU module configuration. Please refer to the section 

ñ6.5.5 The Coil Output Setting of Modbus RTU Moduleò for 
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detailed information. In this case please select ñInput Register (3x)ò. 

 ̧Start Address: Allows setting up the starting address of Input 

Register (3x) on the Modbus RTU module you would like to 

retrieve. 

 ̧Data Number: After finishing the Start Address setting, specify the 

Data Number, it is the number of Input Register data you would like 

to retrieve from the Start Address. The maximum address number of 

each data type is 500. 

 ̧Type: The system support 6 kinds of data type setting for Input 

Register of Modbus RTU module. The 6 Data Type options are 

ñ16-bit Signed Integerò, ñ16-bit Unsigned Integerò, ñ16-bit Hexò, 

ñ32-bit Signed Longò, ñ32-bit Unsigned Longò, and ñ32-bit Floating 

Pointò. If the ñ16-bit HEXò option is selected, it is required to setup 

the corresponding scale parameters for linear transformation from 

HEX value to real value. The WISE will retrieve the HEX value and 

transfer it to real value in floating point format. This real value 

could be included in the IF-THEN-ELSE rule for edition. 

 

 

If users select ñ32-bit Signed Longò, ñ32-bit Unsigned Longò, or 

ñ32-bit Floating Pointò, the option ñInverse (Big Endian)ò will 

appear. Enable ñInverse (Big Endian)ò to receive the data in Big 

Endian format correctly. 

 

 ̧After finishing the ñStart Addressò, ñData Numberò, and ñTypeò 

setting, clicks on ñAddò button. A new Input Register address block 

will be added to the Modbus address mapping table (shown as 

below). All added address blocks will be located in sequences 

staring from the Starting Address (The address number on the first 

column of the ñLocal Addressò indicates the local Modbus address 

of WISE to keep the Input Register data.). 
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Figure 6-40 shows an example about Input Register setting for a 

Modbus RTU module. The starting Modbus address of the Input 

Register block is 30010(30000 + 10), it requires to set 3 continuous 

Input Register data in the setting, and the data type is ñ32-bit 

Floating Pointò. So that the WISE can access the 30010, 30012 and 

30014 Input Register address of the module, and these retrieved 

Input Register data will be kept in WISE Modbus Address 34500ȳ

34502 and 34504. 

 

Figure 6 -40ȸInput Register  Setting Example for Modbus RTU module  

 

 ̧To modify the starting address or quantity setting, please click on 

the setting block to perform the modification. The user could also 

modify Type, Scale Ratio and Offset on this interface. The Scale 

Ratio setting and Offset setting allows to transform the Input 

Register value in this block by linear transformation. The formula is 

as follow: 

Transformed Value = Scale Ratio x Input Register value + Offset 

 

After the linear transformation, the Transformed Value will be saved 

in floating point format on the WISE (no matter what format the raw 

Input Register value was in the device). The default Scale Ratio will 

be 1 and the default Offset is 0, indicating not using linear 

transformation. 
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 ̧If the user wants to assign a Nickname for the address blocks, the 

user can click on the ñNickname Settingò tab, and then input the 

Nickname for each address block. The Nickname will be shown in 

the ñChannel Statusò and ñRule Settingò pages. 

 

 

After all settings of the Input Register of the Modbus RTU module are 

completed, continue the configuration of other channel, and after all 

channel settings are completed, click ñOKò button to save the changes 

and return to Modbus RTU Module List. 

 

6.5.8 The Holding Register Setting of Modbus RTU Module 

The Modbus RTU Module Holding Register Setting page is shown as 

follow: 
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Figure 6 -41ȸModbus RTU module Holding Register  Setting page  

 

The settings are as follow: 

 ̧Data Model: WISE offers 4 Data Model selections to match the 

Modbus RTU module configuration. Please refer to the section 

ñ6.5.5 The Coil Output Setting of Modbus RTU Moduleò for 

detailed information. In this case please select ñHolding Register 

(4x)ò. 

 ̧Start Address: Allows setting up the starting address of Holding 

Register (4x) on the Modbus RTU module you would like to 

retrieve. 

 ̧Data Number: After finishing the Start Address setting, specify the 

Data Number, it is the number of Holding Register data you would 

like to retrieve from the Start Address. The maximum address 

number of each data type is 500. 

 ̧Type: The system support 6 kinds of data type setting for Holding 

Register of Modbus RTU module. The 6 Data Type options are 

ñ16-bit Signed Integerò, ñ16-bit Unsigned Integerò, ñ16-bit Hexò, 

ñ32-bit Signed Longò, ñ32-bit Unsigned Longò, and ñ32-bit Floating 

Pointò. If the ñ16-bit HEXò option is selected, it is required to setup 

the corresponding scale parameters for linear transformation from 

HEX value to real value. The WISE will retrieve the HEX value and 

transfer it to real value in floating point format, this real value could 

be included in the IF-THEN-ELSE rule for edition. 
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If users select ñ32-bit Signed Longò, ñ32-bit Unsigned Longò, or 

ñ32-bit Floating Pointò, the option ñInverse (Big Endian)ò will 

appear. Enable ñInverse (Big Endian)ò to receive the data in Big 

Endian format correctly. 

 

 

 ̧After finishing the ñStart Addressò, ñData Numberò, and ñTypeò 

setting; click on ñAddò button. A new Holding Register address 

block will be added to the Modbus address mapping table. All added 

address blocks will be located in sequences staring from the Starting 

Address (The address number on the first column of the ñLocal 

Addressò indicates the local Modbus address of WISE to keep the 

Holding Register data.). 

Figure 6-42 shows an example about Holding Register setting for a 

Modbus RTU module. The starting Modbus address of the Holding 

Register block is 40060(40000 + 60), it requires to set 2 continuous 

Holding Register data in the setting, and the data type is ñ32-bit 

Floating Pointò. So that the WISE can access the 40060 and 40062 

Holding Register address of the module, and these retrieved Holding 

Register data will be kept in WISE Modbus Address 44500 and 

44502. 

 
Figure 6 -42ȸHolding Register  Setting Ex ample for Modbus RTU module  
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 ̧To modify the settings of the starting address, quantity or 

Read/Write authority, please click on the setting block to perform 

the modification. The user could also modify Type, Scale Ratio, 

Offset, and Read/Write authority on this interface. The Scale Ratio 

setting and Offset setting allows to transform the Holding Register 

value in this block by linear transformation. The formula is as 

follow: 

Transformed Value = Scale Ratio x Input Register value + Offset 

 

After the linear transformation, the Transformed Value will be saved 

in floating point format on the WISE (no matter what format the raw 

Holding Register value was in the device). The default Scale Ratio 

will be 1 and the default Offset is 0, indicating not using linear 

transformation. The Read/Write authority is for user to enable or 

disable the Read/Write capability for the address block of the 

module. 

 
 

 ̧If the user wants to assign a Nickname for the address blocks, the 

user can click on the ñNickname Settingò tab, and then input the 

Nickname for each address block. The Nickname will be shown in 

the ñChannel Statusò and ñRule Settingò pages. 
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After all settings of the Holding Register of the Modbus RTU module 

are completed, continue the configuration of other channel, and after 

all channel settings are completed, click ñOKò button to save the 

changes and return to Modbus RTU Module List. 

 

Please note: The number of Modbus address setting blocks will affect the 

data update rate for the Modbus RTU/TCP module. Please minimize the 

number of Modbus address setting blocks; merge the conjunctive setting 

blocks to speed up the data update rate for the communication between 

WISE and Modbus RTU/TCP module. 
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6.6 Remote Modbus TCP Module Setting 

WISE allows connections to ICP DAS (P)ET-7000/WISE-7100/WF-2000 

/IR/CL/DL/DLW/iSN modules and general Modbus TCP Modules. Through 

Modbus TCP protocol, it enables to read or write 4 types of Modbus data 

(Coil Output, Discrete Input, Input Register and Holding Register) from the 

Modbus TCP modules. And by WISE IF-THEN-ELSE rule engine, it allows 

to perform automation control operation on the modules. And with SCADA 

software, it also allows monitoring and control of the Modbus TCP modules 

which connect with the WISE. The Modbus TCP Slave Module setting page 

is shown as follow: 

 

Figure 6 -43ȸRemote  Modbus TCP I/O Module Setting page  

 

Please Note: The LAN interface on WISE allows connections to at most 16 

devices ((P)ET-7000/WISE-7100/WF-2000/IR/CL/DL/DLW/iSN modules 

or Modbus TCP modules). 

 

6.6.1 Add ICP DAS module or Modbus TCP Module manually 

The user could add the (P)ET-7000/WISE-7100/WF-2000/IR/CL/DL/ 

DLW/iSN module or Modbus TCP modules manually one by one, the 

steps are as below: 

 

i. No: The number will be the order that the I/O channel data of the 

Modbus TCP module being stored in the WISE Modbus Table. The 

range is 1~16. 
ii. IP: Allows modification of the IP address, Port and NetID of this 

Modbus TCP module, make sure the IP, Port and NetID setting are 

the same as the settings of the module. If the setting is not accurate, 

the connection for WISE to the module will be failed. 
iii. Select the module name: For ICP DAS (P)ET-7000/WISE-7100/ 

WF-2000/IR/CL/DL/DLW/iSN modules, the user could select the 

default model name from the dropdown list. Please input the 

nickname for other Modbus TCP modules manually. 
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Figure 6 -44ȸSet up the Model /Name of the Modbus TCP Module  

 

iv. Click  to add the Modbus TCP module to the list After adding 

the Modbus TCP module, click ñSaveò button to save the changes. 

 
Figure 6 -45ȸAdd the Modbus TCP Module manually  

 

6.7 Modbus TCP Module List Operation Interface 

After the (P)ET-7000/WISE-7100/WF-2000/IR/CL/DL/DLW/iSN modules 

or Modbus TCP modules are added to the I/O Module list via manual work, 

the Modbus TCP modules will be listed as below: 

 

Figure 6 -46ȸModbus TCP I/O module List Operation Interfa ce 

 

Through the operations of ñSettingò, ñMove Upò, ñMove Downò, ñCopyò 

and ñRemoveò functions, user can set up the parameters or adjust the 
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arrangement order for each Modbus TCP module in the list. Please refer to 

the description of ñ6.3 I-7000/DL DCON Module List Operation Interfaceò 

for detail. 

 

After all settings are completed, click ñSaveò button to save the changes.  

 

About the setting of the I/O channel of ICP DAS (P)ET-7000/ WISE-7100/ 

WF-2000/IR/CL/DL/DLW/iSN modules and Modbus TCP modules, please 

input the value for the IP, Port and NetID parameters for the Modbus TCP 

protocol first. Because others parameter are the same as the Modbus RTU 

device setting, so please refer to ñ6.5.1 The DI channel setting for ICP DAS 

moduleò ~ ñ6.5.8 The Holding Register Setting of Modbus RTU Moduleò 

sections for detail. 

 

WISE does not provide the signal type setting interface for the AI/AO 

channels of (P)ET-7000/WISE-7100/WF-2000/IR/CL/DL/DLW modules. 

Please use the proprietary interface of (P)ET-7000/WISE-7100/WF-2000/IR 

/CL/DL/DLW modules for the setting. 

 

6.8 Infrared Temperature Sensing Module (iSN-81x-MTCP) Operation 

Interface 

WISE supports the ICP DAS iSN-81x-MTCP infrared temperature sensing 

modules. In the Remote I/O Module Setting page, users can add it to the 

Modbus TCP module list and configure thermal imaging settings. When 

used together, WISE and the infrared temperature sensing module provide 

the following functionalities: 

 ̧ Users can freely select monitoring areas; WISE will automatically 

calculate the maximum, minimum, and average temperatures for the 

selected areas. 

 ̧ Measured temperatures can be utilized in IF-THEN-ELSE logic 

judgments and stored in log files. 

 ̧ Thermal images can be saved and sent immediately to administrators 

via Telegram or WeChat. 

The setting interface is shown below (using iSN-812-MTCP as an 

example): 
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Figure 6 -47: Infrared Temperature Sensing Module (iSN -81x-MTCP) Setting Page  

 

Parameter descriptions: 

 ̧ Nickname: Allows users to define the module name, which will 

appear on the real-time information display and logic setting 

pages. 
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 ̧ Description: Allows users to record notes or remarks. 

 ̧ IP: Input the IP address of this module for connection. 

 ̧ Port: Input the Modbus TCP port of this module for connection. 

 ̧ NetID: Input the NetID of this module for connection. 

 ̧ Scan Rate: Defines the frequency at which WISE periodically 

reads module data; configurable range is 0 to 65535 seconds. 

 ̧ Polling Timeout: The duration WISE waits for a module response 

after sending a command, measured in milliseconds (ms); 

configurable range is 1 to 10000 ms. 

 ̧ Retry Interval: The interval at which WISE resends commands 

when no response is received, measured in seconds (s); 

configurable range is 3 to 65535 seconds. 

 ̧ Field Image: Allows users to upload their own captured field 

image. After uploading, only minor adjustments (up, down, left, 

right) can be made, so it is recommended to crop, resize, and 

rotate the image before uploading. Recommended image 

dimensions are 480x360 pixels. For better visualization of thermal 

imaging colors, images will be displayed in grayscale. 

 ̧ Temperature Range: Provides "Dynamic Value" and "Custom 

Value" options for setting the legend temperature range. When set 

to "Dynamic Value," the range dynamically uses the measured 

maximum and minimum temperatures (Figure 6-48). When set to 

"Custom Value," users can manually set fixed maximum and 

minimum temperatures (Figure 6-49). Both methods affect the 

color distribution of maximum and minimum temperatures, and 

users can adjust according to their needs. 
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Figure 6 -48: Thermal Imaging Legend Temperature Range Set to Dynamic Value.  

 

 

Figure 6 -49: Thermal Imag ing Legend Temperature Range Set to Custom Value  

 

 ̧ Heatmap: Provides a static thermal image and legend. Users can 

drag with the mouse to define monitoring areas on the thermal 

image. WISE will calculate the maximum, minimum, and average 

temperatures within each monitoring area. If a field image is 

uploaded, sliders will appear on the top and left sides to fine-tune 
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the image position vertically and horizontally. When entering the 

setting page, the heatmap and temperature data will be 

automatically updated and displayed.  

 ̧ Monitoring Area: Allows users to define a name for each 

monitoring areaôs highest temperature, lowest temperature and 

average temperature. The defined names will be displayed on the 

real-time information display, logic setting pages, and the chart of 

IoTstar. Once a monitoring area is created on the thermal image, 

its corresponding number will appear in the list. Clicking the 

ñRemoveò button will delete the monitoring area from both the 

thermal image and the list. 

 ̧ Data Update: Clicking "Update" refreshes thermal imaging data 

and the field image. 

 

Additionally, the iSN-81x-MTCP modules are classified into those with 

built-in cameras (e.g., iSN-811C-MTCP) and those without (e.g., 

iSN-812-MTCP). Modules without cameras allow user-uploaded field 

images, while modules with cameras automatically capture and store current 

field images upon entering the settings page. Clicking "Update" refreshes 

only thermal imaging data for modules without cameras, whereas modules 

with cameras refresh both thermal imaging data and field images. 

Upon completion, click the "OK" button to return to the Modbus TCP 

module list. On the list, click "Save" to complete the module configuration. 

 

6.9 IP Camera Setting 

WISE allows connections to ICP DAS iCAM IP Camera series. The IP 

Camera Setting page allows users to add IP Cameras that are connected to 

the WISE to the list. After the module is added, the user can set up the 

configuration of the IP Camera. The list of supported iCAM IP cameras and 

the detail functions are as below: 
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Camera Model 

iCAM-ZMR8422X 

iCAM-MR6422X 

iCAM-MR6322 

Default login 

account/password 
admin / pass 

Record video 

length 
10~60 seconds (configurable) 

I/O channel No 

OSD message 

setting function 
English, Chinese 

Supported Event 

Type 

Motion Detection 

Tampering Detection 

 

The setting page is shown as below: 

 

          Figure 6 -50ȸIP Camera Setting Page  

 

Please NoteȸOne WISE-2841M controller allows connections to at most 12 

IP Cameras. 

 

6.9.1 Set Connection Network Interface and Video Function 

i. Select LAN 1 or LAN2 to be the connection network interface to 

connect with IP Cameras. The settings of the selected LAN port 

have to be in the same netowrk area with IP cameras. 

ii.  To enable the video recording function of IP Camera, users have to 

enable the local FTP server setting and disable TLS Encryption, and 

then IP cameras can upload the videos to WISE. Please refer to 

Section ñ5.4 Security Settingò. 

 

6.9.2  Add iCAM IP Camera 

The user could add the ICP DAS iCAM IP Cameras manually one by 
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one, the steps are as below: 

i. No.: The number will be the order of the IP Cameras. The range is 1 

to 12. 

ii.  ñIPò & ñPortò: Input the IP address and Port of this IP Camera. 

 
Figure 6 -51ȸSet up the  No, IP address and Port of the IP Cameras  

 

iii.  Select the IP Camera's module name: For ICP DAS IP Cameras, the 

user could select the model name from the dropdown list.  

 

 
Figure 6 -52ȸSet up the Model  Name of the IP Cameras  

 

iv. Click  to add the IP Camera to the list. After adding the IP 

Camera, click ñSaveò button to save the changes. 

 
Figure 6 -53ȸAdd the IP Cameras  

 

6.10 IP Camera List Operation Interface  

After the ICP DAS iCAM IP Cameras are added to the IP Camera list via 

manual work, the IP Cameras will be listed as below: 

 

Figure 6 -54ȸIP Camera List Operation Interface   
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The following functions allow to perform settings or rearrange the orders of 

the IP Cameras. Please select the IP Camera and click on the function button 

to perform the operations: 

 ̧ Setting: Click the radio button in front of the IP Camera and click on 

ñSettingò to get into the setting page of the iCAM IP Camera. The 

settings for each iCAM IP Camera will be given in the following 

section. 

 ̧ Move Up: Click the radio button in front of the iCAM IP Camera and 

click on ñMove Upò to move the iCAM IP Camera to upper order 

(decrease the index number (No.)). 

 ̧ Move Down: Click the radio button in front of the iCAM IP Camera 

and click on ñMove Downò to move the iCAM IP Camera to lower 

order (increase the index number (No.)). 

 ̧ Copy: To copy the settings of a pre-set iCAM IP Camera to the new 

iCAM IP Camera, please click the radio button in front of the pre-set 

iCAM IP Camera and then click on ñCopyò, a new iCAM IP Camera 

(in sequence) will be added to the list and the settings of the old 

iCAM IP Camera will be copied to this newly added iCAM IP 

Camera. 

 ̧ Remove: Click the radio button in front of the iCAM IP Camera and 

click on ñRemoveò to remove the selected iCAM IP Camera. 

 

After all settings are completed, click ñSaveò button to save the changes. 

The following will describe the setting of ICP DAS iCAM IP Camera. 

 

 

6.10.1 The Setting of iCAM IP Camera(WISE) 

The ICP DAS iCAM IP Camera setting interface is shown as below 

(using iCAM-MR6322 as an example): 



ICP DAS WISE User Manual 
 

 

http://wise.icpdas.com 

 
109 

 
Figure 6 -55ȸiCAM IP Camera  Setting page 

 

The settings are as below: 

 ̧Nickname: For user to define nickname for the IP Camera, the 

nickname will be displayed on the ñIP Camera Statusò and ñRule 

Settingò pages. 

 ̧Description: The Description field provides a space for the user to 

make a brief description of this IP Camera. 

 ̧IP: Enter the IP address of the IP Camera for the connection. 

 ̧Port: Enter the Port number of the IP Camera for the connection. 

 ̧Authentication: Because IP Camera requires account and password 

validation, please enter the login ID and Password of the IP Camera 

in the ñAuthenticationò field. About content of the ñAuthenticationò 

field, WISE will pre-input the IP Camera's default login ID and 

Password, if user has changed the login ID and Password, please 

also remember to change them in the page. 

 ̧Time Synchronization: if user click ñEnableò to enable the Time 

Synchronization function. The WISE will actively connect with IP 

Camera to synchronize the clock of IP Camera through network. If 

user does not click ñEnableò, then IP Camera will synchronize its 

clock by its original setting. 

 ̧File Transfer: The Image files and Video files captured by IP 

Camera can be uploaded to remote FTP server of the manage center 

via FTP protocol. User can directly select the pre-defined FTP 

server from the FTP server list or click on ñAdd new FTP Serverò to 



ICP DAS WISE User Manual 
 

 

http://wise.icpdas.com 

 
110 

add a new FTP Server to set up parameters for FTP Upload. 

 ̧Connection Testing: The user could test if the IP Camera setting is 

correct or not. After clicking ñTestingò button, the WISE will verify 

the connection status with the IP Camera and reply the result. 

 

iCAM-ZMR8422X, iCAM-MR6422X and iCAM-MR6322 support to 

set OSD messages displayed on the camera stream. The user can edit 

the OSD messages to be displayed on the Camera stream when a 

special event occurs, and the content of OSD message can include the 

real-time I/O channel data. User can set the color of the OSD message 

and the length of the display time, and can set the current message to 

be cleared or display another message after the length of the display 

time is exceeded. The settings are as below: 

 ̧Click on ñAdd new OSD messageò to add a new OSD message 

setting. After clicking the ñAdd new OSD messageò, a setting page 

will appear as below: 

 

Figure 6 -56ȸiCAM IP Camera  OSD Message Setting page  

 

 ̧Input a name in the ñNicknameò field and you could also input the 

description of this OSD message in the ñDescriptionò field. 

 ̧Enter the content of the OSD message in the ñContentò field. WISE 

provides the ñReal-time variable editorò for users to add current I/O 

channel values or Internal Register values into the content of the 

message. 
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 ̧In the ñColorò field, select the color of the OSD message. There are 

six options: white, black, red, green, blue and yellow. 

 ̧In the ñDuration Settingò section, set the duration of the OSD 

message in the ñTimeò field. The range is from 0 to 65535 seconds. 

 ̧In ñTimeout Actionò field, users can set ñClear the contentò to clear 

the OSD message when the length of the display time of the current 

message is exceeded the setting of "Duration"; or set ñChange the 

contentò to change the content and the color of the OSD message 

with the settings below. The changed OSD message would be 

displayed until next OSD message is triggered to display. 

 ̧After all settings are completed, click ñOKò button to save the 

setting of OSD message, and return to the IP Camera setting page. 

 

Please Note: The OSD message only can be entered in one line, and be 

displayed at the left-top corner of the camera stream. Following is 

example for reference. 

 

The number of characters that can be displayed is depended on the 

resolution setting of the IP Camera. If the OSD message cannot be 

displayed completely, please reduce the character number of the 

message. 

 

After all settings of the IP Camera are completed, click ñOKò button to 

save the changes and return to IP Camera List. 

 

6.10.2 The Setting of iCAM IP Camera(iCAM) 

ICP DAS iCAM IP Camera provides Motion Detection, Tampering 

Detection, Snapshot and Video recording functions. If the user wants to 
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add the iCAM IP Camera's event into the WISE's IF-THEN-ESLE rule 

as the IF Condition or THEN/ELSE action, or requires the iCAM IP 

Camera to report the status of Motion detection to WISE, please 

remember to complete the Event setting of iCAM IP Camera in 

advance. About the Event setting of iCAM IP Camera, please refer to 

the iCAM IP Camera User Manual for detail. 

 

In additional, after completing the settings of 6.9.1 section, WISE will 

automatically re-write the FTP related setting into the iCAM IP Camera, 

the user does not need to assign the settings of ñIP Camera's FTP file 

sending operation by Event triggerò again. 

 

Please Noteȸ 

 ̧ If the user wants to enable the IP Camera's image/video capture 

operation, please remember to complete the settings as below. 

1. Snapshot for periodic Recording: Please complete the iCAM IP 

Camera's Snapshot event setting first, enable the WISE's Timer 

setting later, then complete the WISE's IF-THEN-ELSE rule 

setting with Timer and Snapshot event for periodic recording. 

2. Snapshot for Motion Detection: Please complete the iCAM IP 

Camera's Snapshot setting first, the trigger source is Motion 

Detection. Complete the WISE's IF-THEN-ELSE rule setting by 

the THEN/ELSE action setting with Motion Detection. 

 ̧When the micro SD cardôs free space is less than 10% and 1GB, 

WISE will only keep the image/video files sent by iCAM IP 

Cameras today, and automatically delete all others old image/video 

files. WISE is equipped with one built-in 4 GB microSD card; for 

the image/video capturing application, we suggest users use the 

micro card with larger size (WISE supports up to 32 GB micro 

SDHC card or 2TB micro SDXC card). 

 ̧ Please connect to iCAM IP cameras with LAN1. 
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6.10.3 The Path of the files sent back by IP Camera 

After completing the settings of WISE and iCAM IP Cameras, the 

Image/Video files captured by iCAM IP Cameras will be sent back and 

stored in WISE. If the user enables the ñFile Transferò function as 

described in section 6.9.1, the Image files and Video files will also be 

uploaded to remote FTP server of the manage center. The following 

section will explain what are the paths of the Image/Video files saved 

in WISE and remote FTP server, user can refer to the information to 

access these files directly. 

 ̧The path of the files in WISE: Micro_SD (FTP root) \ IPCamera \ IP 

Camera A \ 201708 \ 20170810  

 

The path format are as below: 

É ñIPCameraò is a fixed string. 

É ñIP Camera Aò is the module name of the IP Camera. If the 

module name of the IP Camera is iCAM-721F, and its IP 

address is ñ192.168.100.218ò, then the ñIP Camera Aò string 

will be ñiCAM-721F_100.218ò. 

É The ñ201708 \ 20170810ò string indicates the path of the files 

sorted by year, month and day. WISE will automatically create 

the path string for the files received from IP Cameras. 

 

 ̧The path of the files in remote FTP server: WISE Nickname \ 

IPCamera \ IP Camera A \ 201708 \ 20170810 

 

The path format are as below: 

É ñWISE Nicknameò string is the nickname of the WISE. 

É ñIP Cameraò is a fixed string. 

É ñIP Camera Aò is the module name of the IP Camera. If the 

module name of the IP Camera is iCAM-721F, and its IP 

address is ñ192.168.100.218ò, then the ñIP Camera Aò string 

will be ñiCAM-721F_100.218ò. 

É The ñ201708 \ 20170810ò string indicates the path of the files 

sorted by year, month and day. The FTP server will 

automatically create the path string for the files received from 

WISE controllers. 
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7 Logger Setting  

The Logger Setting function of the WISE provides recording of the I/O channel data 

from I/O modules. It includes I/O Module Data Logger and User-Defined Data 

Logger. The I/O Module Data Logger provides users to quickly record the data of all 

I/O modules and Internal Registers of WISE. Unlike the I/O module data logger 

function, the User-Defined Data Logger is a data logger allows users to freely select 

channels from I/O modules or Internal Registers for data record, and provides 

multiple independent settings to help users manage data logs. The data log files of 

these two Data Loggers are both in CSV format, and the data log files will be 

automatically sent to backend FTP servers or pre-defined Email addresses when the 

log files are closed. It enables easy integration with the backend database system. In 

addition, WISE also provides the MQTT Data Logger and Event Logger. The MQTT 

Data Logger is using to record the message content of the Subscribe MQTT Topics. 

The Event Logger is using to record the WISEôs system event. The data log files of 

the two type loggers all will be automatically sent to backend FTP servers. 

 

The Logger Setting page includes following setting options. More detailed 

information of these options will be given in the following section. 

 ̧ I/O Module Data Logger Setting 

 ̧ User-Defined Data Logger Setting 

 ̧ MQTT Data Logger Setting 

 ̧ Event Logger Setting 

 ̧ FTP Server Setting 

 ̧ Database Setting 

 

Please note:  

1. The data logger files inside the micro SD card will be stored by month. When the 

micro SD cardôs free space is less than 10%, WISE will send an email to notice 

the administrator that WISE will delete the old log files, and only keeps the data 

logger files of the last month 24 hours later. 

2. WISE provides data recovery mechanism so that when experiences network 

disconnection, the data log files will be kept in WISE, and be recovered after the 

network is resumed. 

3. WISE provides alarm notification mechanism so that when microSD card is 

damaged, the data log file will be stored in WISEôs Flash memory to ensure zero 

data loss of the data logger. 

 



ICP DAS WISE User Manual 
 

 

http://wise.icpdas.com 

 
115 

7.1 I/O Module Data Logger Setting 

The I/O Module Data Logger provides users to quickly record the data of all 

I/O modules and Internal Registers of WISE. On the I/O Module Data 

Logger Setting page, the user could enable the Data Logger if required. The 

setting page is shown as below: 

 

Figure 7-1ȸI/O Module Data Logger  Setting Page  

 

Follow the steps below: 

i. Check ñEnableò in the ñFunction Statusò field to enable the I/O Module 

Data Logger function. 

ii. In the ñFolder Nameò field, input the name of the file folder for the 

data logger files. 

iii. Select ñLog Intervalò to enable period recording function in WISE. 

When the time reaches the period time interval, all I/O data will be 

recorded once. The data recording will keep going periodically. There 

are ten options: 5 secs, 10 secs, 30 secs, 1 min, 2 mins, 3 mins, 5 mins, 

10 min, 20 min, 30 min and 1 hour. 

iv. In the ñTime Formatò field, define the time format of the content of the 

log file from the dropdown list, ñyyyyò indicates western year, ñMMò 

indicates month, ñddò indicates date, ñhhò indicates hour, ñmmò 

indicates minute and ñssò indicates second. User can insert comma (ó,ô) 

flexibly in the ñTime Formatò field to define the time format of the 

data log file, and let it be suitable for your database system. 

v. The Data Log file is in CSV format. In the data log file, current date, 

time and data log type (Period recording or Event trigger recording) 

will also be automatically pasted to each data log item. The final data 
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log content format will be like this: 

 

2013/06/01,12:35:00,XXXX,é,é,é,Period  

 

 

 

 

 

 

Figure  7-2ȸThe format of record data  

 

vi. In the ñFile Lengthò field, select the time interval to close a data log 

file. There are 12 options: 5 mins, 10 mins, 15 mins, 30 mins, 1 hour, 2 

hours, 3 hours, 4 hours, 6 hours, 8 hours, 12 hours and 24 hours. 

For example, if the ñFile Lengthò time interval is set as 3 hours, and 

ñLog Intervalò is set as 5 mins, it means WISE will record data every 5 

mins. And the log file is created at 0 oôclock, 3 oôclock, 6 oôclock, 9 

oôclock, 12 oôclock, 15 oôclock, 18 oôclock, and 21 oôclock. When the 

system time reached these specified time, the Data Log file will be 

closed automatically (the time interval of this first file will be shorter 

than 3 hours) and create a new data log file to record another 3 hours 

and so on. 

vii. In the ñCSV Headerò field, there are four options: ñNoneò, ñChannelò, 

ñNicknameò and ñChannel + Nicknameò. The module name, channel 

address and nickname (if any) of each field will be added to the CSV 

Header of the data logger file if the user select ñChannel + Nicknameò. 

Select ñNicknameò to add the CSV Header with channel nickname only. 

Select ñChannelò to add the CSV Header with the module name and 

channel address only. Select ñNoneò to disable the ñCSV Headerò 

function. 

viii. Check ñEnableò in the ñUTF-8 BOMò field. If you enable this item, the 

UTF-8 BOM (Byte Order Mark) will be added at the beginning of the 

log file for the support of multi-languages. 

ix. In the ñFTP Serverò field, please specify the FTP Servers which will 

receive the data logger files WISE send. WISE can send the data logger 

files to multi-FTP Servers simultaneously. Users can directly click on 

the rectangle area at the right side of ñFTP Serverò field to configure 

the FTP Server.  

Time information 

based on the setting of 

ñTime Format ò field.  

The record for all I/O 

channel data and 

Internal Register.  

Specify the data log is 

Period recording ( Period ) 

or Event trigger recording 

(Event ). 
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Figure 7-3ȸFTP server selecting and setting page  

 

Please refer to ñ7.5 FTP Server Settingò section for detail. If you select 

ñDo not upload to any FTP Serverò, WISE will not send the data logger 

file to any FTP Server. 

x. In the ñEmailò field, please specify the Email address which will 

receive the data logger files WISE send. The log files will be 

attached(Filename: ñFolderName_MMdd_HH.csvò) in the email and 

sent to the receiver. Users can directly click on the rectangle area at the 

right side of ñEmailò field to configure the Email setting. 
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Figure 7-4ȸEmail selecting and setting page  

 

Please refer to ñ9.4 Email Settingò section for detail. If you select ñDo 

not send via Emailò, WISE will not send the data logger file to any 

Email address. 

xi. After all settings are completed, click ñSaveò button to save the setting. 

 

 

7.2 User-Defined Data Logger  

The User-Defined Data Logger allows users to freely select channels from 

I/O modules or Internal Registers for data record, and provides multiple 

independent settings to help users manage data logs. 

 

Follow the steps below: 

i Click on ñAdd new User-Defined Data Loggerò to add a new 

User-Defined Data Logger setting. 
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Figure 7 -5ȸUser-Define Data Logger List Interface  

 

ii After clicking the ñAdd new User-Defined Data Loggerò, a setting 

page of User-Defined Data Logger will appear. 

 

Figure 7 -6ȸUser-Define Data Logger Setting Page  
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iii Input a name in the ñNicknameò field and you could also input the 

description of this User-Defined Data Logger in the ñDescriptionò 

field. 

iv About the setting of ñFolder Nameò, ñLog Intervalò, ñTime Formatò, 

ñFile Lengthò, ñCSV Headerò, ñUTF-8 BOMò, ñFTP Serverò and 

ñEmailò fields, please refer ñ7.1 I/O Module Data Logger Settingò 

section for detail. 

v Set up the data format in the ñData Formatò field. The User-Defined 

Data Logger provides encoded strings for user to add real-time I/O 

channel data or Internal Register data into the Data Format content. 

User can select the ñEditò tab or click on any blank area in the ñData 

Formatò field, and then the ñReal-time variable editorò will be shown 

as below. 

 
Figure 7 -7ȸThe setting interface of Real -time Variable Editor  

 

Select the ñInterfaceò, ñModuleò and ñChannelò from the dropdown 

list and click ñInsertò to add channel value encoded string into the 

ñData Formatò content. The system will record the data the user pre-set 

in the Data Format, and will save the real data values in the data log 

file. When editing the content, the user can select the ñViewò tab, and 

then the channel encoded string will be displayed in the real index 

format of the channel for user to check the settings in an easy way. 

The figure above shows an example of the encoded strings, the variable 

$C4M2ro0 indicates the AO channel 0 value of M-7024 on the module 

2 connected to COM4. When user select the ñViewò tab, the channel 
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value encoded string will be displayed as below for user to check if the 

setting is appropriate (please refer to the figure as below). 

 

Figure 7 -8ȸThe view interface of Real -time Variable Editor  

 

vi After all settings are completed, click ñOKò button to return to the 

User-Defined Data Logger list page. 

vii Repeat steps i~vi to complete settings of all User-Defined Data Logger. 

viii To modify the settings of a pre-set User-Defined Data Logger, please 

click on the radio button in front of the User-Defined Data Logger, and 

then click on ñSettingò to modify the settings. 

ix To copy the settings of a pre-set User-Defined Data Logger to the new 

User-Defined Data Logger, please click the radio button in front of the 

pre-set User-Defined Data Logger and then click ñCopyò, a new 

User-Defined Data Logger (in sequence) will be added to the list and 

the settings of the old User-Defined Data Logger will be copied to this 

newly added User-Defined Data Logger. 

x To remove a pre-set User-Defined Data Logger, please click the radio 

button in front of the pre-set User-Defined Data Logger and then click 

ñRemoveò. 

xi After all User-Defined Data Logger settings are completed, click 

ñSaveò button to save the changes. 

 

 

7.3 MQTT Data Logger Setting 

The MQTT Data Logger allows to record the message content of the Topics 

which WISE subscribe from the MQTT broker, the setting page is shown as 

below: 
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Figure 7 -9ȸMQTT Data Logger Setting page  

 

Follow the steps below: 

i In the ñFunction Statusò field, click ñEnableò to enable the MQTT Data 

Logger.ȴ 

ii About the setting of ñTime Formatò, ñFile Lengthò, ñUTF-8 BOMò, 

ñFTP Serverò and ñEmailò fields, please refer ñ7.1 I/O Module Data 

Logger Settingò section for detail. 

iii After the MQTT Data Logger settings are completed, click ñSaveò 

button to save the setting. 

 

 

7.4 Event Logger Setting 

The Event Logger allows to record system event of the WISE, the setting 

page is shown as below: 

 

Figure 7 -10ȸEvent Data Logger Setting page   

 

Follow the steps below: 

i Select ñUpload Frequencyò to enable period uploads function in WISE. 

When the time reaches the period time interval, the event logger file 

will be sent to the FTP Server. The upload of the event logger file will 
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keep going periodically. There are five options: ñDisableò, ñOnce an 

hourò, ñOnce a dayò, ñOnce a weekò and ñOnce a monthò. 

ii If user selects ñOnce a dayò, ñOnce a weekò or ñOnce a monthò, please 

select the ñUpload Timingò for the Event Logger.  

iii In the ñFTP Serverò field, please specify the FTP Servers which will 

receive the Event Logger files WISE send. WISE can send the Event 

Logger files to multi-FTP Servers simultaneously. User can directly 

click on the rectangle area at the right side of ñFTP Serverò field to 

configure the FTP Server. Please refer to ñ7.5 FTP Server Settingò 

section for detail. If you select ñDo not upload to any FTP Serverò, 

WISE will not send the Event Logger file to any FTP Server. 

iv After all settings are completed, click ñSaveò button to save the setting. 

 

 

7.5 FTP Server Setting  

I/O Module Data Logger files, User-Defined Data logger files and Event 

logger files all can be upload to remote FTP server of the manage center via 

FTP protocol, or upload them to the remote management centerôs SFTP 

server via the SSH protocol. The FTP Server Setting page allows to set up 

parameters for connection, the setting page is shown as below: 

 

Follow the steps below: 

i Click on ñAdd new FTP Serverò to add a new FTP Server. 

 

Figure 7 -11ȸFTP/SFTP Server List page 

 

ii After clicking the ñAdd new FTP Serverò, a setting page of FTP Server 

will appear. 
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Figure 7 -12ȸFTP/SFTP Server Setting page  

 

iii Input a name in the ñNicknameò field and you could also input the 

description of this FTP Server in the ñDescriptionò field. 

iv In the ñServer Typeò field, select whether the remote server is an FTP 

or SFTP server. 

v In the ñServer Addressò and ñServer Portò field, input the IP Address 

(or domain name) and Port number of the remote FTP Server. 

vi In the ñUser IDò and ñUser Passwordò field, input the login ID and the 

login password of the remote FTP Server. If an SFTP server is selected, 

you can log in using a password or upload an SSH key file to 

authenticate using key-based login. 

 
vii In the ñTLS Encryptionò field, check ñEnableò to enable the TLS 

Encryption function. 

viii In the ñUpload pathò field, input the path which will be used by the 

remote FTP Server to store the logger files. 

ix The user could test if the FTP Server setting is correct or not. After 
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clicking ñTestingò button, the system will create a folder on the remote 

FTP server and will send a testing file to the remote FTP server. 

x After all settings are completed, click ñOKò button to return to the 

remote FTP Server list page. 

xi Repeat steps i~vii i to complete settings of all remote FTP Servers. 

xii To modify the settings of a pre-set remote FTP Server, please click on 

the radio button in front of the remote FTP Server, and then click on 

ñSettingò to modify the settings. 

xiii To copy the settings of a pre-set remote FTP Server to the new remote 

FTP Server, please click the radio button in front of the pre-set remote 

FTP Server and then click ñCopyò, a new remote FTP Server (in 

sequence) will be added to the list and the settings of the old remote 

FTP Server will be copied to this newly added remote FTP Server. 

xiv To remove a pre-set remote FTP Server, please click the radio button in 

front of the pre-set remote FTP Server and then click ñRemoveò. 

xv After all remote FTP Server settings are completed, click ñSaveò 

button to save the changes. 

 

 

7.6 Database Setting 

The Database Setting function allows users to set up data writing from the 

WISE to remote databases. Users can customize the target table name, 

column names, and data content to be inserted. Users can set the data to be 

inserted periodically or when specific conditions are met. This enables 

effective data collection and analysis. 

 

Follow the steps below: 

i Click on ñAdd new databaseò to add a new remote database. 

 
Figure 7 -13ȸDatabase List page  

 

ii  After clicking the ñAdd new databaseò, the setting page of database will 

appear. 
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Figure 7 -14ȸDatabase Setting page  

 

iii  Input a name in the ñNicknameò field and you could also input the 

description of this database in the ñDescriptionò field. 

iv In the ñDatabase Attribute Settingò section, the setting provide five 

types of databases (MSSQL, MySQL, Oracle, MariaDB and 

PostgreSQL). Users can select the database type according to their 

needs and input the connection information like ñHostò, ñPortò, 

ñAccountò, ñPasswordò, and so on. 

v In the ñPeriodical Insert Intervalò field, set a time interval. All 

configured tables will perform periodical data insert according to this 

interval. If the value is set to 0, periodical insert will be disabled. The 

unit of the value is second. 

vi After complete database settings, click the ñTestingò button in the 

ñConnection Testingò field to immediately connect to the remote 

database to check whether the connection setting is correct or not. 

vii  In the ñTable Settingò section. Click on ñAdd new tableò to add a new 

table. After clicking the ñAdd new tableò button, the setting page of 

database table will appear. 
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Figure 7 -15ȸTable Setting page  

 

viii  Input the name of the table to insert data into in the ñTable Nameò field 

and you could also input the description of this table in the 

ñDescriptionò field. 

ix In the ñTable Column Settingò section, the user can use the tab in the 

upper right corner to switch between ñSingle Settingò and ñBatch 

Settingò to add table columns. After complete the column settings, click 

the ñAddò button to add the column and data to the ñTable Column 

Listò below. 

 

 ̧ In the ñSingle Settingò tab, input the name of the column to insert 

data into in the ñColumn Nameò field and input the data in the 

ñInsert Dataò field. WISE provides an ñReal-time variable editorò 

to add current I/O channel data or Internal Register data into the 

field. 
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Figure 7 -16ȸTable Column  - Single Setting page  

 

 ̧ In the ñBatch Settingò tab, select the module to be added, and the 

user can choose the ñAllò option in the channel list to batch add all 

channels of the module. WISE will batch add them to the ñTable 

Column Listò using default column names, and the user can edit 

the column names in the ñTable Column Listò. 

 

Figure 7 -17ȸTable Column - Batch Setting page  

 

x In the ñTable Column Listò section, the user can view the infornation of 

the added columns and edit the column name. 

 

Figure 7 -18ȸTable Column List page  



ICP DAS WISE User Manual 
 

 

http://wise.icpdas.com 

 
129 

 

xi After complete the above table settings, click the ñTestingò button in the 

ñInsert Testingò field to immediately insert data into the table to check 

whether the table setting is correct. 

xii  After complete table settings, click the ñOKò button to confirm the 

setting, and return to the Database Setting page. 

xiii  If the user want to configure multiple tables, repeat step vii ~ xii to 

complete settings of all tables. 

xiv After complete database and table settings, click the ñOKò button to 

confirm the all setting, and return to the Database List page. 

xv After finish all the database settings, click ñSaveò button to save the 

settings. 

 

 

7.7 The Path of Data Log File 

The data logger files of WISE will all be saved in the microSD card. The 

following section will explain the path of the data logger files saved in the 

microSD card: 
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microSD 

 ŽLog 

  ŽFolder Name (Define in I/O Module Data Logger or User-Defined Data  

  |    |          logger) 

  | Ž201502 ă Data files be sorted by year and month. 

  |  ŽUploaded ăData file that are completed with upload  

  |  | |      operation will be moved into the section.  

  |  | Ž0208 ăData files be sorted by day 

  |  | | Ž0208_00.csv 

  |  | | Ž0208_01.csv 

  |  | |  é 

  |  | | Ž0208_23.csv 

  |  | Ž0209 

  |  |  Ž0209_00.csv 

  |  |  Ž0209_01.csv 

  |  |   é 

  |  |  Ž0209_09.csv 

  |  Ž0209_10.csv ă The data file which is in using currently 

|                        or is waiting for the upload operation. 

| 

  ŽMQTTLog (The folder for MQTT Data Logger file) 

  | ŽBroker Name (Define in Broker Setting page of MQTT Setting) 

  |  Ž201502 ă Data files be sorted by year and month. 

  |   ŽUploaded ăData file that are completed with upload 

  |         | |        operation will be moved into the section.  

  |   | Ž0208 ăData files be sorted by day. 

  |   |  Ž0208_00.csv 

  |   |  Ž0208_01.csv 

  |   Ž0209_10.csv ă The data file which is in using  

|                            currently or is waiting for the  

|                              upload operation. 

| 

  ŽEventLog (The folder for Event Logger file) 

   Ž201502 ă Data files be sorted by year and month  

    ŽUploaded ă Data file that are completed with upload  

    |    |         operation will be moved into the section. 

    | Ž0207.csv 

    | Ž0208.csv 
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    Ž0209.csv ă The data file which is in using currently or 

        is waiting for the upload operation. 

 

WISE will upload the data logger files and event logger files to the remote 

FTP server based on the following file architecture: 

 

Upload Path 

 ŽWISE module nickname 

  ŽFolder Name (Define in I/O Module Data Logger or User-Defined Data 

  | logger) 

  | Ž201502 ă Data files be sorted by year and month  

  |  Ž0208_00.csv 

  |  Ž0208_01.csv 

  |  é 

  |  Ž0208_23.csv 

  |  Ž0209_00.csv 

  |  Ž0209_01.csv 

  |  é 

  |  Ž0209_09.csv 

  ŽMQTTLog (The folder for MQTT Data Logger file) 

  | ŽBroker Name (Define in Broker Setting page of MQTT Setting) 

  |  Ž201502 ă Data files be sorted by year and month. 

  |   Ž0208_00.csv 

  |   Ž0208_01.csv 

  |   é 

  |   Ž0208_23.csv 

  |   Ž0209_00.csv 

  |   Ž0209_01.csv 

  |   é 

  |   Ž0209_09.csv 

 

  ŽEventLog (The folder for Event Logger file) 

   Ž201502 ă Data files be sorted by year and month 

    Ž0207.csv 

    Ž0208.csv 

    Ž0209.csv  
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Please note: If the remote FTP server receives log files from more than one 

WISE controller, please set different nickname to each WISE. If all WISE 

controllers were named the same, the log files from every WISE will be 

uploaded to the same folder, and then the log files might be overwritten. 

Please refer to ñ4.1.1 Rules management toolbarò to set the nickname of 

WISE. 
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8 IoT Platform Setting  

The IoT Platform Setting function of the WISE allows to build a connection to 

Amazon Web Services, Microsoft Azure or IBM Bluemix directly. It can also connect 

to MQTT Brokers. Based on the IoT Platform Setting function, WISE can publish the 

I/O channel data of the Sensors and I/O modules that are connected to WISE to the 

IoT Cloud Platform for future data analysis, and receive the command message from 

IoT Cloud Platform to trigger the corresponding actions of WISE at the field side. 

With the IoT Platform Setting function the WISE provides, it helps users to 

implement an IoT system in a easy way. 

 

In additional, WISE supports to connect to the IoT cloud management software: 

IoTstar designed by ICP DAS. The supported functions for IoTstar includes 

Connection Setting, Real-Time Data Sending Setting, Historical Data Sending Setting, 

Video Data Sending Setting, and Bot Service Setting can also be set in this page.. 

 

The IoT Platform Setting page includes the following setting options. More detailed 

information of these options will be given in the following section. 

É Amazon Web Services Platform Setting 

É Microsoft Azure Platform Setting 

É IBM Bluemix Platform Setting 

É MQTT Setting 

 

IoTstar relative functions: 

É Connection Setting 

É Real-Time Data Sending Setting 

É Historical Data Sending Setting 

É Video Data Sending Setting 

É Bot Service Message Setting 

É Alarm Setting 
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8.1 AWS Platform Setting 

WISE provides the ability to connect to Amazon Web Services IoT Cloud 

platform. Because the setting of AWS platform is more complicated, this 

chapter only describe the setting that need to be set on WISE controller. For 

the complete connection setting between WISE and AWS platform, please 

to refer to the user manual of ñOperation manual for WISE to connect with 

AWS(Amazon Web Service) cloud platform_en.pdfò. 

 
Figure 8-1ȸAmazon Web Services Setting page  

 

Follow the steps below: 

i Check ñEnableò in the ñFunction Statusò field to enable the connection 

to Amazon Web Services Cloud IoT platform. 

ii In the ñDevice Data Endpointò field, enter the information of AWS IoT 

Core endpoint set by AWS platform. The Device Data Endpoint can be 

obtained from the setting page of AWS IoT Core, please refer to the 

following: 

https://wise.icpdas.com/downloads/manual/Operation%20manual%20for%20WISE%20to%20connect%20with%20AWS(Amazon%20Web%20Service)%20cloud%20platform_en.pdf
https://wise.icpdas.com/downloads/manual/Operation%20manual%20for%20WISE%20to%20connect%20with%20AWS(Amazon%20Web%20Service)%20cloud%20platform_en.pdf
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Figure 8-2ȸ"Device Data Endpoint " Setting page of Amazon Web Services  

 

iii In the ñDevice Certificateò, ñPrivate Keyò and ñRoot CA Certificateò 

fields, import the certificate and key generated from the AWS platform. 

Following is the page for the download of the certificate and key WISE 

need from AWS platform: 
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Figure 8-3ȸCertificate and Key Download page of Amazon Web Services  

 

iv In the ñThing ARNò field, enter the information of ñThing ARNò set by 

AWS platform. Following is the page for the ñThing ARNò WISE need 

from AWS platform: 
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Figure 8-4ȸ"Thing ARN " page of Amazon Web Services  

 

v In the ñClient IDò field, WISE will provide a default string (with the 

format of ñWISE-serial numberò) as the unique client ID for the WISE, 

and user can change this string according to his requirement. The client 

ID must be unique. If two WISEs use the same client ID to connect to 

AWS platform, one of them will fail to connect. 

Please Note: If users use the WISE's rule file export/import function to 

copy the rule file to others WISE, the information of client ID will be 

the same, so user need to manually modify the client ID after the 

import operation is completed. 

vi The value in ñPeriodical Publish Intervalò field defines the time 

interval to automatically and periodically send the Publish Messages 

which are with the ñPeriodical Publishò attribute. If the value of the 

ñPeriodical Publish Intervalò field is 0, it means the ñPeriodical 

Publishò operation is disabled. The unit of the value is second. 

vii The ñTopic Prefixò field is for setting up a string as Topic Prefix. The 

prefix can be used in the Publish Topic or Subscribe Topic to simply 

the Topic editing. The default string of the ñTopic Prefixò will be the 

model name of the WISE. If there are more than one WISE controllers 

in a system for AWS connection, please remember to change the 
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ñTopic Prefixò setting to distinguish the Publish Topic/Subscribe Topic 

setting of each WISE controllers. 

viii After press the ñExportò button in the ñExport Policy Fileò field, WISE 

will generate the policy JSON file required by AWS platform according 

to the current settings. User need to copy its content and paste it in the 

policy editor of AWS platform to complete the connection between 

WISE and AWS platform. 

Please Note: If the user modifies the above settings (except the 

certificate file), or modifies the content of the publish or subscribe 

messages, the policy file must be re-exported, and the new version of 

the policy file must be copied to AWS platform again. 

ix After complete the operation of policy editing, click the ñTestingò 

button in the ñConnection Testingò field to immediately connect to 

AWS platform to check whether the connection setting is correct, or 

not. 

x The lower half section on the AWS Web Services Setting Page is for 

the Publish Message and Subscribe Topic setting. The user can click 

the tab of ñPublishò or ñSubscribeò to edit the Publish Message and 

Subscribe Topic. The Interface will be shown as below: 

 
Figure 8-5ȸPublish and Subscribe Setting page of Amazon Web Services  

 

xi Click the ñPublishò tab to edit the Publish Message. User can click on 

ñAdd new Publish Messageò to add a new Publish Message. The 

Publish Message setting page is shown as below. 
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Figure 8-6ȸPubl ish Message  Setting Page of Amazon Web Services  

 

xii Input a name in the ñNicknameò field and you could also input the 

description of this Publish Message in the ñDescriptionò field. 

 

xiii In the ñMessage Typeò field, select the ñChannel Dataò to prepare a 

Publish Message with the I/O channel value. Based on the ñChannel 

Dataò interface, the user can select a specific I/O channel value or 

ñAllò I/O channel values for the Publish Message. If the user selects a 

specific I/O channel, it means the I/O channel value will be bound with 

the Publish Message. If the user selects ñAllò I/O channels, it means all 

I/O channel values will be added in the Publish Message. If the user 

clicks the ñJSON Formatò check box, the content of the Publish 

Message will be packaged in JSON format; if the ñJSONò is not 

selected, the content of the Publish Message will only include the I/O 

channel value. (For the I/O Channel information in JSON Format, 

please refer to Appendix VII for more details.) After completing the 

ñChannel Dataò setting, the system will automatically generate the 

default Topic content in the ñTopicò field. User can modify the content 

of the ñTopicò field if require. If the ñUse Prefixò checkbox is enabled, 

the string in the ñTopic Prefixò field will be used as the prefix of the 

Publish Topic. 
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xiv If the user selects ñUser-Defined Dataò in ñMessage Typeò field, the 

interface will be changed to free-style editing mode. So the user can 

edit the content of the message by himself via the editor. The interface 

is shown as below. 

 
Figure 8-7ȸñUser-Defined Dataò Setting Page of Amazon Web Services 

 

xv In the ñAuto Publishò field, there are two options: ñWhen the I/O 

channel data changed and the variation exceeds xxxò and ñPeriodical 

Publishò. If the ñWhen the I/O channel data changed and the variation 

exceeds xxxò is selected, the user must assign a evaluation value, then 

the system will automatically publish the message when the I/O 

channel value is changed and exceeds the evaluation value (This option 

only support ñChannel Dataò setting in ñMessage Typeò). If the user 

selects ñPeriodical Publishò, it means the message will be published at 

periodic time schedule based on the value in ñPeriodical Publish 

Intervalò field at Step vi. 
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xvi After complete all settings of Publish Message, please click ñOKò 

button to add the Publish Message to the Publish Message List. 

xvii Click the ñSubscribeò tab to edit the Subscribe Topic. The interface is 

shown as below: 

 

 

Figure 8-8ȸSubscribe Topic  Setting Page of Amazon Web Services  

 

xviii Input a name in the ñNicknameò field and you could also input the 

description of this Subscribe Topic in the ñDescriptionò field. 

xix In the ñMessage Typeò field, select the ñChannel Dataò means that the 

Topic of the received message uses the Topic of the channel preset by 

WISE. Under this setting, if the user selects ñStringò in the ñMessage 

Formatò field, he can check the ñUpdate to Channelò in the ñAuto 

Updateò field, and then when WISE receives the message, it will 

automatically convert the message string into the numerical value and 

update it to the channel output value. If the ñMessage Formatò is 

selected as ñJSONò, then user can fill in the JSON format content 

expected to be received into the ñJSON variable Settingò field, and 

WISE will parse the content of each variable and provided for use by 

logic rules. The interface is shown as below: 
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Figure 8-9ȸReceive messages in JSON format  of Amazon Web Services  

 

xx If the user selects ñUser-Defined Dataò in ñMessage Typeò field, the 

interface will be converted to free-style editing mode, and user can edit 

the Topic for the subscribe message by himself. He can also set the 

ñMessage Formatò to ñStringò or ñJSONò to parse the received 

message content and provided for use by logic rules. 

xxi After complete all settings on Amazon Web Services Setting Page, 

please click ñSaveò button to save the setting. After downloading the 

setting to WISE, WISE will initiate the connection to Amazon Web 

Services, and start the Publish Message/Subscribe Message mechanism 

with Amazon Web Services. 
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8.2 Microsoft Azure Platform Setting 

On the Microsoft Azure Setting page, the connection to Microsoft Azure 

IoT Cloud Platform can be built if required. The setting page is shown as 

below:  

 
Figure 8-10ȸMicrosoft Azure  Setting page  

 

Follow the steps below: 

i Check ñEnableò in the ñFunction Statusò field to enable the connection 

to Microsoft Azure IoT Cloud Platform. 

ii Select ñConnection Typeò as ñIoT Hubò or ñIoT Hub DPSò. 

iii If ñIoT Hubò is selected, in the ñSAS Tokenò field, input the SAS 

Token which you previously registered for this WISE from Microsoft 

Azure. For the procedure to generate a SAS Token, please use Azure 

IoT Explorer (Download Link) to generate the SAS token of the device 

in the IoT Hub as below: 

https://github.com/Azure/azure-iot-explorer/releases
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Figure 8-11ȸSAS Token generating interface on Azure IoT Explorer  

 

iv If ñIoT Hub DPSò is selected, get ñDPS Endpointò, ñDPS ID Scopeò, 

ñRegistration IDò and ñSymmetric Keyò parameters from the IoT Hub 

Device Provisioning Service(DPS) function page on the Azure 

platform. 

v The value in ñkeep alive Timeò field defines the maximum amount of 

time in second that pass away without communication between the 

WISE and Microsoft Azure. The ñkeep alive intervalò enables 

Microsoft Azure to detect if the connection to the WISE is no longer 

available without having to wait for the long TCP/IP timeout. 

vi The value in ñPeriodical Publish Intervalò field defines the time 

interval to automatically and periodically send the Publish Messages 

which are with the ñPeriodical Publishò attribute. If the value of the 

ñPeriodical Publish Intervalò field is 0, it means the ñPeriodical 

Publishò operation is disabled. The unit of the value is second. 

vii To verify whether the SAS Token setting is correct, click ñTestingò in 

the ñConnection Testingò section, then WISE will  try to connect 

Microsoft Azure with the SAS Token setting, and reply the connection 



ICP DAS WISE User Manual 
 

 

http://wise.icpdas.com 

 
145 

status. 

viii The lower half section on the Microsoft Azure Setting Page is for the 

Publish Message and Subscribe Topic setting. User can click the tab of 

ñPublishò or ñSubscribeò to edit the Publish Message and Subscribe 

Topic. The Interface will be shown as below: 

 

Figure 8-12ȸMicrosoft Azure  Publish/Subscribe Setting page  

 

ix Click the ñPublishò tab to edit the Publish Message. User can click on 

ñAdd new Publish Messageò to add a new Publish Message. 

 

Figure 8-13ȸMicrosoft Azure  Publish Message setting page  

 

x Input a name in the ñNicknameò field and you could also input the 

description of this Publish Message in the ñDescriptionò field. 

xi In the ñMessage Typeò field, select the ñChannel Dataò to prepare a 

Publish Message with the I/O channel value. Based on the ñChannel 

Dataò interface, the user can select a specific I/O channel value or 

ñAllò I/O channel values for the Publish Message. If the user selects a 

specific I/O channel, it means the I/O channel value will be bound with 

the Publish Message. If user select ñAllò I/O channels, it mean all I/O 

channel values will be added in the Publish Message List. If the user 

click the ñJSON Formatò check box, the content of the Publish 
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Message will be packaged in JSON format; if the ñJSONò is not 

selected, the content of the Publish Message will only include the I/O 

channel value. (For the I/O Channel information in JSON Format, 

please refer to Appendix VII for more details.) The user can select 

ñUser-Defined Dataò in ñMessage Typeò field to edit the Publish 

Message on the free style editing interface. The user interface is shown 

as below. 

 

Figure 8-14ȸñUser-Defined Dataò Setting Interface of Microsoft Azure  

 

xii The timing to publish message is set in the ñAuto Publishò field, there 

are two options: ñWhen the I/O channel data changed and the variation 

exceeds xxxò and ñPeriodical Publishò. If the ñWhen the I/O channel 

data changed and the variation exceeds xxxò is selected, the system 

will automatically publish the message when the I/O channel value is 

changed and exceeds the evaluation value (This option only support 

ñChannel Dataò setting in ñMessage Typeò). If the user selects 

ñPeriodical Publishò, it means the message will be published at 

periodic time schedule based on the value in ñPeriodical Publish 

Intervalò field at Step iv. 

xiii After completing all settings of Publish Message, please click ñOKò 

button to add the Publish Message to the Publish Message List. 

xiv Click the ñSubscribeò tab to edit the Subscribe Topic. The user 

interface is shown as below: 
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Figure 8-15ȸMicrosoft Azure  Subscribe Topic setting page  

 

xv In the ñVariable Nameò field, user can input the name of the variable 

which is defined in the message of the Subscribe Topic. After 

completing the settings, click the ñAddò button to add the variable. For 

the message the WISE receives from Microsoft Azure is based on 

JSON format, the WISE will get the corresponding value of the 

variable from the received message. The following is an example of a 

message the WISE receives: 

 

 

 

 

 

 

In this example, the ñTargetò and ñActionò variable setting will be 

performed first. Each time when the WISE receives the message, it will 

retrieve the corresponding value of the ñTargetò and ñActionò variables 

from the message. The value of the variables can be used in the 

evaluation criteria of IF Condition to trigger THEN/ELSE Action for 

WISE logic operation. 

xvi After completing all settings on the Microsoft Azure Setting Page, 

please click ñSaveò button to save the settings. After downloading the 

settings to WISE, WISE will initiate the connection to the Microsoft 

Azure, and start the data communication with the Microsoft Azure. 

 

8.3 IBM Bluemix Platform Setting 

On the IBM Bluemix Setting page, the user could enable the connection to  

IBM Bluemix IoT Cloud Platform if required. The setting page is shown as 

below: 

{ 

 "Target":"door", 

 "Action":"open", 

 "Timestamp":"2016/10/17 15-17-22" 

} 
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Figure 8-16ȸIBM Bluemix  Setting page  

 

Follow the steps below: 

i Check ñEnableò in the ñFunction Statusò field to enable the connection 

to IBM Bluemix IoT Cloud Platform. 

ii In the ñOrganization IDò, ñDevice Typeò, ñDevice IDò and ñDevice 

Authentication Tokenò fields, input the data you previously registered 

for this WISE from IBM Bluemix. After you completing the device 

settings on IBM Bluemix for the WISE, IBM Bluemix will reply you the 

device information similar as below.  

 

Just refer to the information and complete the setting at WISE Web page. 

iii The value in ñkeep alive Timeò field defines the maximum amount of 

time in second that pass away without communication between the 
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WISE and IBM Bluemix. The ñkeep alive intervalò enables IBM 

Bluemix to detect if the connection to the WISE is no longer available 

without having to wait for the long TCP/IP timeout. 

iv The value in ñPeriodical Publish Intervalò field defines the time interval 

to automatically and periodically send the Publish Messages which are 

with the ñPeriodical Publishò attribute. If the value of the ñPeriodical 

Publish Intervalò field is 0, it means the ñPeriodical Publishò operation is 

disabled. The unit of the value is second. 

v Click ñTestingò in the ñConnection Testingò section, then WISE will  

try to connect IBM Bluemix, and reply the connection status to verify 

the setting is correct, or not. 

vi The lower half section on the IBM Bluemix Setting Page is for the 

Publish Message and Subscribe Message setting. User can click the tab 

of ñPublishò or ñSubscribeò to edit the Publish Message and Subscribe 

Message. For the settings of the Publish Message, please refer to ñ8.2 

Microsoft Azure Settingò section. 

vii Click the ñSubscribeò tab to edit the Subscribe Message. The user 

interface is shown as below: 

 
Figure 8-17ȸIBM Bluemix  Subscribe Message setting pa ge 

 

viii In the ñCommand Nameò field, the user can specify the command 

strings to be sent from the IBM Bluemix to the WISE-521xx. The 

content of ñCommand Nameò setting can be used as the IF Condition 

of IF-THEN-ELSE logic rule to filter the commands sent from IBM 

Bluemix. WISE can be set to only receive the commands that are 

pre-defined in the field, the other commands will be ignored by WISE. 

ix In the ñVariable Nameò field, user can input the name of the variable 

which is defined in the message of the Subscribe Topic. After 

completing the setting, click the ñAddò button to add the variable. For 

the message the WISE receives from IBM Bluemix is based on JSON 

format, the WISE can also get the corresponding value of the variable 

from the received message. Following is an example of the message 
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which WISE receives: 

 

 

 

 

 

 

In this example, the ñTargetò and ñActionò variable setting will be 

performed first. Each time when the WISE receives the message, it will 

retrieve the corresponding value for the ñTargetò and ñActionò variables 

from the message. The value of the variables can be used in the 

evaluation criteria of IF Condition to trigger THEN/ELSE Action for 

WISE logic operation. 

x After completing all settings on the IBM Bluemix Setting Page, please 

click ñSaveò button to save the settings. After downloading the settings 

to the WISE, the WISE will initia te the connection to  IBM Bluemix, 

and start the Publish Message/Subscribe Message mechanism with 

IBM Bluemix. 

 

{ 

 "Target":"door", 

 "Action":"open", 

 "Timestamp":"2016/10/17 15-17-22" 

} 
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8.4 MQTT Setting 

WISE provides complete MQTT Client function. The MQTT Client can 

connect with two (Maximum) MQTT Brokers concurrently. In order to enable 

the MQTT Client function, user has to complete the setting of the WISEôs 

Publish Topic and its message content with the MQTT Brokers, and also the 

setting of the WISEôs Subscribe Topics. In addition, WISE provides the 

ñTopic Import/Exportò function. It will help user to organize the MQTT 

topics from different MQTT devices in an easy way. The configuration page 

for MQTT setting is shown as below. 

 

8.4.1 Broker Setting 

WISE provides the setting for two (Maximum) MQTT Brokers. It can 

Publish/Subscribe the Topic with the two MQTT Brokers at the same 

time, and the Topic setting for the two Brokers is also independent. 

The configuration page of MQTT Broker setting is shown as below: 

 

Figure 8 -18ȸMQTT setting page ( Broker ) 

 

The settings steps are as below: 

i Click the ñBroker Settingò tab on the right-top corner of ñMQTT 

Setting Pageò. 

ii Click on ñAdd new MQTT Brokerò to add the new MQTT Broker. 

After clicking the ñAdd new MQTT Brokerò, the MQTT Broker 

Setting Page will appear. The upper half area of the setting page is 

about the Broker parameters setting. It will be shown as below: 
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Figure 8 -19ȸMQTT Broker Parameter setting page  

 

iii In the Broker parameters setting page, you can input the name of 

the Broker in the ñNicknameò field and you could also input the 

description of this Broker in the ñDescriptionò field. 

iv Check ñEnableò or ñDisableò in the ñInitial Statusò field to enable 

the initial connection status with the Broker. If the user clicks 

ñEnableò, it means the WISE will start the communication with the 

Broker after it is powered on. 

v Enter the Broker IP address (or domain name) in the ñAddressò 

field. 

vi Enter the Broker Port number in the ñPortò field. 

vii If the Broker requires account and password validation, please 

select the ñEnableò checkbox in the ñAuthenticationò field, and 

enter the login ID and password in the ñIDò and ñPasswordò fields 

to login into the Broker. If the Broker doesnôt need account and 

password validation, uncheck the ñEnableò checkbox and go 
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directly to next step. 

viii Enter the Client ID information in the ñClient IDò field. The Client 

ID is used for Broker to verify if the MQTT Client is allowed to 

connect to the Broker or not. If the Broker does not require  

Client ID for the connection, this field can be ignored. 

ix If the SSL/TLS encryption mechanism is required for the 

connection between the Broker and the WISE via MQTT,  click 

the ñEnableò checkbox of the ñEncryptionò field to enable this 

function. 

x The value in ñkeep alive Timeò field defines the maximum time 

that should pass without communication between the WISE and 

the Broker. The WISE will ensure that at least one message travels 

across the network within each keep alive period. In the absence of 

a data-related message during the time period, the WISE sends a 

very small MQTT ñpingò message, which the Broker will 

acknowledge. The keep ñalive intervalò enables the WISE to detect 

when the Broker is no longer available without having to wait for 

the long TCP/IP timeout. The unit of the value is second. 

xi To verify whether your Broker setting is correct, click ñTestingò in 

the ñConnection Testò section, then WISE will  try to connect to the 

Broker and reply the connection status. 

xii Click the ñEnableò checkbox in the ñLast Willò field to allow the 

Broker to send the alarm Topic to other MQTT client devices when 

WISE lost connection to the Broker. After clicking the ñEnableò 

checkbox, the setting of Last Will Topic, Message content and QoS 

will be brought up. 

 

xiii The value in ñPeriodical Publish Intervalò field defines the time 

interval (in second) to send all Publish Topics with the ñPeriodical 

Publishò attribute automatically and periodically. If the value of 

the ñPeriodical Publish Intervalò field is 0, it means the ñPeriodical 

Publishò operation is disabled. 

xiv The ñTopic Prefixò field is for setting up a string as Topic Prefix. 

The prefix can be used in the Publish Topic or Subscribe Topic to 

simply the Topic editing. The default string of the ñTopic Prefixò 
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will be the model name of the WISE. If there are more than one 

WISE controllers in a system for MQTT connection, please 

remember to change the ñTopic Prefixò setting to distinguish the 

Publish Topic/Subscribe Topic setting of each WISE controllers. 

xv Click the ñEnableò checkbox in the ñRepublish Functionò field to 

allow WISE to keep sending messages when WISE lost connection 

to the Broker. When the connection works normally, WISE would 

publish all saving messages to the Broker. 

xvi The lower half area of the MQTT Broker Setting Page is for the 

Publish Message and Subscribe Topic setting. User can click the 

ñPublishò tab or ñSubscribeò tab on the right-top corner of 

ñPublish & Subscribe Settingò to edit the Publish Message and 

Subscribe Topic. The Interface will be shown as below: 

 
Figure 8 -20ȸPublish Message  and Subscribe Topic setting page  

 

xvii Click the ñPublishò tab to edit the Publish Message. Click on ñAdd 

new Publish Messageò to add a new Publish Message. The 

Interface will be shown as below: 
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Figure 8-21ȸPublish  Message Setting Page  

 

xviii Input a name in the ñNicknameò field and you could also input the 

description of this Publish Message in the ñDescriptionò field. 

xix In the ñMessage Typeò field, select the ñChannel Dataò to prepare 

a Publish Message with the I/O channel value. Based on the 

ñChannel Dataò interface, user can select a specific I/O channel 

value or ñAllò I/O channel value for the Publish Message. If the 

user selects a specific I/O channel, it means the I/O channel value 

will be bound with the Publish Message. If the user select ñAllò 

I/O channels, it mean all I/O channel values will be added into the 

Publish Message List. If the user click the ñJSON Formatò check 

box, the content of the Publish Message will be packaged in JSON 

format; if the ñJSONò is not selected, the content of the Publish 

Message will only include the I/O channel value. (For the I/O 

Channel information in JSON Format, please refer to Appendix 

VII  for more details.). After completing the ñChannel Dataò setting, 

the system will automatically generate the default Topic content in 

the ñTopicò field. User can modify the content of the ñTopicò field 

if require. If the ñUse Prefixò checkbox is enabled, the string in the 

ñTopic Prefixò field will be used as the prefix of the Publish Topic. 
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The user can select ñUser-Defined Dataò in ñMessage Typeò field 

to edit the Publish Topic and its binding message on the free style 

editing interface. The user interface is shown as below. 

 

Figure 8 -22ȸPublish User-Defined Message Setting Page  

 

xx In the ñQoSò field, user can select 0, 1, 2 for the QoS(Quality of 

Service) setting for the Publish Message. 

xxi In the ñRetainò field, user can click the ñEnableò checkbox to keep 

the Publish Message in the Broker. 

xxii The timing to publish message is set in the ñAuto Publishò field, 

there are two options: ñWhen the I/O channel data changed and the 

variation exceeds xxxò and ñPeriodical Publishò. If the ñWhen the 

I/O channel data changed and the variation exceeds xxxò is 

selected, the system will automatically publish the topic when the 

I/O channel value is changed and exceeds the evaluation value 

(This option only support ñChannel Dataò setting in ñMessage 

Typeò). If user selects ñPeriodical Publishò, it mean the topic will 

be published at periodic time schedule base on the value in 

ñPeriodical Publish Intervalò field. 

xxiii After completing all settings of Publish Topic, please click ñOKò 

button to add the Publish Topic to the Publish Message List. 

xxiv Click the ñSubscribeò tab to edit the Subscribe Topic. The user 

interface is shown as below. 
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Figure 8 -23ȸMQTT Subscribe  Setting Page  

 

xxv Click on ñAdd new Subscribe Topicò to add a new Subscribe Topic. 

The Interface will be shown as below: 

 

Figure 8 -24ȸMQTT Subscribe Topic Setting Page  

 

xxvi Input a name of the Subscribe Topic in the ñNicknameò field, and 

you could also input the description of this Subscribe Topic in the 

ñDescriptionò field. In the ñTopicò field, user can input the content 

of the Subscribe Topic. After completing all settings of Subscribe 

Topic, please click ñAddò button to add the Subscribe Topic to the 

Subscribe Topic List. 

The value of the Subscribe Topic can be used in the 

IF-THEN-ELSE logic evaluation, and also be recorded in the 

MQTT Data Logger. If the payload format of the subscribe topic is 

JSON, and users want to get values of some specific keys for 

IF-THEN-ELSE rules or calculation, they could add the keys into 

ñJSON Nameò fields. In addition, all Internal Registers and the I/O 

modules connected to WISE have their own default definition of 

Subscribe Topic. It allows user to change the value of the Internal 
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Register and the value of the output channel of I/O module by 

MQTT protocol. Please refer to Appendix VII for detailed 

information. 

xxvii After completing all settings of the Broker, please click ñOKò 

button to return to add the MQTT Setting Page. And then click 

ñSaveò button to save all MQTT Broker settings. 

 

8.4.2 Topic Import/Export Setting 

WISE provides the Topic Import function so the users can  import the 

MQTT Topics settings from other MQTT client devices easily. Click 

on ñTopic Import/Exportò tab, and click ñ+ Import Topicò to add new 

MQTT Topic setting into the WISE. And select the topics to be 

imported. The Topic Export function allows to export the MQTT 

Topics that the WISE is using to a document file, and it can be a 

reference for integration with the back-end Server. The Topic 

Import/Export Setting page is shown as below. 

 

Figure 8-25ȸMQTT Topic Import/Export setting page  

 

All MQTT Publish Topics and Subscribe Topics that the WISE is using 

now will be shown in the setting page. Click the ñExportò button will 

collect all topics into the ñtopics.csvò file. The format of the 

ñtopics.csvò file is ñThe_nickname_of_Topic, Topic messageò. Please 

refer to the following figure: 
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Figure 8-26ȸThe Export of MQTT Topic  

 

To use the Topic Import function, please prepare a document with the 

same format as ñThe_nickname_of_Topic, Topic messageò. Click the 

ñ+ Import Topicò button, then browse through to select the document 

which includes the MQTT Topic and click ñOpenò. If the format is 

correct and the import process is successful, the system will show an 

ñImport successfullyò message box. 

After importing the MQTT Topic successfully, there the Imported 

Topic list will be shown in the ñTopicò field of the Publish & Subscribe 

Setting page. The user can select a specific topic from the Imported 

Topic list, and click ñUseò button to use this imported topic. 

 

Figure 8-27ȸThe Import of MQTT Topic  

 

 

8.5 IoTstar Connection Setting 

The section is for user to complete the connection setting between WISE 
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and IoTstar or ñICP DAS IoTstar Trial Serviceò. Please follow the steps 

below for the setting: 

i Click ñEnableò of the ñFunction Statusò field to enable the connection 

to IoTstar. 

 

ii Two options : ñUser-built IoTstarò and ñIoTstar Trialò are available for 

selection. 

If users select ñUser-built IoTstarò, please click 

 in the ñServer Addressò 

field, then input the IP address or Domain Name of the PC or Platform 

(with IoTstar installed). Enter the login username and password in the 

ñUsernameò and ñPasswordò fields. WISE will login and connect to the 

IoTstar by the information provided. 

 

Figure 8-28ȸIoTstar Connection  Setting Page (1) 

 

If users want the WISE to connect the ñIoTstar Trialò, please click 

 in the ñServer Addressò field, then enter 

the login username and password (require to apply in advance) in the 

ñUsernameò and ñPasswordò fields. WISE will login and connect to the 

ñIoTstar Trialò by the information provided. 

Please Note: For the account application of the ñIoTstar Trialò, please 

refer to the instructions in Appendix IX: ICP DAS ñIoTstar Trialò 

account application. 
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Figure 8-29ȸIoTstar Connection  Setting Page (2) 

 

iii After all settings are completed, click ñSaveò button to save the 

changes. After download the setting to WISE, WISE will connect to 

IoTstar, and the user can review the current connection status between 

WISE and IoTstar through the information displayed in the 

ñConnection Statusò field. 

 

Figure 8-30ȸIoTstar Connection  Status  

 

iv If the ñConnection statusò field shows the ñConnectedò message, it 

means the connection between the WISE controller and IoTstar is in 

normal status. The authorized users now can login to the IoTstar (with 

the username and password set in ñStep iiiò) to perform remote 

monitoring and maintenance of the WISE. 
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8.6 IoTstar Real-Time Data Sending Setting 

IoTstar can receive the real-time I/O data uploaded by WISE, and import 

the data into the database it created. The setting page is shown as below: 

 

Figure 8-31ȸIoTstar Real-Time Data Sending  Setting page  

 

Follow the steps below: 

i In the ñFunction Statusò field, check ñEnableò to enable the Real-Time 

I/O data upload operation. 

ii In the ñAdd Channelò section, select the ñInterfaceò, ñModuleò and 

ñChannelò from the dropdown list and click ñInsertò to add the I/O 

channel into the ñChannel Listò section. User can select ñAllò in 

ñChannelò field to insert all I/O channels of the module at once. 

iii WISE will actively send the Real-Time I/O channel data which is 

located in the ñChannel Listò section to IoTstar. User can modify the 

database field name of the I/O channel data in the ñ*Nameò field. To 

remove a pre-set I/O channel, please click the radio button in front of 

the pre-set I/O channel and then click ñRemoveò button. 

Please Note:  

É The name inputted in the ñ*Nameò field must be a unique name. 

É The name set in the "*Name" field will be saved in the "Name" field of 
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the Real-Time Data Table that IoTstar creates for the WISE (Please 

refer to Appendix VI of IoTstar User Manual). These names can be 

used later for further query operations of the Database. 

 

 Figure 8-32ȸChannel Names of Realtime data table of IoTstar database  

  

iv After all settings are completed, click ñSaveò button to save the setting. 

 

 

8.7 IoTstar Historical Data Sending Setting 

IoTstar can receive the history I/O data uploaded by WISE, and import the 

data into the database it created. The setting page is shown as below: 

 

Figure 8-33ȸIoTstar Historical Data Sending  Setting page  

 

Follow the steps below: 

i To enable WISE's historical I/O data upload operation, users need to 

enable ñI/O Module Data Loggerò function first. More detailed setting 

information please refers to the section ñ7.1 I/O Module Data Logger 

Settingò. 

ii Check ñEnableò to enable the Historical Data Sending function, and 

click ñSaveò button to save the setting. 

 

 

8.8 IoTstar Video Data Sending Setting 

WISE supports to send the snapshots or video files captured by iCAM 

cameras or other devices to IoTstar. IoTstar would save the uploaded files 
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and perform the following actions: 

 

 ̧ Save the event to trigger image/video recording, the event time, and 

the path to store image/video files into the database for further use. 

 ̧ With IoTstar Dashboard Service package, users can build their own 

dashboard, and use ñVideo Event Listò widget to display the event list 

and event image/video files. 

 ̧ With IoTstar Bot Service package, IoTstar can forward the uploaded 

image/video files to the LINE accounts that bind with the IoTstar 

server. 

 

About the detail of IoTstar Dashboard Service and IoTstar Bot Service, 

please check the IoTstar web page. Video Data Sending Setting page shows 

as the following. When the setting is completed, WISE would upload the 

images and videos from the specific resource to IoTstar. The source of the 

image or video files includes following types: 

 ̧ IP Camera: If the WISE controller connected with ICP DAS iCAM 

series IP cameras, it is able to collect the snapshot or video files 

captured by iCAM cameras. 

 ̧ Sendbox: Upload files to the specific path (/Sendbox/IoTstar) of the 

FTP server on the WISE. 

 ̧ CGI server: Connect to CGI servers and get the image files with CGI 

commands. (For example, users can use WISE controllers to connect 

with general IP cameras, and get snapshot files with CGI commands.) 

 ̧ Heatmap file: If the WISE controller connected with ICP DAS 

iSN-81x-MTCP series infrared temperature measurement modules, it 

is able to collect the heatmap files generated by iSN-81x-MTCP 

modules. 

 

http://iotstar.icpdas.com/en/index.php
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Figure 8-34ȸIoTstar Video  Data Sending  Setting page  (1) 

 

Follow the steps below: 

i To select the data resource for image/video data sending, click on one 

of the tabs: ñIP Cameraò, ñSendboxò, ñCGI Serverò and ñHeatmap Fileò 

at the right-upper corner of the Video Data Sending Setting page. 

ii To send the desired files, please specify and click on the radio button of 

the file source, and click the ñSettingò button to enter the setting page. 

iii Check the ñEnableò function, and then the message setting interface 

will be shown as below. Enter the message content in the ñContent of 

Attached Messageò field to discribe the video data resource. WISE 

provides an ñReal-time variable editorò to add current I/O channel data 

or Internal Register data into the messages. 

 
Figure 8-35ȸIoTstar Video Data Sending  Setting page  (2) 
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iv If the IoTstar enabled Bot Service package, check ñForward to Bot 

Serviceò to send the image/video data of the data resource to the 

specific LINE account. 

v Click the ñOKò button to save the setting of the data resource. 

vi After you finish all the ñVideo Data Sendingò settings, click ñSaveò 

button to save the settings. 

 

8.9 IoTstar Bot Service Message Setting 

When WISE is set to connect to an IoTstar server and the IoTstar server 

enables Bot Service function, WISE can send message or forward 

image/video data to the LINE accounts that bind with the IoTstar server. In 

the Message setting page, users can edit the messages which would be sent 

to IoTstar Bot Service with pre-input strings and realtime I/O channel data. 

The configuration page is shown as below: 

 

 

Figure 8-36ȸIoTstar Bot Service Message S etting page  (1) 

 

Follow the steps below: 

i Click ñAdd new messageò, the Bot Service Message Setting page will 

appear as following: 

 

Figure 8-37ȸIoTstar Bot Service Message S etti ng page  (2) 
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ii Input name in the ñNameò field and you could also input the 

description of this LINE message in the ñDescriptionò field. 

iii Enter the message content in the ñContentò field. WISE provides an 

ñReal-time variable editorò to add current I/O channel data or Internal 

Register data into the messages. 

iv After complete all settings, click the ñOKò button to confirm the 

message setting, and return to the Message Setting page. 

v Repeat steps i ~ iv to complete settings of all messages for IoTstar Bot 

Service. 

vi After you finish all the Message settings, click ñSaveò button to save 

the settings. 

 

 

8.10 IoTstar Alarm Setting 

When users configure WISE to connect to the IoTstar server, alarm 

messages can be sent to IoTstar to alert the control center in specific 

situations. The alarms can include a severity level, helping administrators 

prioritize which alerts require immediate attention. Each alarm can 

independently display five different statuses: Critical , Severe, Moderate, 

Minor , and No Impact. Users can adjust the urgency of the alarm by 

sending corresponding statuses and messages. The configuration page is 

shown as below: 

 

 

Figure 8-38ȸIoTstar Alarm  Setting page  (1) 

 

Follow the steps below: 

i Click ñAdd New Alarmò to open the alarm settings page, as shown 

below: 
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Figur e 8-39ȸIoTstar Alarm  Setting page  (2) 

 

ii Input the name in the ñNicknameò field and you could also input the 

description of this alarm in the ñDescriptionò field. 

iii Click ñAdd New Statusò to open the Status setting page for the alarm. 

You can add a status and the desired alarm message, as shown below: 

 

Figure 8-40ȸIoTstar Alarm  Setting page  (3) 

 

iv Input the name in the ñNicknameò field and you could also input the 

description of this status in the ñDescriptionò field. 

v In the ñSeverity Levelò field, set the severity level represented by this 

status. 

vi Enter the message content in the ñMessageò field. WISE provides an 

ñReal-time variable editorò to add current I/O channel data or Internal 

Register data into the messages. 

vii After complete all settings, click the ñOKò button to confirm the status 

setting, and return to the Alarm Setting page. 

viii Repeat steps iii ~ vii  to complete settings of all statuses for the alarm. 

ix Repeat steps i ~ viii  to complete settings of all alarms. 

x After you finish all the Alarm settings, click ñSaveò button to save the 

settings. 
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9 Advanced Setting  

 

Advanced Setting provides additional features and allows you to perform more setting 

on the WISE. Click on the Advanced Setting button, a column of buttons will appear 

on the left of the page: 

É Internal Register Setting (Include Math Formula Editing Function) 

É Timer Setting 

É Schedule Setting 

É Email Setting 

É SMS Setting 

É SNMP Trap Setting 

É CGI Command Setting 

É LINE Messaging API Setting 

É Telegram Setting 

É Active I/O Setting 

É Channel Status Setting 

É Ping Setting 

 

After complete the Advanced Setting, all the setting you define in the section will be 

the property in the IF-THEN-ELSE rule setting page. Please note: In order to avoid 

possible error when performing rule definition (IF-THEN-ELSE), please always 

finish configuration in Advanced Setting before starting to define Rules. Avoid 

unnecessary change in Advanced Setting after you finish rule definition. Unexpected 

errors might occur if you violate this sequence: Advanced SettingĄ Rule Setting. In 

case you make any modification, please double check your settings and Rules 

definition to make sure no errors are present. The following sections will describe 

more detailed information for these configurations. 

 

9.1 Internal Register Setting 

WISE provides 100 Internal Registers; they can be used to hold temporary 

variables. The supported format type of Internal Register are as follows: 

 ̧ String 

 ̧ 16-bits Signed Integer 

 ̧ 16-bits Unsigned Integer 

 ̧ 32-bits Signed Long 

 ̧ 32-bits Unsigned Long 

 ̧ 32-bits Floating Point 

 ̧ 64-bit Signed Long 
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 ̧ 64-bit Unsigned Long 

 ̧ 64-bit Double 

 

The data on the registers or each bit of the data can be read and evaluated in 

IF Condition, and be written or calculated after performing a THEN/ELSE 

Action. The data can also be read/written on the Registers via Modbus 

command. Each Internal Register features the ñRetain Variableò mechanism, 

and the value stored in it will not be reset to zero due to program 

interruption or controller power failure. Please Note: If the Internal Register 

is set to String format type, the ñRetain Variableò mechanism will be 

disable. 

In addition. WISE supports math formula editing function. Users can set 

I/O channels to be the variables, and use the following operators to edit the 

formula: 

 ̧ Plus ñ+ò 

 ̧ Minus ñ-ò 

 ̧ Times ñ*ò 

 ̧ Divide ñ/ò 

 ̧ Superscript ñ^ò 

 ̧ Left parenthesis ñ(ò and Right parenthesis ñ)ò 

 ̧ Logarithm ñLò. To calculate loga(b), enter the string ñaLbò. 

 

Users can edit different formula in each Internal Register. WISE will 

calculate the results of all formulas repeatedly, and save the results into the 

corresponding Internal Registers for IF-THEN-ELSE rule checking or data 

logging. 

 

The settings are as following steps: 

i Select the No of the Internal Register from the dropdown list and input 

ñNameò. If the nickname of the register is not inputted, the name will 

be automatically set as ñInternal Register#ò (#is the number of the 

register). 

ii In the ñTypeò field, select the data type of the Internal Register. There 

are nine options: ñStringò, ñ16-bits Signed Integerò, ñ16-bits Unsigned 

Integerò, ñ32-bits Signed Longò, ñ32-bits Unsigned Longò and ñ32-bits 

Floating Pointò, ñ64-bits Signed Longò, ñ64-bits Unsigned Longò. The 

default data type is ñ32-bits Floating Pointò. 

iii In the ñInitial valueò field, assign the initial value of the Internal 
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Register, then click  to create a new Internal Register, and add to 

the list. (If the data type is Numeric, the default setting is 0, and if the 

data type is String, the default setting is Null.) 

iv Repeat steps i~iii to complete settings of all Internal Register. 

 

Figure 9-1ȸInternal Register List Page 

 

v To modify the settings of a pre-set Internal Register, please click on the 

radio button in front of the Internal Register, and then click on 

ñSettingò to modify the settings. 

vi In the Internal Register Setting Page, user can modify the setting 

of òNicknameò, ñTypeò and ñInitial Valueò and ñRetain Variableò of 

Internal Register in the Internal Register Setting page, and input the 

description of this Internal Register in the ñDescriptionò field. If users 

want to use the bit value of the Internal Register in the IF condition 

setting, then please click on the rectangle at the right-side of ñBit 

Nicknameò field to set up the nickname for each bit of the Internal 

Register. 
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Figure 9-2ȸInternal Register Setting page  

 

vii If users need to perform math operations, check ñEnableò in the 

Formula Setting section and edit math formula in the ñContent of 

Formulaò field. Users can select the ñInterfaceò, ñModuleò and 

ñChannelò from the dropdown list and click ñInsertò to add a channel 

value encoded string into the formula, and use the operators as ñ+ò, ñ-ò, 

ñ*ò, ñ/ò, ñ̂ò, ñ(ò, ñ)ò and ñLò to edit the formula. For example, if user 

edit a formula as below: 

1000*$C4M6ro0 + 100*$C4M6ro1 - 20*$C4M6ro2 / 10^$C4M6ro3 

In the ñViewò tab, it would be displayed in the real index format of the 

channel as: 
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Please note: Do not modify the channel value encoded string when you 

are editing the formula. It may cause failures when WISE reads the 

channel value. 

 

In addition, click the ñVerifyingò button could check the result of the 

formula. 

 

Please note: Before you click the ñVerifyingò button, please confirm 

that the I/O module setting is saved to WISE if you use the I/O 

channels in the formula. Otherwise, the test result would be error 

because the I/O module is not found. 

 

viii Click on ñOKò to confirm the setting and return to the Internal Register 

list page. 

ix After return to Internal Register list page, if user want to copy the 

settings of a pre-set Internal Register to the new Internal Register, 

please click the radio button in front of the pre-set Internal Register and 

then click ñCopyò, a new Internal Register (in sequence) will be added 

to the list and the settings of the old Internal Register will be copied to 

this newly added Internal Register. 

x To remove a pre-set Internal Register, please click the radio button in 

front of the pre-set Internal Register and then click ñRemoveò. 

xi After all Internal Register settings are completed, click ñSaveò button 

to save the changes. 

 

 

9.2 Timer Setting 

WISE provides ñTimerò for timing functions. The Timer status can be 

ñStopò, ñNot Timeoutò or ñTimeoutò. They can be included in the IF 

Condition statements. The Timer Action can be ñStartò, ñResetò, ñPauseò or 

ñResumeò. The Start Action will start to run the Timer and if the Start 

Action is triggered one more time when the Timer is running, the Timer will 

restart again. The Reset action will reset the Timer and stop running the 

Timer. The ñPauseò action will pause the Timer counting temporarily. The 

ñResumeò action is to let the Timer to leave the ñPauseò mode, and 

continue the Timer counting for the rest second of the Timer.  
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Figure 9-3ȸTimer S tatus and Action s 

 

Follow the following stepsȸ 

i Input the nickname of the timer in the ñNicknameò field. 

ii Specify the initial status of the timer from the dropdown list of the 

ñInitial Statusò field. The ñInitial Statusò could be ñStopò or ñStartò 

status. 

iii Specify the period interval in units of seconds. There are two options 

to setup the period interval: 

Â Assign Period: Input the period interval in units of seconds 

manually. 

 

Â Internal Register: Assign the period interval as the value of the 

selected Internal Register. 

 

Please note: The user must setup Internal Register before using Internal 

Register as timer period. Please refer to ñ9.1 Internal Registerò to setup 

Internal Register. 

 

iv Click  button to create a new Timer, and add to the Timer list.  

Stop Not Timeout Timeout 

Start Reset 

Timer Period 

Timer 

Status 

Pause Resume 

Timer 

Action 
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Figure 9-4ȸTimer List Page 

 

v Repeat steps i~iv to complete settings of all Timers. 

vi To modify the settings of a pre-set timer, please click on the radio 

button in front of the timer, and then click on ñSettingò to modify the 

settings. The setting user interface is as following: 

 
Figure 9-5ȸTimer Setting p age (by assign  value)  

 

 
Figure 9-6ȸTimer Setting page (by Internal Register)  

 

vii User can modify the setting of ñNicknameò, ñInitial Statusò and 

ñPeriodò in the Timer Setting page, and input the description of this 

Timer in the ñDescriptionò field. 

viii Click on ñOKò to confirm the setting and return to the Timer list page. 

ix After return to Timer list page, if user want to copy the settings of a 

pre-set Timer to the new Timer, please click the radio button in front of 

the pre-set Timer and then click ñCopyò, a new Timer (in sequence) 



ICP DAS WISE User Manual 
 

 

http://wise.icpdas.com 

 
176 

will be added to the list and the settings of the old Timer will be copied 

to this newly added Timer. 

x To remove a pre-set Timer, please click the radio button in front of the 

pre-set Timer and then click ñRemoveò. 

xi After all Timer settings are completed, click ñSaveò button to save the 

changes. 

 

9.3 Schedule Setting 

WISE provides Schedules to setup prescheduled routine tasks. The setting 

of Schedule can be used to check if the system time of the WISE is in the 

range of date/time setting of the schedule or not. The checking status can be 

included in the IF Condition statements. Schedule setting page is shown as 

below: 

 
Figure 9-7ȸSchedule List Page 

 

The settings steps are as below: 

i Click on ñAdd new scheduleò to add a new schedule. 

ii After clicking the ñAdd new scheduleò, a setting page will appear. 

Input a name in the ñNicknameò field and you could also input the 

description of this schedule in the ñDescriptionò field. 

iii Select Mode to be ñCalendarò or ñRepeatò. 

 ̧Calendarȸ 

(a.) In the ñDateò field, select the ñStarting Monthò and ñDurationò 

from the dropdown list. The maximum duration can be set is 

120 months. After you specify the Year and Month in the Date 

section, the calendars corresponding to the Year and Month you 

specified will appear as shown below: 
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Figure 9-8ȸCalendar mode of Schedule setting  

 

(b.) In the ñTime Range(s)ò section, click ñAddò to add new Time 

Range of this schedule. Select the start time and the end time 

from the dropdown list. User can also enable the ñHourlyò 

option for the ñTime Rangeò seting to launch the schedule with 

the set date. Each Schedule is required to set at least one Time 

Range; click on ñAddò to add more Time Range. Please note: 

the time zones you specified canôt be overlapped. If you specify 

an end time that is earlier than the start time, such as 20:00:00 ~ 

06:00:00, it indicates the end time will be set one day after the 

start date. Click ñRemoveò to remove a pre-set Time Range. 

(c.) On the calendars, click to toggle highlight on the dates youôd 

like to execute or not execute the operations for this Schedule. 

If the date shows a light purple background, it indicates the date 

is ñIn Rangeò of the schedule, that is, that date falls into the 

range that will execute the operations. On the contrary, if the 

date shows a light grey background, it indicates that date is 

ñOut of Rangeò of the schedule, that is, that date falls out of the 

range and will not execute the operations. By default, all dates 

will be ñIn Rangeò, that is, during the date range you select, the 

operation will be executed every day. ñSelect Allò button is 

used to set all dates to be ñIn Rangeò; whereas ñUnselect Allò 

button is for marking all dates to be ñOut of Rangeò. The 

ñSelect Weekdayò button is for you to select all Mondays to 
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Fridays to be ñIn Rangeò, and Saturdays and Sundays to be 

ñOut of Rangeò, that is, the operations will be executed during 

weekdays only. On the contrary, the ñSelect Weekendò button is 

for you to set all Saturdays and Sundays to be ñIn Rangeò, and 

all Mondays to Fridays to be ñOut of Rangeò, that is, the 

operations will be executed during weekends only. 

 ̧Repeat: 

(a.) In the ñDay(s) of weekò section, click on the day(s) in a week 

that is going to execute the schedule; shown as below: 

 

Figure 9-9ȸRepeat mode of Schedule setting  

 

(b.) In the ñException Date(s)ò selection, click on ñAddò to add the 

date(s) that is/are not in the schedule. Click ñRemoveò to 

remove a pre-set Exception Date. 

(c.) In the ñTime Range(s)ò section, click ñAddò to add new Time 

Range of this schedule. Select the start time and the end time 

from the dropdown list. User can also enable the ñHourlyò 

option for the ñTime Rangeò seting to launch the schedule with 

the set date. Each Schedule is required to set at least one Time 

Range; click on ñAddò to add more Time Range. Please note: 

the time zones you specified canôt be overlapped. If you specify 

an end time that is earlier than the start time, such as 20:00:00 ~ 

06:00:00, it indicates the end time will be set one day after the 

start date. Click ñRemoveò to remove a pre-set Time Range. 
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iv Click on ñOKò to confirm the setting and leave the setting page. 

v Repeat steps i~iv to complete settings of all Schedules. 

vi To modify the settings of a pre-set Schedule, please click on the radio 

button in front of the Schedule, and then click on ñSettingò to modify 

the settings. 

vii To copy the settings of a pre-set Schedule to the new Schedule, please 

click the radio button in front of the pre-set Schedule and then click 

ñCopyò, a new Schedule (in sequence) will be added to the list and the 

settings of the old Schedule will be copied to this newly added 

Schedule. 

viii To remove a pre-set Schedule, please click the radio button in front of 

the pre-set Schedule and then click ñRemoveò. 

ix After all schedule settings are completed, click ñSaveò button to save 

the changes. 

 

 

9.4 Email Setting 

WISE support Email messages sending function. This function allows 

sending pre-input Email message(s) to pre-set Email receiver(s) under 

certain conditions. The configuration page is shown as below: 

 

Figure 9-10ȸEmail List Page 

 

The settings steps are as below: 

i Click on ñAdd new emailò to add a new email setting. 

ii After clicking the ñAdd new emailò, a setting page will appear, input a 

name in the ñNicknameò field and you could also input the description 

of this email in the ñDescriptionò field; shown as below: 
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Figure 9-11ȸEmail setting page (Name & Description ) 

 

iii In the ñSMTP Serverò field, enter the IP or the domain name of the 

SMTP server; or select the SMTP server from the dropdown list. In the 

dropdown list, WISE provide four public SMTP servers for selection as 

below: 

 ̧Google Gmail 

 ̧Yahoo Mail 

 ̧Microsoft Outlook / Hotmail 

 ̧AOL Mail  

After select SMTP server from the dropdown list, WISE will 

automatically complete the ñPort Numberò and ñSecurityò setting 

related to the SMTP server you select. The SMTP Setting page is 

shown as below: 

 

Figure 9-12ȸEmail setting page (SMTP Server ) 

 

iv Input the Port number, the default port number is set as 25. 

v If the SMTP server requires account and password validation, please 

select the ñEnableò checkbox in the ñAuthenticationò field, and 

continue steps vi~viii to login into the SMTP server. If the SMTP 

server doesnôt need account and password validation, uncheck the 

ñEnableò checkbox and go directly to step ix. 

vi Enter the SMTP server login ID in the ñIDò field. 

vii Enter the SMTP server password in the ñPasswordò field. 

viii In the ñSecurityò field, select the security setting to be ñNo Securityò or 

ñTLS/SSLò from the dropdown list. 

ix After complete SMTP server setting, continue to input Email address 

setting. In the ñSender Nameò field, input the name of the sender. 
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x Enter the senderôs email address in the ñSender Email Addressò field. 

xi In the ñReceiver Email Addressò section, click on ñAddò to add the 

receiverôs email address. At least one email address has to be entered. 

The number of the receiver's email addresses is unlimited. 

 

Figure 9-13ȸEmail setting page (Email Address)  

 

xii After complete Email Address setting, continue to input Email Content 

setting. Enter the email subject in the ñSubjectò field. The Email 

Content Setting page is shown as below: 

 

Figure 9-14ȸEmail setting page  (Email Co ntent ) 

 

xiii Enter the content in the ñContentò section. In addition, it provides 

encoded strings for users to add current I/O channel value or Internal 

Register value into the Email content. To make it easy to add the 

encoded string, WISE provides ñReal-time variable editorò. Please 

refer to "7.2 User-Defined Data Loggerñ for more detailed information 

of the ñReal-time variable editorò. 

xiv To verify whether your email setting is correct to send the Email, click 
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ñSendò in the ñEmail Setting Testò section, then WISE will send a test 

Email to the receiversô email addresses. 

xv Click on ñOKò to confirm the setting and return to the Email list page. 

xvi Repeat steps i~ xv to complete settings of all Emails 

xvii To modify the settings of a pre-set Email, please click on the radio 

button in front of the Email, and then click on ñSettingò to modify the 

settings. 

xviii To copy the settings of a pre-set Email to the new Email, please click 

the radio button in front of the pre-set Email and then click ñCopyò, a 

new Email will be added to the list and the settings of the old Email 

will be copied to this newly added Email. 

xix To remove a pre-set Email, please click the radio button in front of the 

pre-set Email and then click ñRemoveò. 

xx After you finish all the Email settings, click ñSaveò button to save the 

settings. 

 

 

9.5 SMS Setting 

WISE-2841M-4GE/4GC/5GE/5GC offer SMS Alarm message sending and 

SMS Command receiving functions. For SMS Alarm function; it allows to 

send pre-set SMS alarm message to specific phone numbers. For SMS 

command function; it allows to set up authorized phone numbers to receive 

SMS commands. WISE will execute the commands received from 

authorized phone numbers only. There are 2 types of SMS commands: 

 ̧ Retrieve channel data (GET): The user can retrieve specific channel 

real-time data. The user could add the encoded string to the message 

to retrieve the related channel data. 

 ̧ Modify channel data (SET): The user could modify channel data by 

SMS command. Each SMS command message allows to modify one 

channel value. 

 

9.5.1 Phone Number Group Setting 

If users want to send a SMS alarm to many cell phone numbers, they 

can group the cell phone numbers before setting SMS Alarm. It would 

be easier to set SMS Alarm and modify SMS receivers with the Phone 

Number Group function. The Phone Number Group Setting page is 

shown as below: 
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Figure 9-15ȸPhone Number Group  setting  page (1) 

 

Please follow the steps below: 

i Make sure the ñPhone Number Groupò Tab is selected. 

ii Click ñAdd new phone number groupò, the Phone Number 

Group Setting page will appear as follow: 

 
Figure 9-16ȸPhone Number Group  setting  page (2) 

 

iii Input name in the ñNameò field and you could also input the 

description of this phone number group in the ñDescriptionò 

field. 

iv In the ñPhone Numberò section, click on ñAddôô to input the 

phone numbers to receive the SMS Alarm messages. Keep on 

clicking ñAddò to add all phone numbers to receive the Alarm 

message, click ñRemoveò to remove the phone numbers you 

want to delete. The number of the phone numbers in a group is 

unlimited. 

v Click on ñOKò to confirm the setting and leave the setting page. 

vi Repeat steps ii~v to complete settings of all phone number 

group setting. 

vii After you finish all the Phone Number Group selections and 

settings, click ñSaveò button to save the settings. 

 

9.5.2 SMS Alarm Setting 

The SMS Alarm Setting page is shown as below: 
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Figure 9-17ȸSMS Alarm setting  page (1) 

 

Please follow the steps below: 

i Make sure the ñSMS Alarmò Tab is selected. 

ii Click ñAdd new SMS alarmò, the SMS Alarm Setting page will 

appear as follow: 

 
Figure 9-18ȸSMS Alarm setting  page (2) 

 

iii Input name in the ñNameò field and you could also input the 

description of this SMS Alarm in the ñDescriptionò field. 

iv In the ñPhone Numberò section, select a preset phone number 

group, or click on ñAddôô to input the phone numbers to receive 

the SMS Alarm messages. The SMS can be sent to multiple 

receivers. Keep on clicking ñAddò to add all phone numbers to 

receive the Alarm message, click ñRemoveò to remove the 

phone numbers you want to delete. The number of the SMS 

alarm receivers is unlimited. 
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v Enter the content in the ñMessageò field. If content includes 

characters other than English, it must be checked for 

ñMultilingual Support(Unicode)ò. SMS Alarm provides an 

encoded string for you to add current I/O channel data or 

Internal Register data into SMS Alarm message. To make it 

easy to add the encoded string, WISE provides ñReal-time 

variable editorò. Please refer to ñ7.2 User-Defined Data 

Loggerò for more detailed information of the ñReal-time 

variable editorò. 

vi To verify whether your SMS Alarm setting is correct to send the 

SMS message, click ñSendò in the ñSetting Testò section, then 

WISE will send a test SMS to the phone numbers. 

vii Click on ñOKò to confirm the setting and leave the setting page. 

viii Repeat steps ii~vii to complete settings of all SMS Alarm 

setting. 

ix To modify the settings of a pre-set SMS Alarm, please click on 

the radio button in front of the SMS Alarm, and then click on 

ñSettingò to modify the settings. 

x To copy the settings of a pre-set SMS Alarm to the new SMS 

Alarm, please click the radio button in front of the pre-set SMS 

Alarm and then click ñCopyò, a new SMS Alarm will be added 

to the list and the settings of the old SMS Alarm will be copied 

to this newly added SMS Alarm. 

xi To remove a pre-set SMS Alarm, please click the radio button 

in front of the pre-set SMS Alarm and then click ñRemoveò. 

xii After you finish all the SMS Alarm selections and settings, 

click ñSaveò button to save the settings. 

 

 

9.5.3 SMS Command Setting 

The SMS Command Setting page is shown as below: 
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Figure 9-19ȸSMS command s etting  page 

 

Please follow the steps below: 

i Make sure the ñSMS Commandò Tab is selected. 

ii In the ñSMS Command Functionò section, click on ñEnableò to 

enable SMS Command function. The SMS Command list will 

be displayed. If ñDisableò is selected, the SMS Command list 

will be disabled. 

iii In the ñAuthorized Phone Numberò field, click on ñEnableò to 

set the phone numbers you would like to authorize to send SMS 

commands to WISE-2841M-4GE/4GC/5GE/5GC. If this field is 

not enabled, this WISE controller would receive SMS 

commands from any cell phone. Click on ñEnableò and keep on 

clicking ñAddò to add all phone numbers to send the SMS 

commands to WISE, click ñRemoveò to remove the phone 

numbers you want to delete. Please note: the Authorized Phone 

Number has to be input in the normal format. For example, if 

the Authorized Phone Number is a cell phone number 

0987654321 in Taiwan area, Just input the Authorized Phone 

Number as ñ0987654321ò. If you cannot send the command to 

WISE successfully, you can use the cellular phone to send the 

SMS command ñECHOò to the WISE module. When WISE 

receives the command, it will reply a SMS message to the 

cellular phone you use. The SMS message will include the 

phone number that WISE received. After getting the 

information, you can enter the exact phone number of the SMS 

message sender in the 'Authorized Phone Number' field of the 

WISE module. 
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iv Click ñAdd new SMS commandò, the SMS Command Setting 

page will appear. 

v Input a command string in the ñCommandò field as the 

nickname for the original corresponding command in the 

ñCommand String Editorò section. In the ñCommand String 

Editorò section, select the command type to be ñGETò (retrieve 

real-time channel data) or ñSETò (modify channel data) from 

the dropdown list. For ñGETò command (shown as Figure 9-20); 

It provides an encoded string for you to add current I/O channel 

data, power data or Internal Register data into SMS command. 

To make it easy to add the encoded string, WISE provides 

ñReal-time variable editorò. For ñSETò command (shown as 

Figure 9-21), select ñSourceò, ñModuleò and ñChannelò from 

the dropdown list, and then set the ñValueò to be modified (you 

can also leave the ñValueò field blank, and input the value later 

according to requirement in real-time when send back the SMS 

Command). Take Figure 9-21 as an example, you can leave the 

ñValue ñfield blank and input the SMS Command AO/2.3 to 

modify the AI channel value to be 2.3. 
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Figure 9-20ȸSMS command s etting  for GET command  

 

 

Figure 9-21ȸSMS command s etting  for S ET command  

 

vi Click on ñOKò to confirm the setting and leave the setting page. 

vii Repeat steps iv~vi to complete settings of all SMS Command 

setting. The SMS Command (and its original corresponding 

command) will be listed in the SMS Command List on the SMS 

Command setting page. 
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Figure 9-22ȸSMS command list  

 

On Figure 9-22, taking the second SMS Command on the list as 

an example, when user send SMS message ñDATAò to WISE, 

WISE will send back the data of DI0, DI1, & DI2 of the 

M-7055 to the command sender. 

Taking the third SMS Command on the list as an example, 

when user send SMS message ñAOò to WISE, WISE will set 

the value of AO0 on M-7024 to be 2.3 after receiving the 

message. 

 

viii To modify the settings of a pre-set SMS Command, please click 

on the radio button in front of the SMS Command, and then 

click on ñSettingò to modify the settings. 

ix To copy the settings of a pre-set SMS Command to the new 

SMS Command, please click the radio button in front of the 

pre-set SMS Command and then click ñCopyò, a new SMS 

Command will be added to the list and the settings of the old 

SMS Command will be copied to this newly added SMS 

Command. 

x To remove a pre-set SMS Command, please click the radio 

button in front of the pre-set SMS Command and then click 

ñRemoveò. 

xi After you finish all the SMS Command selections and settings, 

click ñSaveò button to save the settings. 

 

 



ICP DAS WISE User Manual 
 

 

http://wise.icpdas.com 

 
190 

9.6 SNMP Trap Setting 

SNMP Trap function allows WISE to initiative sending of the system data 

and IO channel data to the SNMP Manager (pre-defined in the SNMP 

Setting of System Setting section) in real time automatically when unusual 

events occur; so that the SNMP Manager can respond immediately with 

corresponding operations. The configuration page for SNMP Trap setting is 

shown as below: 

 

Figure 9-23ȸSNMP Trap List  Page 

 

The settings steps are as below: 

i Click ñAdd new SNMP agentò to add a new SNMP Agent. 

ii After click ñAdd new SNMP Agentò, the setting page of this SNMP 

Agent will be shown. Enter the informatoin for the ñNicknameò and 

ñSNMP Agent Addressò fields. 

 
Figure 9-24ȸSNMP Agent Setting Page  of V2c version  

 

iii Select the version used by this SNMP Agent in the ñVersionò field. 

Different versions will require different information to be entered. V2c 

needs to enter the information for ñTrap Communityò field. For V3, 

user need to enter the information for ñUsernameò field and select the 

ñSecurity Levelò, and then set up the information for ñAuthentication 

Protocolò, ñAuthentication Passwordò, ñEncryption Protocolò and 
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ñEncryption Passwordò according to the selected security level. 

 

Figure 9-25ȸSNMP Agent Setting Page  of V3 version  

 

iv Click the ñSendò button in ñSNMP Trap Setting Testò field to 

immediately send a test SNMP Trap to the SNMP Agent address user 

enter to check whether the SNMP Trap setting is correct, or not. 

v Click ñ+ Add new trap messageò to add the new SNMP trap message 

for the SNMP Agent. 

vi After click ñ+ Add new trap messageò, the ñSNMP Trap Messageò 

setting page will be shown. Please assign the Nickname for the SNMP 

Trap message, then select the type of the ñSNMP Trap Messageò. WISE 

provides two options of ñSNMP Trap Messageò as ñChannel dataò and 

ñUser-Defined Dataò for users to easily edit the content of SNMP Trap 

message, the setting page is as follows. 
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Â Channel Data type 

 

Figure 9-26ȸSNMP Trap " Channel Data" type Setting Page  

 

Select the ñInterfaceò, ñModuleò, ñChannelò, ñObject Identifier 

(OID)ò and ñFormatò from the dropdown list, then click ñOKò button, 

and the system will add the code string of the I/O channel to the 

content of the ñSNMP Trap Messageò, and store the actual value in 

the ñSNMP Trap Messageò of the SNMP Agent according to the data 

format set up by user. Following is an example that the SNMP Agent 

contains three ñSNMP Trap messagesò, the first ñSNMP Trap 

messageò represents the counter value of the DI counter channel 0 of 

the XV116 module connected to the XV-Board interface, and the 

second ñSNMP Trap messageò represents the AI0 value of the 

M-7019R connected to COM4, and the third ñSNMP Trap messageò 

represents the value of the iSN-101 Leak module connected to 

COM4. 

 

Figure 9-27ȸList of "SNMP Trap Messages" edited by "Channel Data" type  
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Â User-Defined Data type 

In addition to the ñChannel Dataò type, user can also select the 

ñUser-Defined Dataò type to edit the content of the SNMP Trap 

message. Following is the setting page of the ñUser-Defined Dataò 

type: 

 

Figure 9-28ȸSNMP Trap "User -Defined Data" type Setting Page  

 

In the ñUser-Defined Dataò type settings page, the user can enter the 

words (or sentence) he want to present in the message and edit the data 

format and message content by himself. The ñUser-Defined Dataò field 

provides users with a special code string to add real-time I/O module 

channel data into the ñUser-Defined Dataò text. User can click the 

ñEditò tab or directly click the ñUser-Defined Dataò text area, and the 

ñReal-time Variable Editorò will appear as below. 
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Figure 9-29ȸ"User-Defined Data "  Interface in Edit Mode  

 

User can input message in the ñUser-Defined Dataò field, and then 

select the ñInterfaceò, ñModuleò and ñChannelò from the dropdown list 

and click ñInsertò to add channel value encoded string into the 

ñUser-Defined Dataò content. The system will record the data the user 

pre-set in the User-Defined Data, and save the real data values in the 

SNMP Trap message. When editing the content, the user can select the 

ñViewò tab, and then the channel encoded string will be displayed in 

the real index format of the I/O channel for user to check the settings in 

an easy way. The figure above shows an example of the encoded 

strings, the variable $Xdi0 indicates the DI0 data of XV116, the 

variable $C3M1ri0 indicates the AI0 data of M-7019R on the module 1 

that is connected to COM3. When users select the ñViewò tab, the I/O 

channel value encoded string will be displayed as below for user to 

check if the setting is appropriate, or not. 
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Figure 9-30ȸ"User-Defined Data "  Interface in V iew Mode  

 

vii After complete all settings, click the ñOKò button to confirm the 

ñSNMP Trap Messageò setting and return to the SNMP Agent setting 

page. 

 

Figure 9-31ȸSNMP Agent Setting Page(with SNMP Trap Message)  

 

viii Repeat steps v~vii to complete the setting of each SNMP Trap 

message. 

ix After complete all settings, please click ñOKò button to save the 

content of the ñSNMP Trap Messageò and return to the SNMP Trap list 
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page. 

x Repeat steps i~ix to complete the setting of each SNMP Trap. 

xi After complete all SNMP Trap settings, please click ñOKò button to 

save the setting for all SNMP Trap. 

 

 

9.7 CGI Command Setting 

CGI command function is the important function for real-time message 

communication. WISE supports fully CGI command operations as CGI 

command sending and CGI command receiving. The CGI command 

sending function can be added to the logic edition as part of logic control in 

response to specific events. The CGI command receiving function let WISE 

can receive CGI commands from others network devices. The content of 

CGI command receiving can be used in IF condition statements to trigger 

the THEN/ELSE actions.  

After the user completing the settings of a CGI Server, WISE will 

automatically create a mapping folder under the CGI directory in the 

microSD card. The new folder will use the nickname of the CGI Server as 

the folder name, however, if the CGI Server's nickname is not in English 

format or numbers; the new folder will use the IP address of the CGI Server 

as the folder name. After the CGI command receiving function is enabled 

and requires the response of CGI Server to be saved; the response from the 

CGI Server will be saved as files in its mapping CGI Server folder. The 

files inside the folder will be classified automatically by date. User can also 

enable the file transfer operation, then the WISE will send back all files 

inside the folder to the remote FTP Server. The configuration page for CGI 

command sending and CGI command receiving setting is shown as below. 

 

9.7.1 The setting of CGI command sending 

WISE supports the CGI command sending function. This function 

allows sending pre-input CGI Commands to pre-set Remote CGI 

Server devices under certain conditions. The configuration page is 

shown as below: 
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Figure 9-32ȸCGI Command  Server List Page 

 

The settings steps are as below: 

i Click the ñCGI Sendingò Tab on the right-top corner of the CGI 

command Setting page. 

ii Click on ñAdd new CGI Serversò to add the new CGI servers 

which will receive the CGI commands. 

iii After clicking the ñAdd new CGI Serversò, the CGI Server Setting 

Page will appear. The setting page interface will be shown as 

below: 

 
Figure 9-33ȸCGI Command  Server Setting page  

 

iv In the CGI Server Setting Page, you can input the name of the 

remote CGI Server in the ñNicknameò field and you could also 

input the description of this CGI Server in the ñDescriptionò field. 

v Enter the remote CGI Server IP address (or domain name) and Port 




















































































































































































































































































































































