
P1 

 I-87068W / I-87068W-2A Quick Start 

v1.0, Aug. 2025 
 

Packing List 

In addition to this guide, the package includes the following items: 
 
 
  
 
 
 
 
 
 
 

 
 
 

Technical Support 
service@icpdas.com 

www.icpdas.com 

 
Resources 
How to search for drivers, manuals and 

spec information on ICP DAS website. 

 For Mobile Web 

 
 
 
 
 
 
 
 

 For Desktop Web 
 

 

 

 

Model Name 

 

Model Name 

I-87068W / I-87068W-2A 

mailto:service@icpdas.com
https://www.icpdas.com/
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Specification 

 

 

 

 

 

 

 

 

Module I-87068W I-87068W-2A 

Output Channels 8 

Output Type 
4 Form A Power relay 

4 Form C Power relay 

Contact 
Ratings 

Form A 8A @ 250VAC  

Form C 8A @ 28VDC 2 A @ 30 VDC 

Insulation Resistance Min.1000M Ohms, at 500VDC 

Dielectric 
Strength 

Between Open 
Contacts 

750VAC 50/60 Hz 

(at 1 Minute) 

1000 Vrms 

(at 1 Minute) 

Between Coil 
and Contacts 

4,000 VAC 50/60 Hz 

(at 1 Minute) 

1500 Vrms 

(at 1 Minute) 

LED Display 
1 LED as Power/ Communication Indicator 

8 LED as Relay Output Indicators 

Power Consumption 2.5W max. 

4KV ESD Protection Yes, contact for each terminal 
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Pin Assignment 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

Wire Connection 
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Internal I/O Structure 

 

 


