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Packing List 

In addition to this guide, the package includes the following items:  

 

 

 

 

 

 

I-87K4/I-87K5/I-87K8/I-87K9  
Screw Driver 

(1C016) 

 

 

 

Technical Support 

service@icpdas.com 

www.icpdas.com 

 

Resources 
How to search for drivers, manuals and 

spec information on ICP DAS website. 

 For Mobile Web 

 

 

 

 

 

 

 For Desktop Web 
 

 
 
 

Model Name 

Model Name 

mailto:service@icpdas.com
http://www.icpdas.com/
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1 Hardware Installation and Power Connection 

 

 

 

 

 

 

 

 

 

 

 

 

2 Master/Slave Mode Selection 

The I-87Kn module is set to Slave mode by default. 

 

 

 

 

 

 

 

 

 

 

3 INIT Mode Configuration 

INIT mode is required when you need to modify communication parameters 

such as baud rate, checksum, or protocol. 

Mode Master Slave 

JP1/JP2 

Jumper 

Selection 
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Each I-87Kn module contains multiple I/O slots, each corresponding to a 

specific INIT* setting. 

 

The figure below shows the slot numbering and INIT* configuration methods 

for each supported model. 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 DIP Switch Configuration for INIT Mode 

 

The table below shows the DIP switch settings for enabling INIT mode by slot. 

I-87K4 and I-87K5 support slot selection from Slot 0 to Slot 3 via DIP switch. 

I-87K8 and I-87K9 support Slot 0 to Slot 7 via DIP switch. 

 

INIT Mode 1 2 3 4 5 6 7 8 

Slot0 ON OFF OFF OFF OFF OFF OFF OFF 

Slot1 OFF ON OFF OFF OFF OFF OFF OFF 

Slot2 OFF OFF ON OFF OFF OFF OFF OFF 
Slot3 OFF OFF OFF ON OFF OFF OFF OFF 

Slot4 OFF OFF OFF OFF ON OFF OFF OFF 

Slot5 OFF OFF OFF OFF OFF ON OFF OFF 

Slot6 OFF OFF OFF OFF OFF OFF ON OFF 

Slot7 OFF OFF OFF OFF OFF OFF OFF ON 
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 Jumper Configuration for INIT Mode 

 
Slot 4 of I-87K5 and Slot 8 of I-87K9 can be configured for INIT mode using the 
jumper setting shown in the diagram below. 

 

 

 

 

 

 

 

 

 

 

 

 

4 Configuring I/O Modules via DCON Utility Pro 

Download the latest version of DCON Utility Pro from: 

https://www.icpdas.com/en/product/guide+Software+Utility_Driver+DCON__

Utility__Pro 

 

1) Double-click DCON_Utility_Pro.exe to launch the utility.  
 

2) Click the COM Port       button to select the appropriate port. 
 

3) Click the Play       button to begin scanning for modules. 
 

4) Select the desired module from the list to configure I/O settings. 

 

https://www.icpdas.com/en/product/guide+Software+Utility_Driver+DCON__Utility__Pro
https://www.icpdas.com/en/product/guide+Software+Utility_Driver+DCON__Utility__Pro

