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Warranty

All products manufactured by ICP DAS are under warranty regard
defective materials for a period of one year, beginning from the date of
delivery to the original purchaser.

Warning

ICP DAS assumes no liability for any damage resulting from the use of this
product. ICP DAS reserves the right to change this mahaalyaime

without notice. The information furnished by ICP DAS is believed to be
accurate and reliable. However, no responsibility is assumed by ICP DAS for
its use, not for any infringements of patents or other rights of third parties
resulting from itsuse.

Copyright

Copyright @ 204.by ICP DAS Co., Ltd. All rights are reserved.

Trademark

The names used for identification only may be registered trademarks of
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Contact US
If you have any problem, please feel free to contegt u

You can count on us for quick response.

Email: service@icpdas.com
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1. Introduction

This chafer provides an overview ahe VRX201XCE7and its components, and introduces the
fundamental concepts for user familiar with tMRX20XCE7

TheVRX201CET7s the new generation Windows CE 7.0 based PAC (Programmable Automation
Controller) of ICPAS. EaciiRX201CE7s equipped with &ortexA8(1.0 GHz) CPU running a
Windows CE 7.0 operating systeamda variant of input/output ports (USB, Ethernet,

R$232/485).

Its operating systemVindows CE 7.0, has many advantages, including hardimealcapability,

small core size, fast boot speethdinterrupt handling at a deeper level, achievable deterministic
control and low cost. Using Windows CE 7.0 inMRX202CE7gives it the ability to run RGased

Control software such as Visual Basi@NE Vi sual C#, SCADA softwar e,
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1.1. Features

TheVRX201CE7offers the most comprehensive configuration to meet specific application
requirements. The following list shows the hardware and software features designed to simplify
installation,configuration and application.

Hardware Features

Powerful CPU module
CortexA81.0 GHz CPU

Memory Size:
- SIRAM (512 MB)
- MRAM (128 KB)
- Flash (256 MB)
- microSSDcard (support up to 32 GB)

USB 2.0 port &, Seral port (RS232/R$485) x2/3, Ethernet port *1
64-bit Hardware Serial Number
Dual Watchdog Timers

Operating Temperature10~ 460 C

Software Features

Windows Embedded Compact 7.0
JavaScript and VBScript

SQL Compact Edition 3.5

.NET Compact Framework 3.5
Remote Display

Rich Software SolutionSIK for Microsoft Studio 2008

VRx201-CE7 User Manual, v1.0.1 Page8

Copyright © 2@ICP DAS Co., Ltd. All Rights Reserved.Email: ervice@icpdas.com




1.2. Specifications

The table below summarizes the specifications of\WeX201CE7

Models VP-2201-CE7 VP-3201-CE7 VP-4201-CE7 VP-5201-CE7 VP-6201-CE7
LCD
Diagonal Size 7" (16 :9) 8.4°(4:3) 104 (4:3) 121" (4:3) 15" (4: 3)
Resolution 800 x 480 800 x 600 1024 x 768
Brightness (cd/m2) 400
Contrast Ratio 500: 1
LED Backlight Life (hrs) 20,000 50,000
4-wire, . .
Touch| Type o 5-wire, resistive type
resistive type

Panel [ T

Light Transmission 80 %
LED Indicator 2 (Run, PWR)

0S

System Software

Microsoft Windows Embedded Compact 7

Framework Support

.NET Compact Framework 3.5

Embedded Service

FTP Server, Web Server (Supports VB script, JAVA script), Embedded SQL

SDK Provided

DIl for Visial Studio.Net

Multilanguage Support

English, German, French, Spanish, Russian, Italian, Korean,
Simplified Chinese, Traditional Chinese

CPU Module

Memory Expansion

CPU Cortex-A8(1.0 GHz)
SDRAM 512MB (DDR3)
MRAM 128 KB
Flash(SSD) 256 MB
EEPROM 16 KB
micorSD
socket

( Up ¢ SD socket (support up to 32 GB)
support up to

32 GB)

RTC (Real Time Clock)

Provide second, minute, hour, date, day of week, month, year

64-bit Hardware Serial

Yes, for software copy protection

Number
Dual Watchdog Timers 0.8 second
LED Indicator 2 LED indicators (PWR and RUN)
Rotary Switch 0to9
VRx201:CE7 User Manual, v1.0.1 Page9
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Models VP-2201-CE7 VP-3201-CE7 VP-4201-CE7 VP-5201-CE7 VP-6201-CE7

VGA & Communication Ports

Ethernet RJ345 x 1, 10/100/1000 BaseX
USB USB 2.0 x 2
RS232/R$485
RS232/R$485 (DB9 connector); 2500 VDC

COoM1 ; 2500 VDC -

. isolated

isolated
COM 2 RS232/R$485; 2500 Ycisolated
COM3 - R$485; 2500 VDC isolated
Audio Earphoneout

Dimensions (W x H x D)
) 213 x 148 x 44 249 x 207 x4 | 291 x 229 x 54 323 x 254 x4 | 381 x 305 xB
unit: mm

Panel CuDut (W x H), unit:
197 x 133#1 | 235x 193, +1 | 277x215+1 | 310x241, +1 | 362x286, +1

mm
Installation Panel Mounting, VESAS5 x 75) Mounting
Ingress Protection Front panel: NEMA 4/IP65

Environmental

Operating Temperature -10Cto +60 C
Storage Temperature -20 Cto +70 C
Ambient Relative Humidity 10 %to 90 % RH (nenondensing)

Input Range +12 Vpcto +48 Ve

Power from PoE IEEE 802.3af IEEE 802.3a

Isolation - 1kV

Consumption 6W 75W 13 W 14 W 16 W
VRx201:CE7 User Manual, v1.0.1 Pagel0
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1.3. Overview

TheVRX201CE7s equipped with several interfaces and peripherals that can be integrated with

external systems. Here is an overview of the poments and its descriptions.

1.3.1. Front View

VP-2201-CE7

VP-3201-CE7

VP-4201-CE7

7" LCD Touch Panel
LED Indicator x 2

8.4" LCD Touch Panel
LED Indicator x 2

O

10" LCD Touch Panel
LED Indicator x 2

VP-5201-CE7

VP-6201-CE7

12.1" LCD Touch Panel
LED Indicator x 2

d

15" LCD Touch Panel
LED Indicator x 2
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O LED Indicators

TheVRX20:CEMas2 LED indicators. The details of these LED indicators are as follows:

RUN PWR

O O

LED Indicator Color ‘ Status Description

Green | On System booted and ready.
RUN Green | Off BIOS failure.

Sican || hivas :Z]:srgr:n r:ri?iry mapped out, formatted or
PWR Red On System has power applied to it.

Red Off System is not powered on.

0 Touch Panel

TheVRX201CE7s equipped with a touch paneb the display panel.
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1.3.2. Side View

VP-2201-CE7 VP-3201-CE7 VP-4201-CE7

microSD Socket Console Port SD Socket

SD Socket DIP SW.
DIP SW.

Rotary SW.

VP-5201-CE7 ‘ VP-6201-CE7

DIP Switch DIP Switch

SD Socket SD Socket

O microSD/SD Socket
ThemicroSDSEDsocketcan be used to restore théRX202CE&ystem and expand the memory
up to 32 GB.

0 Rotary Switch

Raary Switch is an operating mode selectdhe VPX20XCE7 haseveral operating
modes, for more detailed information about these operating modes. Please refer to
“2.3 @nfiguringthe Boot Modé

0 Console Port

Theconsole port is unavailable
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O DIP Switch

TheCOM1 and COM2 of the MR01-CEJrovide versatile communication types:-R$ and

RS$485. The DIP switch can be used to assign communication types, three kinds of communication
type to each OM port.(Refer to page 139 for more information)

COM Port Position 1, 2 ‘ Description

RS232Mode: ON
H HH H H RS$485 PulMode: ON (Master, default)
| 1 2 3456

ﬁH 1000/ | Rs232Mode : oFF
JUULU| | R$485 PulMode : OFF(Slave)
1.2 3 4 58
CcoM1
ililaln R$485 Slav@erminal ResistancE0(Ohm):
TIE
1234568

NN | | R$485SlaveTerminal Resistance 120hm):
OFF(default)

[
-_

COM Port ‘ Position 3, 4 Description

‘EH HH H H RS232Mode: ON
R$485 PulMode: ON (Master, default)
[ 12 3 456

‘EH HH HH RS232Mode : OFF
R$485 PulMode : OFF(Slave)

1.2 3 4 5 8
COM2
Bonmnr R$485 Slav@erminal ResistancE0 (Ohm):
1L H JU| | on
1.2 3 4 5 8
o . .
10 H []| | RS485SlaveTerminal Resistance 120hm):
JuusuL OFF(default)
[ 12 3 456
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COM Port Position 5, 6 ‘ Description

TIARARR| | Bsies Pubtade:
HABRGR| | rotes poese:

ﬁ ithilaln H RS$S485 Slavderminal Resistance 120
(Ohm):ON

COM3

RS$485 Slavderminal Resistance 120
(Ohm): OFF(default)

o
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1.3.3. Bottom View

VP-2201-CE7

Earphone-out

COM2
(RS-232/RS-485) | [aN
COM1(RS-232/RS-485)

Power
USB x 2

VP-3201-CE7

Rotary SW.
Earphone-out

COM2(RS-232/RS-485)

VP-4201-CE7

Rotary SW.
Earphone-out

USB x 2

COM2 [Power &
(RS-232/RS-485) [COM3(RS-485)
COM1(RS-232/RS-485)

VP-5201-CE7

LAN

USB x 2
Power &

CoM1
(RCSOJ«,"%) (RS-232/RS-485)
COM2(RS-232/RS-485)

Rotary SW.
Earphone-out

| VP-6201-CE7

USB x 2
Power &

COM1
(Rcso_glg%) (RS-232/RS-485)
COM2(RS-232/RS-485)

Earphone-out

O«

Earphone-out

TheVRX20XCE7as arearphone jack to outpuof sound system.

USB Port

Ox¢

The VRX20XCE7has2 USB 2.0 postthat can be used to connect the USB devices such as

mouse, keyboard or an external USB hard drive.

LAN

TheVRX20ECEasan Ethernet port that can be used to connect that can be usecbtmnect

the router to the Internet or to other devicesand can bg@owered by an IEEE802.3af compliant

PoE switch. Both Ethernet and power can be carried by an Ethernet cable elimthatimged
for additional wiring and power supply.
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O Power Input (PoE) and Frame Ground

TheVRX20XCE7 has a terminal with@ns, there are 2 pins for power input and a pin for frame
ground as follows:

+12 to +48 Ve

PWR —l PGND =k

l FG

5l

PowerInput Frame Ground

O Rotary Switch

Rdary Switch is an operating mode selectoheVRX201CEhasseveral operating
modes, br more detailed information about these operating modes. Please refer to
“2.3 @nfiguringthe Boot Modé

& COM1 (RS-232/RS-485)

The COM port is a 9pins R32/R$485 connector. The details of the COM3 port specifications

are shown to the side. RxD Iso0.GND1
Data;l- TIxD
Note: 16C550 compatible
2 B
ORA®G
Port Type: Male 6lel6]e),
Baud Rate: 115200, 57600, 38400, 19200, 9600, 4800, 2400, 1200 bpscTs Dgta-
RTS

Data Bits: 5, 6, 7, 8

Parity: None, Even, Odd, Mark (Always 1), Space (Always O
Stop Bits: 1, 2

FIFO: 128 bytes
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0 COM2 (RS-232/RS-485)

The COM port isa 9pins R&232/RS485 connector. The details of the COMS3 port specifications

are shown to the side. RxD Iso.GND2
Data+ | TxD

Note: 16C550 compatible
Port Type: Male

Baud Rate: 115200, 57600, 38400, 19200, 9600, 4800, 2400, 1200 bpscts | pata-
RTS

Data Bits: 5, 6, 7, 8

Parity: None, Even, Oddjark (Always 1), Space (Always 0)
Stop Bits: 1, 2

FIFO: 128 bytes

0 cOM3

COMB port provides a connection to external 885 devices. The COM2 has 2 pins, as follows:

Baud Rate: 115200, 57600, 38400, 19200, 9600, 4800, 2400, 1200 bps

Data Bits: 7, 8

Parity: None, Even, Odd, Mark (Always 1), Space (Always 0) D- =i ﬂﬁ L D+
Stop Bits: 1, 2 —I— -

FIFO: 16 bytes
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1.4. Dimensions

The diagrams below provide the dimensions of YfeX201CE 7o use indefining your enclosure
specifications. Remember to leave room for potentigbansionfiyou are using other components
in your system.

VP-2201-CE7
44.0 o _ _ _ -
5.8 213.0 197.0+].
T - |
I I
— | |
= [«]
=|= 1133.07 !
= 148.0 | |
=8
=
— (] | |
o I !
S L __ Recommended Panel Cut-Out |
194.7
75.0
® © ©
130701 | |le ] ” @@ F
) VESA Mount Interface use the
75.
M4 x 6L ~ 10L Screw
@
© ]
1 .
W L1 1 1 1 1 9
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VP-3201-CE7

640 _,

6.0 20 . |_ . 2350%) I
¥ | |
T | |
207.0 !193-0 1 |
| |
| | |
g \ J o Recommended Panel Cut-Out |
232.8
~— 100.0 —=
= 75.0——
© © @
w2 | [~
[ © & )\ @M4 VESA Mount Interface use the
100.0‘ M4 M4 x 6L ~ 10L Screw
@
75.0
* 3]
©
o NI
VP-4201-CE7
54.0
J-6.0 291.0 277071 |
e ~ |\ 1 - - - Tt rr—" _'I
I
i
229.0 215.01] !
i
I
. !
e = T Recommended Panel Cut-Out
274.6
| - 75.0—— |
® /] BURUTTYHEE SRRIUTUEE [ °
= & ¢ | VESA Mount Interface use the
T = M4
75.0| = M4 x 6L ~ 10L Screw
1] 1= I
212.4 =
v Ill T T .
\@ — ® y:l @%
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VP-5201-CE7

64.0 T"_"_"_"_"_"jl' _______ 1
6.0~ 324.0 | 310.0. 3 |
I 2 A i
: |
\ |
] ) |
+ :
}241.0- I |
255.0 \ |
i ]
: |
| |
‘L Recommended Panel Cut-Out '
|___ N 157/ N ey gy gy My S J—
307.4
100.0
é 75.0é
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1.5. Companion CD

This package comes with a CD that provides a collection of the software utility, documentation,
drivers, deno program and application. The CD contains several subdirectories locataxa31l
directory. All of them are listed below.

CDivp-x201

Backup

i

The files package for each release.

”E

The demo programs for examples of use in the application.

[

The technical support documents for installation, operation,
maintenance, development and application.

L

The recovered files stored on the micro SD card, that can be used to
boot and recover the system from micro SD card.

OS_image

|

The files and related information for OS releases and technology.

|

The tools and utilies for operation with PC.

|

The sources for development and application in your application.

|

The tools and drivers related to System_Disk that install GrR2Z0R-CE?7.

Update

|

The installation packages related to-¥E1-CE?7.
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2. Getting Started

This chapter provides a guided tour of tM&X20XCE7nstallation and configuration that
describes the sfps needed to download, install, configure, and run the basic procedures for user
working with theVRX20XCE7or the first time.

Before starting any task, please check the package contents. If any of the following package
contents are missing or damagetbntact your dealer, distributor.

A

¥ ocx
micro
-
mers * Adapter

VRX201CE7 A microSD Card and A microSD to SD Ada  Software Utility CD

/ sbe VY

Touch Pen Screw Driver Panelclipx 4 M4 x 30L.Screw x 4
Note: D o nusetthe M4x30L

on VESA Mount Interface
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2.1. Mounting the VP-X201-CE7

TheVRX20XCET7can be mounted on a panel of maximum thickness 12 mm.
Adequate access space can be available at the rear of the instrument panel for
wiring and servicing purposes.

Tips & Warnings

A To ensure proper ventilation fahe VRX20XCE7 leave a
minimum of 50mm space between the top and bottom edges of
the VRX201CE7and the enclosure panels.

Panel thickness
up to 5 mm

Models ‘ Depth \
VR2201-CE7 32.0 mm

VR3201-CE7 51.1 mm
VR4201-CE7 41.1 mm
VR5201-CE7 51.0 mm
VR6201-CE7 51.3 mm

Step 1: Prepare the panel and cut the hole to the specified size

Models Panel Cut-Out (Width x Height)

VR2201-CE7 200 mm x 133 mmt 1 mm
VR3201-CE7 234 mm x 192 mm 1 mm
VR4201-CE7 276 mm x 214 mmt 1 mm
VR5201-CE7| 309 mm x 240 mmt 1 mm
VR6201-CE7 362 mm x 287 mnmt 1 mm
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Step 2: Attach the VP-X201-CE7 to the cut-out hole

Step 3: Insert the panel mounting clips into the upper and lower ventilation holes
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Step 4: Screw the panel mounting clips to the panel.

e~

Tips & Warnings

A Recommended Screw Torque: 3.4 ~ 4.5ckgf
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2.2. Deploying a Basic VP-X201-CE7 System

TheVRX20XCE7provides a variety of communication interface to suit a ranfjapplication. Here
is a simple application for using tMRX20ECE7

Step 1: Make sure that the rotary switch is in the 0 position

Step 2: Connect the positive terminal (+) of the power supply to the terminal PWR1/2
and the negative terminal (-) of the power supply to the P.GND

Step 3: Connect the USB mouse or the USB keyboard to the USB port

switch must be placed

” position

+24 VDC Power Supply
PR
| P.GND | | GND |

USB 2.0 Port Keyboard, Mouse
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2.3. Configuring the Boot Mode

TheVRX20ECE"as several operating modes, which can be selected by a rotary switch.

The table below lists the operation modes available with\weX2012CE7

Position Operating Mode

0 Normal mode (Default)

Safe mode

Debug mode

OS update mode by Ilagrnet

OS update mode bylicro_SD
ReservgOS Development Mode
7~9 User Mode

1
2
3
4 Reserve
5
6

The following is a brief introduction of these modes.

Normal Mode (Default mode)

Normal mode is the default mode of operation and the one you will use most of the
time. Use this mode for more tasks and configurations. Programs also are executed in
this mode.
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Safe Mode

Safe mode is a trouble shooting. The moaleds the minimum required device
drivers and system services to boot ti8@X20XCE7

If you have malicious software or a program causedRe&X201XCE7cannot be boot
or run the normal mode, you can boot in safe mode to solve the problem.

Debug Mode

Delug mode is a special environment in which program debug functions can be used
in addition to normal system functions.

Debug mode is unsupported.

0OS Update Mode

OS update mode is a way used to update OS. For more information on updating the
VRX20XCEMOSimage, please refer to section 6.1. OS updates

Reserve d3 OS Development Mode

The positions 4, 6, of rotary switch are reserved for OS development.

User Mode

The positions 7, 8, 9 of rotary switch

WhenVRX202CE7s boot with one of these positions, it is boot at normal mode.
User’ s appl i c positiom of theraany switbhepasiion to ue at
different mode.
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2.4. Changing the User Interface Language

TheRegional and Language Settings is a Windows CE tigtionality that allows users to change the
VRX20ECE7user interface with your native language.

Step 1: Click Start menu, point to Settings, click Control Panel, and then click Regional
Settings

-Fj Prograrns ’
'{? Faviorites r
D Documents
B Settings

B Contral Panel
(}, Metwork and Dial-up Connections
E Taskbar and Start Men...

egional
Settings

Regional and Language Settings

Regional Settings Lser Intetface Language I Input Language |

-Your locale

The locale option affects how some programs format numbers, currency,
time and dates,

Customize...
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Step 2: Click User Interface Language tab, choose to your local language, and then click
OK button

Regional and Language Settings m

| Regional Settings | User Interface Language | Input Language |
-User Interface Language

The option will determine the language used for the menus, dialogs
and alerts,

English (United States El

English (United States)
French (France)
German (Germnarny)
Ttalian (Ttaly)
Portuguese (Brazil
Spanish (Spain - International Sort)

Step 3: Double-click the PAC Utility on the desktop, and then reboot the VP-X201-CE7 for
changes to take effect

1f/~

Double-click
the PAC Utility

PAC Utility [1.2.1.4]

iiE Help .
Save ﬁ
Save and Reboot e | ERAES 7

Reboot

'

i

o
Restare Utility Default Settings A
Exit {
PAC UtP

a3
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2.5. Using PAC Utility to Manage the VP-X201-CE7

The PAWItility is a collection of th& RX201CE 7system tool that allowsisersto manage and
configurethe VRX20XCE7quickly and easily

For more detailed information on PAC Utility

Step 1: Double-click the PAC Utility on the desktop

Step 2: Configure IP address (DHCP), FTP Server, Auto Execution files..., etc

‘[ Eile Help

General | General2 ID\spIay I 1P Config | Netwark IDE\HEE! Information I Autn Execution IRDtary Exd Al I 4

ﬂ

Access | Login

FTP @ Enzble () Disable

Allow Anorymous @ Enable (O Disable

Set FTP default download directory to:

Double-click ; ] |
the PAC Utility

- Netwaorl:
SetHTTP do| - system_disk
wrindowsiyw] - Recycled Apply |
i~ Application Data

My Recent Docurments
My Documents
Program Files

i
Cancel I Ok
Step 3: Reboot the VP-X201-CE7
PAC Utility [1.2.1.4]
iﬁﬁ Help 7
Save ﬁ’
Save and Reboot prifig | Network 3
Reboot {'I
1}
Restore Litility Default Settings 1’3
Exit {
AC Uty
Ty
VRx201-CE7 User Manual, v1.0.1 Page32

Copyright © 2@ICP DAS Co., Ltd. All Rights Reserved.Email: ervice@icpdas.com




3. Tools and Tasks

This chapter provides a brief introduction of Mi@X201CE7%ervice tools ands benefits.

There are several tools and utilities buiitand designed for use witiRX202CE7 Some of these
are preinstalled onVRX20XCE7and can work directly o'RX202CE7 and some of these are
supporting tools and can help you to manage YHeX201CE#emotely on a PC.

The following toolsre preinstalled onVRX20:CE7and can work directly oRX202CEhat
can be found on the CD that was provided with the package or by downloading the latest version
from ICP DAS web site.

CDYvp-x201 System_DisKools
http://ftp.icpdas.com/pub/cd/winpac_am335x/vix201/system_disk/tools/

N 0CONUiiy_pro-
e b maser_ ool
— ST
N PiC Uiy
T
N Remot_Display
N Sendrocon
— T
— T

VRx201:CE7 User Manual, v1.0.1 Page33

Copyright © 2@LICP DAS Co., Ltd. All Rights Reserved.Email: £rvice@icpdas.com




3.1. PAC Utility

PAC Utility is a collection of software applications that enable management and configuration of
VRX201CE7%ystem and features.
PAC Utility is subject to change

PAC Utility [1.2.1.8] ! E

General |Display IIF' Config INetwcurk IDevice Infor mation Iﬂ\u’o:n Execution I Rotary Execution | Sy 4| #

Welcome to use PAC Utility
This tool will hels you easy to
use PAC CE series,

PAC Utility

Taszk Bar setting:
[ suto Hide

[ always On Top

HIVE Feqgistry:
@) iutn Save To Flash (Default)
— (") Maunal Save To Flash

Backplane Battery [] Enable sutorun in plugging LSE Disk
Batteryl @ Ok Ok [] Enable autorun in plugging Micra SD
Configure the synchronization with a time server | Configure | | Backlight Setting

The PAC Utility includes the followingenu bars and propertiabs.
All of thesefunctions will be explained later.

Menu bar Property Tab ‘
File General
Help Display

IP Config

Network

Device Information
Auto Execution
Rotary Execution
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3.1.1. Menu Bar - File

iﬁﬁ Help

Save
Save and Reboot
Reboot

Restare Utility Default Settings

Exit
The menus use to How to use ‘
Reboot Restartsthe VRX2QL-CE7
Restore Default Settings Restorethe VRX201CE7settings to its default.
Exit Exitsthe PAC Utility.
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3.1.2. Menu Bar - Help

Ahout PAC Utility

PAC Utility
Yersion: 1.2.0.5

Copy Right (c) 2003, ICPDAS Co., LTD.
All Rights Reserved, PAC Utility and the
PAC Utility logos are rademarks of
ICPDAS,

P&C Windows CE; en-US)

The menus use to How to use

About Displays a dialog box with information abdRAC Utility
including he current versiorand copyright information.
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3.1.3. Property Tab - General

TheGeneral tab provides functions to configure thetaskpar c heck t he st atus of

PAC Utility [1.2.1.8] ! E

General |Display IIF' Config INetwcurk IDevice Infor mation Iﬂ\u’o:n Execution I Rotary Execution | Sy 4| #

Welcome to use PAC Utility
This tool will help you easy 1o
use PAC CE series,
P;ﬁ\ C H iII | i Y Task Bar setting:
[ suto Hide

[ &lways On Top

HIVE Feqgistry:
@) &t Save To Flash (Defaulty

() Maunal Save Ta Flash

Backplane Battery [] Enable autorun in plugging USE Disk
Batteryl @ Ok Ok [] Enable autorun in plugging Micra SD

Configure the synchronization with a time server | Configure | | Backlight Setting |
The tab use to How to use ‘
Lock or AuteHide | Auto-Hide the taskbar:
the taskbar Select theAuto Hide check box.

Lock the taskbar:
Select theAlways On Top check box.

Auto save or Auto save to flash:
manual save to Select theAuto Save To Flash (Default) check box.
flash Any changes made to théRX20L-CEAwill be saved and only take effet

after the VRX20:CE#eboots.

PAC Utility [1.2.1.4]

Manual save to flash:

718 Help

Select thevanual Save to Flash
check box Save and Reboot

Reboat
Any changes made to the R
VRX20XCEMill be saved by Restore Utility Default Settings >
clicking theSave and Reboot from M
File menu.
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The tab use to How to use

EnableUSB autorun Select theEnable Autorun in plugging USB Disk check box.

Enable microSD auotrun | This item is temporarilynavailable.

Automatic synchronization | Refer to the Appendix A.2. How to configure the service for
of system time automaically synchronizing with the internet time server.
Adjust thebacklight Move the slider to the left to decrease thigightnessor move the
slider to the right to increase thierightness and then click the
Save the settings button.

Backlight_Brightness_Setting
!

Brightness value: O

Save the settings
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3.1.4. Property Tab — Display

TheDisplay tab provides functions to configure thraonitor settings

Screen resolution: Screen refresh rate:

Less I M+lare: EI

640 by 480 pixels

The tab use to How to use

. Move the slider to the left to decrease the resolution or move the
Adjust the screen . . . . .
_ slider to the right to increaséhe resolution, and then click thepply
resolution
button.
Change the screen Select the desired refresh rate from tSereen refresh rate
refresh rate drop-down list, and then click the Apply button.
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3.1.5. Property Tab — IP Config

ThelP Config tab provides functionso configure either DHCP (Roaming) or manually configured
(Static) network settings and to monitor the MAC address. Generally, DHCP is the default settings,
but if you don’t have a DHCP server, you must
configuration.

PAC Utility [1.2.0.6] M [=]

LAN 1:

MaC Address: 78-C5-E5-83-06-8C
@ Use DHCP to get IP address
() assign IP address

IP Address: |1|:|,1,|:|.E;E.

Gatewsay:  |10.1.0.254

|
Mask: [255.255.0.0 |
|
|

DMS Server: |1D.D.D.3

["] Reboot for changes to take effective

The tab use to How to use

Use DHCP to get IP address:

Select theUse DHCP to get IP address option, and then click théppl
Set the network 8 P PRy

: button.
settings .
Assign an IP address:
Select theAssign IP address option, and then click theApply button.
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3.1.6. Property Tab — Network

TheNetwork tab comprisesghreetabs— AccessLoginandFile Server Settings

Access

The Access tab provides functions to enable/disable the FTP access, enable/disable anonymous
FTP access, and configuhe FTRnd HT THirectory path.

PAC Utility [1.2.1.4] ! E

[General General2 IDispIay IIF' Config || Metwark || Device Information Iﬁuh:u Execution IRDtary Exe 4| »

ACCESS | Login IFiIe Server Seffings I

FTF (W) Enable () Disable

Allow Anonymous @ Enable () Disable

Set FTP default download directory to:

' ||| et

Set HTTF document root directory to:

R aTe w =L aTH || || Apply

The tab use to How to use

Enable the FTP access:

Select theEnable check box in th&TP field, and then click the
Enable or disable the | Apply button.

FTP access Disable the FTP access:
Select theDisable check box in th&TP field, and then click the
Apply button.
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The tab use to How to use

Enable anonymous FTP access:
. Select theEnable check box in théllow Anonymous field, and then
Enable or disable )
click theApply button.
anonymous FTP .
ACCesS Disable anonymous FTP access:
Select theDisable check box in théllow Anonymous field, and then
click theApply button.
Set the FTP Enter a new path in theet FTP default download directory to: field,
directory path and then click the\pply button.
Sd the HTTP Enter a new path in theet HTTP document root directory to: field,
directory path and then click the\pply button.
Login

The Login tab provides functions to maintain the FTP accounts.

PAC Utility [1.2.1.4] ! E

[General I General2 I Display IIF' Config | Metwork | Device Information Iﬁuto Estecution IRDtary Exg 1] F

[Access | Login | File Server Settings |

User Narme Password

Jadmin | [+~ || add || Delete

Lser name Passwiord

The tab use to How to use
Maintain the FTP Refer to the Appendix C.1 How to add a user account to rema
accounts login theVRX20XCE7rom PC.
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File Server Settings

The File Server Settings tab provides functions tgetthe SMB server

PAC Utility [1.2.0.6] M [=]

[General IDisplay IIF' Caonfig | Metwork | Device Information I Auto Execution I Rotary Execution |

ACCess I Login | File Server Settings |

You can create a networked file server and enables clients to store and
retrieve files, and makes use of the Internet for communication betwesn
client devices and other shared equipment.

|| Settings Share Files System Settings !

Device Mame {Each device need setting
a different device name)

|C|:| rpact |

The path 1o the folder to be shared

Configure the file server to use LANY as
the network adapter

|PcrFETCESRZ ~]

Enable all authentication on the file
server, The file server will not be
accessible to all users on the

D network and the "admin" as the
Lser to be allowed access o the
file server

Set

Heln

The tab use to How to use

Set the SMB server Click the Settings button to set the SMB server path.

VRx201-CE7 User Manual, v1.0.1 Page43

Copyright © 2@ICP DAS Co., Ltd. All Rights Reserved.Email: ervice@icpdas.com



3.1.7. Property Tab — Device Information

TheDevice Information tab provides functions to monitor necessary system information of the
VRX20XCET7 Theinformation is the most importainnote of version control for upgrading system.

PAC Utility [1.2.1.4] ! E m

| General | General2 | Display | 1P Config | Network |Device Information | Auto Execution | Rotary Exe_| ¥ |

Module(CPU) Type: | |
Serial Number : |01-82-4D-06-18-00-00-DA |
Backplane Version: | |
CPU Version: [Lo00 |
0S Version: [1.0.1.1, 2015/10/30 09:365 |
Eboot Version: [1.2.1.0, 2015/10/22 16:26:0 |
NET CF Version:  [3.5.7338.00 |
SQLCE Version:  [3.5.8154.0

|
PACSDK Version:  [4.3.3.4 |
CPU Temperature: | |
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3.1.8. Property Tab — Auto Execution

TheAuto Execution tab provides functions to configure programs runnin@g/&X20:CE 7tartup,
it allows users to configure ten execute files at most.

Tips & Warnings

e Thespecific extensionare .exe and .bat, and they are executed in order of
program 1, program 2, etc.

PAC Utility [1.2.1.4] ! E

[ General I General2 I Display I IF Config I Metwork IDeuice Information | ALto Execution | Rotary Exg 1| ¥

Program 1: |"-.-"_REMDTE.E}{E | Browse |
Program 2 | | | Browse I
Program 3: | | Browse_|
Prograrm 4: | | | Browse I
At most 10 pragrams Program 3. | | | Brawse |
cvocuts aaomatealy ProTemS: | | [erowse |
atsystem startup. Frogram 7: | | | Browse |
Program 2: | | | Browese I
Frogram 9: | | | Browse |
Program10: | | | Browse I

The tab use to How to use
Configure programs Click theBrowse button to select the execute file whicyou want,
running at startup and then click theépply button.
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3.1.9. Property Tab — Rotary Execution

TheRotary Execution tab provides functions to configure programs runnin¢/&X201CE7
startupin one of the user defined mogé allows users to configure ten execute filganost.

[General IDispIay I IF Config INehﬁmrk IDeviu:e Infor mation I Autn Exerution | Rotary Execution E‘ ML
Raotary Switch O |Nurma| Miode | Browse |
Rotary Switch 1 [Safe Mode | [ Erowse ]
Rotary Switch 2: |Debug Mode | Browse |
Rotary Switch 3: |OS update mode by Ethernet | | Browse |
Rotary Switch 4: |Reserved | Bronwse |
Rotary Switch 5 |OS update mode by Micro_SD | | Browse |
Rotary Switch &;  [Reserved | [ Browse_|
Raotary Switch 7 | | | Browse |
Rotary Switch 2: | | . Browse |
Rotary Switch 9: | | | Browse |

The tab use to How to use

Configure programs running at startug Click theBrowse button to select the execute file
in one of the user defined mode which you want, and then click thagpply button.
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3.2. DCON Utility Pro

DCON Ulity Proenables users easily to configuard manage the 1/0 modules via Ethernet or
serial ports (R232/R$485).

For more information on how to use DCON Utility Pro to configure 1/0 modules, please refer to 2.5.
Using DCON Utility Pro to Configur@ Modules

For moredetailedinformationon DCON Utilityapplication please refer to:
http://www.icpdas.com/root/product/solutions/software/utilities/dcon utiltiy pro.html

DCON Utility Pro CE V 2.0.0.4

Start Address 0 End Address 4

o Addr... | Baud Rate | Checks... |Format| Status | Description

Terminal Command Line Tool
COMPart  |COMO[Backplane =] Protocol — [SCO] 52
Baud Rate |1152OO E| Format |N,8,1—None Parity El Send
Checksum  [Disable = gt [slotol=] | ]
Timeout  [100 ms SelectiD | =
Cormmand 300M
Response
|
4 I EdltCDm 10 Data Logger I Aboutl
I COM Port COM Port [coma =] Load
ICOMD E Protocal m
Baud Rate [115200 v] | Remoe

Data Format |N,8J1 El Add ==

Checksurm m

Slat I—E Modify I |

Timeout (ms) Iggg(ms) E' cave

Delay for Mext (ms) |2E|E|(ms) :I

Command Reference | [~]

Send Command |$DlM |

Compared Response |Input Compared Data |

Compare Made |Fu|| Match El
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http://www.icpdas.com/root/product/solutions/software/utilities/dcon_utiltiy_pro.html

3.3. TaskMgr

The TaskMgr is a Windows CE application, which provides real time info on all processes and
threads including System threads, similar in appearance to the Windows Task Manager.

Windows CE Task Manager

Performance IPmcesses Iﬁpp]j;:aticu 1 n
100

Windows CE Task Manager

Lpplicatio n u

Procesaes

Irmage Marm... | Threa... | Llern. izl

Tasmfrﬁger'” Windows CE Task Manager

w_remote exe

servicesd.exe Applications | Disk Nﬂt

explorer.exe |

Usage 2% CrarelTzer exe Task

ndeine exe
| udevieee V. Virtual CE

NE BEYE

1

- |
a | B
Close Switch
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3.4. VCEP

ICPDAS VCEP is designed for managing YeX20XCE7anywhere. No matter where you are, ICP
DAS VCEP provides a convenient environment on the Desktop PC and lets you control your
VRX201CEemotely.

virtual CE ]
File Help E

Vindual CE 5

Connected
Ready
Primary IF = 10.1.0.94

License Free ersion

Wideo=G01

wwey fCpidas, com

ICPDAS VCEP is composed of twaimmcomponents: Thgerver which runs orWRX20XCE7and
the Client which runs on a Desktop PC.

Once a connection is established between the client and server (initiated by the client), the client
will periodically send requests for screen updates anmtismouse/key click information to the
server to simulate.

Each video frame is intamompressed against the previous frame and then hevenpressed with a
modified LZW scheme to minimize the amount of data transmitted from server to client.

For more dediled information on VCEP application, please refer to
http://ftp.icpdas.com.tw/pub/cd/winpac_am335¥%RX201CE7pc _tools/vcep/
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3.5. Remote_Display

TheRemote Display allowsVRX20XCE 7o be controlled and monitored from a remote location.

This tool is composed of two parts, a client and a server. The server is a program named
cerdisp.exe running oMRX20XCE7 The client is a P@ased program named cerhost.exe running
onthe PC.

cerdisp cerhost

Once a connection is established between the client and server (initiated by the client), the client
will periodically send requests for screen updates and send mouse/key click information to the
server to simulate.
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3.6. SendToCOM

TheSendToCOM uses the serial port to communicate with expansion module. To use the
SendToCOM, you can send data to expansion module through the serial port, and receive data
from other device through the serial port.

For more information about these commands for comitating with expansion module, please
refer to:
http://www.icpdas.com/root/product/solutions/remote io/rs485/i-8k 87k/i-8k 87k _®lection.
html#b

ICPDAS Send to COM V1.0.4 2011f2/23
Caonneckion Skatus
COM Part Baudrate [rata Bit Parity: Stop Bit Slak
o =] [rsew [] b [=] fpereroy =] |© 1= |
Endstring with @ mone (YJLFcR (YR (O crIF (OLWF [string | B4 +cre

Binar Skrin m Palling

Comrmands Responses O 4 @ d - -

Current Packet Size (bytes) g Current Packet Size (bybas) g futa send Internal (ms)  |sop

Total Packet Bytes

=

Tokal Packet Bvtes il | Skart || Stop | Set
Packet Quantity received |0 chart Time |Start Tme

ﬂl Stop Time  |Stop Time

Packet Quantity send

=

Clear
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3.7. RegEdit

TheRegEdit provides a hierarchical representation of the registry on a target computer, similar in
appearance to the Windows Registry Editor. The standard registry roots are represented; you can
add keys beneath a root to poita existing registry keys, or you can add your own keys. Values can
be changed for existing keys, or added for new keys, and default keys can be specified. For more
information, see Registry Settings Management in Deployment.

Registry Editor Version 1.2.2 ! E
R T MName | Type | pata |
- HKEY_CURRENT_USER
- HKEY_LOCAL_MACHINE
 HKEY_UUSERS
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3.8. 1SQLW35

ThelsQLw3s is aWindows Enbedded Compact finctionality that implements SQL Server
Compact 3.5 Query

’é; Cbjects soL | [ arid Motes

..... {:l 2atabases

Tools 501 | i NENT ] )
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3.9. INotepad

ThelNotepad is a common texbnly editor. The resulting files have no format tags or styles.

INotepad !
File Edit Format Help

| A

Escj1|2|(3[4]|5(6|7|8|9|0 =4
Tab[q[wle[r[t]y[uli]o]p|[]]
CAPa|s|d[f|g|h[j|k]|I];
Shift|z|[x|c|v|[b|n|m|.|.]/]| +
Al culai]* T\ ] IDRGE
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4. Your First VP-X201-CE7 Program

This chapter provides a guided tour that describes the steps needed-tgpsetdevelopment
environment, download, install, configure for user programming WitlX20:CE7modules.

4.1. Setting up the Development Environment

Before writing your firsprogram, ensure that you hawtbe necessary development tool and the
corresponding SDKs are installed on your system.
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4.1.1. Preparing the Development Tools and Programming Languages

VRX201CE7s a Windows Ghaseddevicethat supports three programming langgesfor
developing Windows Cpplications

0 Visual Basic.NET
0 Visual C#
0 Visual C++

Development Tools

VRX202CE7upportsthe application development with the Professional Editagplicationof
Visual Studio 2008.

\ Micrpsoft‘ .
P Visual Studio 2008

Professional Edition

Tips & Warnings

A There are some updatesfor Visual Studio 2008 to provide support for
Windows Embedded Compact 7.

If you have Professional Edition of Visual Studio 2008 are installed, make
sure all of the following packagee installed

1. Visual Studio 2008 Service Pack 1

http://www.microsoft.com/en-us/download/details.aspx?id=10986

2. Visual Studio 2008 update for Windows Embedded Compact 7

http://www.microsoft.com/en-us/download/confirmation.aspx?id=11935

3. Windows Embedded Compact 7 ATL Update for Visual Studio 2008 SP1

http://support.microsoft.com/kb/2468183/erus
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4.1.2. Installing the VP-X201-CE7 SDK

TheVRX20ECET7SDK offers several ARds customizing the standard features and integrating
with other applications, devices and services.

Step 1: Get the latest version of the VP-X201-CE7 SDK, AM335x_WINCE7_SDKV100B03

TheVRX20ECE7SDKcan be found from the CD that was provideidh the package
or by downloading the latest version from ICP DAS siteb

CD\vp-x201 SDKPIlatformSDK
http://ftp.icpdas.com/pub/cd/winpac am33%/vp-x201sdk/platformsdk/

Step 2: Execute the AM335x_WINCE7_SDK_YYYYMMDD.msi

Follow the prompts until the installatioprocesss complete

Step 3: Execute the VisualStudioDeviceWindowsEmbeddedCompact?7

Follow theprompts until the installatiorprocesss complete
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4.1.3. Setting up the Global Compiler Settings (for Visual C++)

The directories can be specified where the compiler where the compiler will search for include files
and libraries.

Step 1: Start Visual Studio 2008

"2

Step 2: On the Tools menu, click Options...

File Edit View |Tools | Test Window Help
Attach to Process... Ctrl+Alt+P

Device Security Manager...

i 35 &

Connect to Device...

SE e Emylator Mapagery, "r -

Visual Stuu.. 004 Command Prompt
c# | WOCF Service Configuration Editor

External Tools...

Import and Export Settings...

Customize...

Options...
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Step 3: In the Options dialog box, expand the Projects folder, and then then click the
VC++ Directories

Step 4: In the Show directories for: drop-down list, select Include files

Step 5: Use the buttons in the Options dialog box to add additional include paths

Thepathof $( VCI ns\i acl Dde) cand XtafnffcM Qilcn sutdael”l Di r )
must be moved tdhe top of the list.

Options _— m

Environment Platform: Show directories for:
Projects and Solutions AM335x WINCE7_SDK (ARMv4]) ~| [Include files ~|
General
Build and Run
VB DefaL.JIts . $(VCInstallDir)ce\include -
| VC++ Directories $(VCInstallDir)ce7\include
| VC++ Project Settings C\Program Files (x86)\Windows CE Tools\SDKs\AM335x_WINCE7_SDK:include
Source Control C\Program Files (x86)\Windows CE Tools\SDKs\AM335x_WINCE7_SDKxinclude,
. Text Editor $(VClInstallDir)ceM\atimfc\include
| $(VCInstallDir)ce\atimfc\include

Database Tools
Debugging

Device Tools

HTML Designer

Office Tools

Test Tools

I Text Templating

[l Windows Forms Designer
Workflow Designer

$(VSInstallDir)SmartDevices\SDK\SQL Server\Mobile\w3.0

4 I | 3

Include Directories
Path to use when searching for include files while building a VC++ project. -
Corresponds to environment variable INCLUDE.

OK ] l Cancel
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4.2. First VP-X201-CE7 Program in VB.NET

The best wayo learn programming witVRX201CE7s to actually create ¥RX20XCE7rogram.

The example below demonstrates how to create a demo program runnifndRot20:CE Avith
VB.NET.

To create a demo program with VB.NET that includes the following mais: step

1. Create a new project

2. Specify the path of the PAC reference
3. Add the control to the form

4. Add the event handling for the control
5. Upload the application tRX20XCE7
6. Execute the application OfRX201CE7

All main steps will be desced in the following subsection.

In this tutorial, we will assume that you have instald@X20:CE7SDK on PC and used the Visual
Studio 2008 for application development.
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4.2.1. Create a new project

The Visual VB.net project template is a composite contral ylou use in this example creates a
new project with this user control.

Step 1: Start Visual Studio 2008

"2

Step 2: On the File menu, point to New, and then click Project

File | Edit View Tools Test Window Help

New » 5] Project. Ctrl+Shift+N
| Open » | @  WebSite.. Shift+Alt+N
Close ‘1 | File.. Ctrl+N

7] | Close Solution Project From Existing Code...

7 | Save Selected Items  Ctrl+5S
Save Selected Items As...

@ SaveAll Ctrl+Shift+S
Export Template..

Lt | Page Setup...

4 | Print.. Ctrl+P
Recent Files »
Recent Projects »
Exit
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Step 3: In the Project types pane, expand Visual Basic node and select Smart Device

Step 4: In the list of Templates, select Smart Device Project

Step 5: Specify a name and a location for the application and then click OK

I.NET Framework 3.5 ~ ]

Project types: Templates:

General + || Visual Studio installed templates

MFC | el Smart Device Project|

Smart Device

Test

Win32

Other Languages

Visual Basic
Windows
Web
Smart Device
Office
Database
Reporting
Test L
WCF
Workflow

Visual C#

A project for Smart Device applications. Choose target platform, Framework version, and template in the next dialog box.

— || My Templates
.} Search Online Templates...

m

-

Name: SDK_Info
Location: C\Users\Administrator\Documents\Visual Studio 2008\Projects - Browse...
Solution Name: SDK_Info Create directory for solution
OK | l Cancel l
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Step 6: In the Target platform, select Windows CE

Step 7: In the .NET Compact Framework version, select .NET Compact Framework
Version 3.5.

Tips & Warnings

WindowsCE7 only suppastNET Compact Framework Version, & your
application usesNET Compact Framework Versifl there is n@uarantee
that the programwill function correctly.

Step 8: In the list of templates, select Device Application. Click OK

Add New Smart Device Project - SDK Info ‘ ‘ @g
B

Target platform: ’Windc:-ws CE vl

NET Compact Framework version: ’.NET Compact Framewaork Version 2.5 vl

Templates:

1]
B G WMo -
= = T = Description:
Device Class Console Control Empty . ]

Application  Library  Application  Library Project A project for creating a NET
Compact Framework 3.5 forms
application for Windows CE
Platform

Download additonal emulator images and smart device SDKs...

1
OK J [ Cancel l
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4.2.2. Specify the path of the PAC reference

The PAC SDK provides a complete solution to integrateiAX20ECE7and its compable with
Visual C#, Visual Basic.NET and C++. In order to use a component in your application, you must first
add a reference to it.

Stepl: Get the PACNET.dII

e,
PACNET.II

ThePACNET.dtlan be found from the CD that was provided with the package or by
downloadng the latest version from ICP DAS web site.

CD\vp-x201 SDKPACNEYT
http://ftp.icpdas.com/pub/cd/winpac  am33%/vp-x20¥sdk/pacnef

Step 2: On the Project menu, and then click Add Reference...

——— -

ﬁa SDK_Info - Microsoft VisuaI_StuE;{Administrator) - |
File Edit View Build Debug Data Format Tools Test Window Help

Add Windows Form...

Add User Control...

Add Component...

Add Module...

Add Class..

Add New Item... Ctrl+Shift+A
Add Existing Item...  Shift+Alt+A

EE & EE R

Exclude From Project
Show All Files

Add Reference...

Add Web Reference...
Set as StartUp Project

EEI

+4 | Refresh Project Toolbox Items

Change Target Platform...
SDK_Info Properties... Alt+F7
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Step 3: On the Browse tab and browse to where the PACNET.dIl are installed, and then

click OK

Add Reference

-

| .NET | Projects| Browse

Recent

. N

5 |

Lookin: | PACNET ~ @7 @E-

Mame ) Date modified

| &) PACNETII 2014/5/30

<« | i 3

Filename: : PACNET -
Files of type: : [Component Files {* dll:* tlb:* olb:* ocu ¥ exe) v]

‘ ‘ Cancel
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4.2.3. Add the control to the form

You can drag various controls from the Toolbox onto the form. These controls are npt'ligalt
they are just images that are convenient to move around on the form into a precise location.

After you add a control to your form, you can use the Properties window to set its properties, such

as background color and default text. The values yloa specify in the Properties window are the
initial values that will be assigned to that property when the control is created at run time.

Step 1: On the Toolbox panel, drag a Button control onto the form

Toolbox + 11 X
All Device Controls &)
B Common Device Contr...

k Pointer

| Button |
CheckBox )|
= ComboBox

T DateTimePicker
A Label = PR
A LinkLabel 1 Buttonl |
8 ListBox

:: ListView

F] MonthCalendar
£ NumericUpDown
[ PictureBox

@ ProgressBar

® RadioButton

+|+ Splitter

st TextBox

% TrackBar

i TreeView

= WebBrowser
Device Containers o
Device Menus & Toolb...
Device Data

Device Components
Device Dialogs

B General -

5[ 1- [C. [2P- R ]

m
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Step 2: On the Properties panel, type Check the SDK version in the Text field

Properties 3

Buttonl System.Windows.Forms.Button

o=]4) [B]# |E

E Appearance i
BackColor |:| Control

Font Tahoma, 10pt |=
ForeColor . ControlText -
Check the SDK Version| Kﬂjﬁ

E Behavior

ContextMenu (none)
DialogResult None
Enabled True

a Check the SDK Version |
LF )

TabIndex 0
TabStop True -
Text

The text contained in the control.
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4.2.4. Add the event handling for the control

You have finished the design stage of your application and are at the point when you can start

adding some code tprovide the program's functionality.

Step 1: Double-click the button on the form

a Check the SDK Version
LF

Step 2: Inserting the following code

Dim data(30) As Byte
PACNET.Sys.GetSDKVersion(data)
MessageBox.Show(PACNET.MISC.WideString(data))

EPohlic Class Forml
Private Sub Buttonl Click(BvVal sender As Svstem.0bject, ByVal e

Dim data(30) As Byvte
PACHET .5vs.GetsDEVersionidata)
MessageBox . Show(PACKET . MISC . WideString{data))

VNS

End Suh
End Class

\/wmwwvmumw ""“v"‘"‘\f

Tips & Warnings

AThe “PACNET” of “-sgemsiveg PACNET” is case
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4.2.5. Upload the application to VP-X201-CE7

VRX202CE7upports FTP server service. You can upload filggk20XCE7or download files
from a public FTP server.

Step 1: On the Build menu, and then click Build [Project Name]

File Edit View Project |Build | Debug Data Format Tools Test Window Help
Build Solution F7
Rebuild Solution  Ctrl+Alt+F7

Deploy Solution
Clean Solution
## Build SDK _Info
Rebuild SDK_Info
Deploy SDK_Info
Clean SDK_Info

Configuration Manager...
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Step 2: Open the browser and type the IP address of VP-X201-CE7

Step 3: Upload the application and the corresponding PACNET.dII files to VP-X201-CE7

Tips & Warnings

A For applications programming in C# and VB.nigt wmet compact
framework, when executing these application 4RX201CE7 the
corresponding PACNET.dIl must be in the same directory as the .exe file.

| File Edit View Go Favorites ||”J|£
”]Agldress | YTemp

= O

PACMET SDK_Info

R/\U/v‘“"\

N N YA
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4.2.6. Execute the application on VP-X201-CE7

After uploading the application tdRX20ECE7 yau can just doublelick it onVRX2012CE 7o
execute it.

SOK_Info | Check the SOK Yersion | \l
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4.3. First VP-X201-CE7 Program in Visual C#

The best way to learn programming wiktirRX201CE7s to actually create ¥RX20XCE7rogram.

The example below demonstrates how to create a demag@m running oWVRX20:CE Avith
Visual C#

To create a demo program withsvial C#hat includes the following main steps:

1. Create a new project

2. Specify the path of the PAC reference
3. Add the control to the form

4. Add the event handling for éhcontrol
5. Upload the application tRX20XCE7
6. Execute the application OfRX201CE7

All main steps will be described in the following subsection.

In this tutorial, we will assume that you have instald@X20:CE7SDK on PC and used the Visual
Studio 2008 for application development.
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4.3.1. Create a new project

The VisuaC#project template is a composite control that you use in this example creates a new
project with this user control.

Step 1: Start Visual Studio 2008

"2

Step 2: On the File menu, point to New, and then click Project

File | Edit View Tools Test Window Help

New » 5] Project. Ctrl+Shift+N
| Open » | @  WebSite.. Shift+Alt+N
Close ‘1 | File.. Ctrl+N

7] | Close Solution Project From Existing Code...

7 | Save Selected Items  Ctrl+5S
Save Selected Items As...

@ SaveAll Ctrl+Shift+S
Export Template..

Lt | Page Setup...

4 | Print.. Ctrl+P
Recent Files »
Recent Projects »
Exit
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Step 3: In the Project types pane, expand Visual C# node and select Smart Device

Step 4: In the list of Templates, select Smart Device Project

Step 5: Specify a name and a location for the application and then click OK

Project types: Templates: I-NET Framework 3.5 ~ ]

Visual C++ Visual Studio installed templates
Other Languages S Smart Device Project
Visual Basic
Visual C#
Windows
Web
Smart Device
MySQL
Office
Database
Reporting
Test
WCF
Workflow
Other Project Types
Test Projects

My Templates

;i Search Online Templates...

A project for Smart Device applications. Choose target platform, Framework version, and template in the next dialog box.

Name: SDK_Infq|
Location: CA\Users\Administrator\Documents\Visual Studio 2008\Projects - Browse...
|| Solution: [Create new Solution V] Create directory for solution
Solution Name: SDK_Info
OK | l Cancel
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Step 6: In the Target platform, select Windows CE

Step 7: In the .NET Compact Framework version, select .NET Compact Framework
Version 3.5.

Tips & Warnings

WindowsCE7 only suppastNET Capact Framework Version 3.5 your
application usesNET Compact Framework Versifl there is n@uarantee
that the programwill function correctly.

Step 8: In the list of templates, select Device Application. Click OK

———
Add -

Target platform: lWindgws CE v] I

NET Compact Framework version: I.NET Compact Framework Version 3.5 ']

Templates:

: =
] Description:
Device Class Consale Control Empty ] .

Application  Library  Application  Library Project A project for creating a NET
Compact Framework 3.5 forms
application for Windows CE
Platform

| Download additonal emulator images and smart device SDK...
OK ] l Cancel
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4.3.2. Specify the path of the PAC reference

The PAC SDK provides a complete solution to integrateiAk20ECE7and its compatible with
Visual C#, Visual Basic.NET and C++. In order to use a component in your application, you must first
add a reference to it.

Stepl: Get the PACNET.dII

e,
PACNET.II

ThePACNET.dtlan be found from the CD that was provided with the package or by
downloading the latest version from ICP DAS web site.

CD\vp-x201 SDKPACNEYT
http://ftp.icpdas.com/pub/cd/winpac  am33%/vp-x20¥sdk/pacnef

Step 2: On the Project menu, and then click Add Reference...

——— -

ﬁa SDK_Info - Microsoft VisuaI_StuE;{Administrator) - |
File Edit View Build Debug Data Format Tools Test Window Help

Add Windows Form...

Add User Control...

Add Component...

Add Module...

Add Class..

Add New Item... Ctrl+Shift+A
Add Existing Item...  Shift+Alt+A

EE & EE R

Exclude From Project
Show All Files

Add Reference...

Add Web Reference...
Set as StartUp Project

EEI

+4 | Refresh Project Toolbox Items

Change Target Platform...
SDK_Info Properties... Alt+F7
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Step 3: On the Browse tab and browse to where the PACNET.dIl are installed, and then

click OK

Add Reference

-

| .NET | Projects| Browse

Recent

. N

5 |

Lookin: | PACNET ~ @7 @E-

Mame ) Date modified

| &) PACNETII 2014/5/30

<« | i 3

Filename: : PACNET -
Files of type: : [Component Files {* dll:* tlb:* olb:* ocu ¥ exe) v]

‘ ‘ Cancel
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4.3.3. Add the control to the form

You can drag various controls from the Toolbox onto the form. These controls are not really "live";
they are just images that are convenient to move around on the form into a precise location.

After you add a control to your fornyou can use the Properties window to set its properties, such

as background color and default text. The values that you specify in the Properties window are the
initial values that will be assigned to that property when the control is created at run time

Step 1: On the Toolbox panel, drag a Button control onto the form

Toolbox + 11 X
All Device Controls &)
B Common Device Contr...

k Pointer

| Button |
CheckBox )|
= ComboBox

T DateTimePicker
A Label

A LinkLabel

8 ListBox

:: ListView

F] MonthCalendar
£ NumericUpDown
[ PictureBox

@ ProgressBar

® RadioButton

+|+ Splitter

st TextBox

% TrackBar

i TreeView

= WebBrowser
Device Containers o
Device Menus & Toolb...
Device Data

Device Components
Device Dialogs

B General -

5[ 1- [C. [2P- R ]

m
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Step 2: On the Properties panel, type Check the SDK version in the Text field

Properties 3

Buttonl System.Windows.Forms.Button

o=]4) [B]# |E

E Appearance i
BackColor |:| Control

Font Tahoma, 10pt |=
ForeColor . ControlText -
Check the SDK Version| Kﬂjﬁ

E Behavior

ContextMenu (none)
DialogResult None
Enabled True

a Check the SDK Version |
LF )

TabIndex 0
TabStop True -
Text

The text contained in the control.
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4.3.4. Add the event handling for the control

You have finished the design stage of your application and are at the point when you can start
adding some code to provide the program's functionality.

Step 1: Double-click the button on the form

% Check the SDK Version E

Step 2: Inserting the following code

byte[] data= new byte[30];
PACNET.Sys.GetSDKVersion(data);

MessageBox.Show(PACNET.MISC.WideString(data));

"“‘"‘\m/l\-""";-'\fm\*ﬁ‘a\ N e e A VN A Sy

= private void buttonl Click{object sender, Eventhros el
{

bvte[] data = new hyvte[30];

PACHET .5vs .GetSDEYersionidata);

MessapeBox .Show(PACHET MISC WideString{data));

- ﬂwdﬁ

Tips & Warnings

AThe “PACNET” of “-sgemsiveg PACNET” is case
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4.3.5. Upload the application to VP-X201-CE7

VRX202CE7upports FTP server servicéu can upload files ¥R X20XCE7or download files
from a public FTP server.

Step 1: On the Build menu, and then click Build [Project Name]

File Edit View Project |Build | Debug Data Format Tools Test Window Help
Build Solution F7
Rebuild Solution  Ctrl+Alt+F7

Deploy Solution
Clean Solution
## Build SDK _Info
Rebuild SDK_Info
Deploy SDK_Info
Clean SDK_Info

Configuration Manager...
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Step 2: Open the browser and type the IP address of VP-X201-CE7

Step 3: Upload the application and the corresponding PACNET.dII files to VP-X201-CE7

Tips & Warnings

A For applications programming in C# and VB.net with .net compact
framework, when executing these application 4RX201CE7 the
corresponding PACNET.dIl must be in the sametdingas the .exe file.

| File Edit View Go Favorites ||”J|£
”]Agldress | YTemp

= O

PACMET SDK_Info

R/\U/v‘“"\

N N YA
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4.3.6. Execute the application on VP-X201-CE7

After uploading the application tdRX20ECE7 you can just doublelick it onVRX202CE 7o
execute it.

SOK_Info | Check the SOK Yersion | \l
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4.4. First VP-X201-CE7 Program in Visual C++

The best way to learn pgramming withVRX201CE7s to actually create ¥RX20XCE7rogram.

The example below demonstrates how to create a demo program runnifndRot20:CE Avith
Visual C++

To create a demo program withsvial C#hat includes the following main steps:

1. Create a new project

2. Configure the Platform

3. Specify the path of the PAC reference
4. Add the control to the form

5. Add the event handling for the control
6. Upload the application ttyRX201CE7
7. Execute the application o0viRX201CE7

All mah steps will be described in the following subsection.

In this tutorial, we will assume that you have instald@X20tCE7SDK on PC and used the Visual
Studio 2008 for application development.
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4.4.1. Create a new project

The VisuaC#project template is a@mposite control that you use in this example creates a new
project with this user control.

Step 1: Start Visual Studio 2008

"2

Step 2: On the File menu, point to New, and then click Project

File | Edit View Tools Test Window Help

New » 5] Project. Ctrl+Shift+N
| Open » | @  WebSite.. Shift+Alt+N
Close ‘1 | File.. Ctrl+N

7] | Close Solution Project From Existing Code...

7 | Save Selected Items  Ctrl+5S
Save Selected Items As...

@ SaveAll Ctrl+Shift+S
Export Template..

Lt | Page Setup...

4 | Print.. Ctrl+P
Recent Files »
Recent Projects »
Exit
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Step 3: In the Project types pane, expand Visual C++ node and select Smart Device

Step 4: In the list of Templates, select MFC Smart Device Application

Step 5: Specify a name and a location for the application and then click OK

-

New Project

- - -

= |

Other Languages

Test Projects

Other Project Types

Project types: Templates: NET Framework 3.5 ¥ ]
Visual C++ Visual Studio installed templates
ATL EATL Smart Device Project <@ MFC Smart Device ActiveX Control
CLR ,ﬁﬁMFC Smart Device Application s MFC Smart Device DLL
ae;r;:eral sElWin32 Smart Device Project
Smart Device My Templates
Test [ Search Online Templates...
Win32

Name:

Location:

Solution Name:

An application for Windows Mobile and other Windows CE-based devices that uses the Microsoft Foundation Class Library

SDK_Infd|

CA\Users\Administrator\Documents\Visual Studio 2008\Projects

SDE_Info

Create directory for solution

hd Browse...

ok || cancel |
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Step 6: On the first page of the wizard, click Next

% Welcome to the MFC Smart Device Application Wizard
F

These are the current project settings:
® Windows Mobile 5.0 Pocket PC SDK Platform
® Single document interface

Overview

Platforms

Application Type
Document Template Strings Click Finish from any window to accept the current settings.

After you create the project, see the project's readme.t file for information about the project features
and files that are generated.

User Interface Features
Advanced Features

Generated Classes

< Previous | Mext > |[ Finish H Cancel

Step 7: On the next page of the wizard, select AM335x_WINCE7_SDK to be added to the
project, and then click Next

——== Platforms

Overview Select platform SDKs to be added to the current project.

Platforms

Application Type
Document Template Strings

Installed SDKs: Selected SDKs:

User Interface Features |Pocket PC 2003 AM335x WINCE7_SDK

Smartphone 2003
Windows Mobile 5.0 Pocket PC SDK
Windows Mobile 5.0 Smartphone S

Advanced Features

Generated Classes

BB

AM335x_WINCE7_SDK
’7MStruction sets: ARMv4I, ARMv4I

[<Previous” Next > H Finish H Cancel
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Step 8: On the next page of the wizard, select Dialog based, and then click next

Application Type

Overview Application type: Use of MFC:

Platforms © single document () Use MFC in a shared DLL

Application Type @ Dialog based @ Use MFC in a static library

Document Template Strings O Single document with DocList
User Interface Features
+| Document/View architecture support
Advanced Features
Resource language:

Generated Classes
|=x (=)

<Previons” Next = ” Finish ” Cancel

Step 9: On the next page of the wizard, click next

User Interface Features

Overview Command bar:

Platforms ¢ Menus only

Application Type Menus and buttons

Document Template Strings

User Interface Features Status bar
Advanced Features Dialog title:
Generated Classes SDK_Info

[<Prevkms” Next > ” Finish ” Cancel
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Step 10: On the next page of the wizard, click next

Advanced Features

Overview Advanced features:
Platforms [ windows H elp

Application Type L printing and print preview
Document Template Strings E 3

User Interface Features B windows sockets

Advanced Features
Number of files on recent file list:

G ted Cl
enerated Classes

<Previous” Next > H Finish ” Cancel

Step 11: On the next page of the wizard, click Finish

' ™
Generated Classes
Overview Generated classes:
Platforms
CSDK_InfoDlg
Application Type
Document Template Strings
User Interface Features -
Class name: h file:
Advanced Features CSDK_InfoApp |5DK_Inf-:-.h |
Generated Classes
Base class: cpp file:
CWinApp |SDK_Inf-:-.cp|J |
[<Previous| 1ed- |[ Finish || cancel
L - 1 4
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4.4.2. Configure the Platform

When developing applications by using Visual C++, you must configure the Platform to indicate
what platform and device you intend to download the application to. Before you deploy your
project, check the platform.

On the Debug configuration toolbar, seledl®ase and sele@@M335x_WINCE7_SDK(ARMv4l) as
shown in the following illustration.

AR AR " - REEr N J'A'_@vAMSESx_WNCE?_Sv\[&;

VRx201:CE7 User Manual, v1.0.1 Page90

Copyright © 2@LICP DAS Co., Ltd. All Rights Reserved.Email: frvice@icpdas.com




4.4.3. Specify the Libraries of the PAC SDK

The PAC SDK provides the PACSDKidibwath WR9000-CE?7.
l't’s compatible with C++. | nationryalenustfitsoaddas e a ¢
reference to it.

Step 1: On the View menu, and then click Property Pages

File Edit | View | Project Build Debug Tools Test Window Help

=y | Solution Explorer Ctrl+Alt+L
) | Bookmark Window Ctrl+K, Ctrl+W
5% | Class View Ctrl+Shift+C
[ & Code Definition Window  Ctrl+Shift+V
=% Object Browser Ctrl+Alt+)
=] | Output Alt+2
L?al Property Manager
'@ | Resource View Ctrl+Shift+E
¢ | Toolbox Ctrl+Alt+X
Find Results »
Other Windows »
Toolbars »
= | Full Screen Shift+Alt+Enter
| | Navigate Backward Ctrl+-
& | Navigate Forward Ctrl+Shift+-
Next Task
Previous Task
3] Property Pages
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Step 2: In left pane, click Linker, and then click Input

Step 3: In the right pane, Type PACSDK.lib in the Additional Dependencies item

SDK _Info Property Pages a » » . » m

-

Configuration: |Active(Debug) VI Platform: lActive(AM%Sx_WINCE?_SDK f 'l ’ Configuration Manager... ]
Common Properties PACSDK.lib [E
Configuration Properti Ignore All Default Libraries No

General Ignore Specific Library
Debugging Module Definition File
Deployment Add Module to Assembly
C/C++

Embed Managed Resource File
Linker

General

Input

Manifest File

Debugging

System

Optimization

Embedded IDL

Advanced

Command Line
Resources
AML Document Gen
Browse Information
Build Events
Custom Build Step
Authenticode Signir

Force Symbol References
Delay Loaded DLLs
Assembly Link Resource

Additional Dependencies
Specifies additional items to add to the link line (ex: kernel32.lib); configuration specific.

[ OK ][ Cancel ] Apply
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4.4.4. Add the control to the form

You can drag various controls from the Toolbox onto the form. These controls are not really "live";
they are just images that are convenient to move around on the form into a precise location.

After youadd a control to your form, you can use the Properties window to set its properties, such

as background color and default text. The values that you specify in the Properties window are the
initial values that will be assigned to that property when thetoolnis created at run time.

Step 1: On the View menu, and then click Resource View

File Edit | View | Project Build Debug Tools Test Window Help

[z] | Code Ctrl+Alt+0
L*-‘:l Solution Explorer Ctrl+Alt+L
) | Bookmark Window Ctrl+K, Ctrl+W
2% | Class View Ctrl+Shift+C
_ & Code Definition Window  Ctrl+Shift+V
9 Object Browser Ctrl+Alt+)
=] | Output Alt+2
L_} Property Manager
‘4 Resource View Ctrl+Shift+E
¢ | Toolbox Ctrl+Alt+X
Find Results »
Other Windows »
Toolbars >
3 | Full Screen Shift+Alt+Enter
= | Navigate Backward Ctrl+-
Lz | MNavigate Forward Ctrl+Shift+-
Next Task
Previous Task
Property Pages

VRx201:CE7 User Manual, v1.0.1 Page93

Copyright © 2@LICP DAS Co., Ltd. All Rights Reserved.Email: frvice@icpdas.com




Step 2: In the Resource View Panel, Expand the [Project name].rc file and then expand
the Dialog item to click the plug-in dialog

Resource View - SDK Info  w I1 X
=24 SDK_Info
=-£3 SDK_Info.rc

&3 Dialog
-3 IDD_SDK_INFD_DLALDG

-3 Icon

: _ 'SDKnfo.rc - IDD_S... - Dialog| v X
#=-3 Version
LI||||J
| SDK_Info (=]
=
| TODO: Place dislog controls here, L
4| I | E
@ Resource... ‘&@Toolbm: |E Propert)|| -
-

Step 3: On the Toolbox panel, drag a Button control onto the form

Toolbox + 1 X
B Dialog Editor -
k Pointer |
'O Button ~
& Check Box “1d =

' “SDK_Info.rc - IDD_S... - Dialog| v X
C.c:-mbc:-Bc:-x T

List Box ) L u

(] Group Box | SDK Info [=]
% Radio Button _—-]
Aa Static Text : = n =

Picture Control ;

abl Edit Control

B Horizontal Scroll Bar : TODO: Place dialog contrals here,
B Vertical Scroll Bar

4= Slider Control 4

Resource...

L.
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Step 4: On the Properties panel, type Check the SDK version in the Caption field

Properties - 1 X
IDC_BUTTONI (Button Control) ICeButtonEc -
=41 (8] 7 |5
E Appearance
Caption Check the SDK version
Client Edge False
Horizontal Alignmer Default
Modal Frame False
Multiline False
Notify False
Static Edge False
Vertical Alignment Default
E Behavior
Default Button False
Disabled False
Owner Draw False
Visible True
E Misc
(Name) IDC_BUTTOM1 (Button C

rou WWW
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4.4.5. Add the event handling for the control

You have finisheche design stage of your application and are at the point when you can start
adding some code to provide the program's functionality.

Step 1: Double-click the button on the form

(101 SDK Info B
| | | |
s ChecktheSDE vesion  |m
| [ ] |

TODO: Flace dialog controls here,

Step 2: Inserting the following code
char sdk_version[32];
TCHARU[32];
pac_GetSDKVersion(sdk_version);
pac_AnsiToWideString(sdk_version, buf);
MessageBox(buf,0,MB_OK);

Y YV e N i IV VAN

Hwvoid CSDE InfaoDllg::0nBaClickedButtonl()
{

\J

HfOTODD: Add wour control notification handler code here
char sdk_version[3Z2];

TCHAR buf[3Z2];

pac_GetSDEVersionisdl wersion);
pac_hAns1ToWideString{sdk_version,buf);
MessageBox (huf ,0,MB_OK);

\u_m'-....uuf \b"’ J v

}
Hhkgumwnu”“J“gfrﬂFﬁﬂxxFug”’”““\ujfwwxv““nhfvfw“”“\fh“”‘ﬂvv=—f
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Step 3: Inserting the following code into the header area

#include*PACSDK’h

B/f SDE_Infallg.cpp @ tmplementation filé}
H y
N n n g
#include "stdafx.h
Finclude "SDE _Infa.k" <;
#Finclude "SDE Infallz. B ¢
#Finclode "PACSDE.L" IE;
S#i1fdef _DEBUG
ﬁww%;w
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4.4.6. Upload the application to VP-X201-CE7

VRX2Q-CE7upports FTP server service. You can upload filgg202CE7or download files
from a public FTP server.

Step 1: On the Build menu, and then click Build [Project Name]

File Edit View ijectm Debug Tools Test Window Help
Build Solution F7
Rebuild Solution  Ctrl+Alt+F7
Deploy Solution

Clean Solution
i#¥ Build SDK_Info
Rebuild SDK_Info
Deploy SDK_Info
Clean SDK_Info

Project Only »
Batch Build...
Configuration Manager...
% | Compile Ctrl+F7
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Step 2: Open the browser and type the IP address of VP-X201-CE7

Step 3: Upload the application to VP-X201-CE7

File Edit View Go Favorites ||J]]E
llagdress vremrp g/

[ S

W
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4.4.7. Execute the application on VP-X201-CE7

After uploading the application tdRX20ECE7 you can just doublelick it onVRX202CE 7o
execute it.

% | Check the SDK Wersion | \l‘

SDK Info
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5. 1/0 Expansion Modules and SDKs Selection

This chapter describes how to select a suitadpansioni/O module and the corresponding SDK
library to be used for developing programs\8RX201CE7

VRX201CE7provides the following I/O expansion buses:

il

RU-87P 1-7000 M-7000
ﬁ I
ET-87Pn-MTCP ET-7000 ET-7200
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1. RS-485 (I-7000 series and M-7000 series)

[-7000, M7000,RU87Pn and high profile87K series modules connect ¥R X20XCEXia a
twisted-pair, multidrop, 2wire R$485 network.

U 1-7000 series I/O modules

Module Native SDK .NET CF SDK
[-7000series PACSDHI PACNET.dIl
I-7000series with 47088 (D) PACSDK_PWM.dII PACNET.AII

For full details regarding4000 series I/O modules and its demos, please refer to:
http://ftp.icpdas.com/pub/cd/winpac_am335xp-x231Ypac/applicabled _demo for 7k module.p
df

U M-7000 series I/O modules

Module Native SDK .NET CF SDK

M-7000series Modbus Demo Modbus Demo

For more detailed information about M000 series modulessing Modbus protocol and its demos,
please refer to:
CD\vp-x202demanModbus

U RU-87Pn + I-87K series I/O modules

Module Native SDK .NET CF SDK

RU87Pn+87Kseries PACSDK.dII PACNET.dII

U  Other Specified I/0

Module Native SDK .NET CF SDK
Others PACBK.dII PACNET.dII
VRx201:CE7 User Manual, v1.0.1 Page102

Copyright © 2@LICP DAS Co., Ltd. All Rights Reserved.Email: £rvice@icpdas.com



http://ftp.icpdas.com/pub/cd/winpac_am335x/vp-x231/pac/applicabled_demo_for_7k_module.pdf
http://ftp.icpdas.com/pub/cd/winpac_am335x/vp-x231/pac/applicabled_demo_for_7k_module.pdf

2. Ethernet (ET-7000 series and I-8KE4/8-MTCP)

The Ethernet I/0O devices available include/BU0and 8KE4/8MTCP, and support either the
DCON or the Modbus/TCP communication protocol.

Module Native SDK .NET CF SDK
M-7000series Modbus Demo Modbus Demo
I-8KE4/8MTCP Modbus Demo Modbus Demo

For more detailed information about EZDO0 andBKE4/8MTCP series modules using
Modbus protocol and its demos, please refer to:
http://ftp.icpdas.com/pub/cd/winpac _am33%/vp-x20¥demo/nmodbus/
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http://ftp.icpdas.com/pub/cd/winpac_am335x/vp-x231/demo/nmodbus/

6. APl Resources and Demo References

This chapter provides a brief overviewRAC standardPlsand demoghat have been designed
for VRX20:CE7rom the PAC SDK packag

ICP DAS provides a sedeimosin different programming languages. You can exarttiealemo
codes, which includes numerous comments, to familiarize yourself witPA® APIs. This will
allow developing your own applications quickly by modifying ¢ftesmo programs.

For full usage information regarding the description, prototype and the arguments déittoéions,
please refer to the “PAC Standard API Manual”

g8 PAC_Standard API Manual 1.1.1.pdf - Adobe Aczobat Pro 9 (=1E
WRE REE RN \JEW A £
Ber- | RO EORPE| govblh &0 57 - | i
@) @) [« Jr=os | [IR] O | (=) @ [745% -] | [F] B IA @ #HE @ &R
L)|== Bl 2. PAC API Functions .
‘EP B PR - |
; E{F 2.1, System Information 4P1 & l@v w: @
& [P 211 pac_GetModuleMame
v EEsz.gée;i:iaélzer‘alNumber =P 2.1, System Information AFT "
[P 2,14, pac_GetsDkversion l:P 2.1.1. pac_GetModuleMame
o e en [P pac_GetRotaryD
gii; E:E:nga'i"r‘zin [F213 pac_GetSerialMumber E
[P 218, pac_cetmacacdress l:P 2.1.4. pac_GetSDEMersion
giiﬁ e [F 2.15. pac_ChangeSlat
Joe e [P 2.16. pac_CheckS0KVersion
P e 2 ez
[P 2.1.16. pac_GetcomMapping [:P 2.1.8. pac_GetoSVersion
Sl [P 2.1.8. pac_GetMacaddress
e e . [F 2.1.10. pac_ReBoot 2
[P 2.1.11. Pac_GetCPUversion
[ 2.1.12. Pac_EnableleD
[P 2.1.13. Pac_EnableLEDs
[P 2114, pac_BackwardCompatible
l:P 2.1.15. pac_GetEhootyersion
l:P 2.1,16, pac_GetComMapping
[P 2117 pac_GetvoduleType
[P 2.1.18. pac_GetPacNetversion
[:P 2.1.19. pac_BuzzerBeep
= W
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6.1. PAC Standard APIs for System Operation

The diagram below showike set of each system operation API provided in theSTAC

[ ! i System Information ! Watchdog
I | | i Backplane Access ! UART
i Backlight | Registry
— | Interrupt . Buzzer
i Memory Access .\ LED

System Operation
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6.1.1. VB.NET Demos for PAC Standard APIs

The PAC SDK includes the followdeghcs that demonstrate the use of the PAC Standard APIs in a
VB.NET language environment.

The followingdemoscan be found on the CD that was provided with the package or by
downloading the latest version from ICP DAS web site.

CD\vp-x201 Demd PACVDb.net Standard
http://ftp.icpdas.com/pub/cd/winpac_am33%/vp-x20Ydemo/pac/vb.net/standard/

Folder Demo Explanation

Retrieves information about the OS version, CH

system systeminfo . i
version, SDK version, etc.
, Retrieves information atut the DIP switchhackplane
backplane backplaneinfo
ID and slot count.
Shows how to read/write date values from/t
memory
memoryacess EEPROM
battery _backup_smm | Shows how to read or write to the battery backup
watchdog watchdog Displays how the watchdaaperate
microsd microsd_managemen| Shows how to enables/disables Micro SD
registry registry Shows how to read/write date values from/to registt
_ Shows how to read the name of local I/O modules
UART diag
UART
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http://ftp.icpdas.com/pub/cd/winpac_am335x/vp-x231/demo/pac/vb.net/standard/

6.1.2. C# Demos for PAC Standard APIs

The PAC SDK includhks followingdemas that demonstrate the use of the PAC Standard APIs in a
C#language environment.

The followingdemoscan be found on the CD that was provided with the package or by
downloading the latest version from ICP DAS web site.

CD\ vp-x231\Demo\ PACGC# Standard
http://ftp.icpdas.com/pub/cd/winpac_am33%/vp-x20Ydemo/pac/c%?23/standard/

Folder Demo Explanation ‘
buzzer buzzer Shows how to make a simple tzgz beep.
. . _ . Retrieves information about the OS version, C
Devicelnformation Devicelnformation . .
version, SDK version, etc.
Retrieves information about the status of the
GetRotaryID GetRotaryID i
rotary switch
Shows how to read/write data valsdrom/to
Memory Memory
the EEPROM or the backplane of the SRAM
MultiRT MultiRT Shows how ta@ount real time
Writes the managed cod for the rich graphical
RealTimeTest RealTimeTest user interface that does not require true
reaktime performance
, , Shows how to read/write data values from/to
Registry Registry ,
the registry
Shows how to read the name of a local I/O
UART UART .
modules via a UART
Displays information about how to operate the
WatchDog WatchDog
watchdog
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http://ftp.icpdas.com/pub/cd/winpac_am335x/vp-x231/demo/pac/c%23/standard/

6.1.3. Visual C++ Demos for PAC Standard APIs

The PACIX includes the followingemaos that demonstrate the use of the PAC Standard APIs in a
Visual C+#anguage environment.

The followingdemoscan be found on the CD that was provided with the package or by
downloading the latest version from ICP DAS web si

CD\ vp-x231\Demad PAGVc2008Standard
http://ftp.icpdas.com/pub/cd/winpac_am33%/vp-x20Ydemo/pac/vc2008standard/

Folder Demo Explanation ‘

buzzer buzzer Shawvs how to make a simple buzzer beep.

Retrieves information about the OS version, C

Devicelnformation Devicelnformation . )
version, SDK version, etc.

Retrieves information about the status of the

GetRotaryID GetRotaryID
& Yy rotary switch
Shows lbw to read/write data values from/to
Memory Memory
the EEPROM or the backplane of the SRAM
MultiRT MultiRT Shows how ta@ount real time

Writes the managed cod for the rich graphical
RealTimeTest RealTimeTest user interface that does not require true
reaktime performance

Shows how to read/write data values from/to

Registr Registr
gisty gistty the registry

Shows how to read the name of a local I/O

UART UART .
modules via a UART
Displays information about how to operate the

WatchDog WatchDog
watchdog
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6.2. PAC Standard APIs for I/O Expansion

The diagram below shows the types of the PAC 10 APIs provided in the PACSDK

Remote I/O
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6.2.1. VB.NET Samples for PAC Standard APIs

The PAC SDK includes the following samples that demonstrate the use of the PAGn@ APIs
VB.NET language environment. The following samples can be found on the CD that was provided
with the package or by downloading the latest version from ICP DAS web site.

For VB.NET applications, these demo programs can be obtained from:

CD\vp-x201 Denmo\PACGVDb.net IO remote\

http://ftp.icpdas.com/pub/cd/winpac _am335x/vix201/demo/pac/vb.net/idremote/

Demo Explanation ‘
Shows how to send/receive ammand/response application.

7k87k_basic | This demo program is used by 7K or 87K series Al modules which connec
through a COM port.

Shows how to read the Al values of Al module.

7k87k_ai This demo program is used by 7K or 87K series Al modules which connec
through a COM port.

Shows how to write the AO values to AO module.

7k87k_ao This demo program is used by 7K or 87K series Al modules which connec
through a COM port.

Shows how to read the DI values of DI module.

7k87k_di This demo program is used by 7KB@K series Al modules which connected
through a COM port.

Shows how to write the DO values to DO module.

7k87k_do This demo program is used by 7K or 87K series Al modules which connec
through a COM port.

Shows how to read the DI and the D&ues of the DIO module.

7k87k_dio This demo program is used by 7K or 87K series Al modules which connec
through a COM port.
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http://ftp.icpdas.com/pub/cd/winpac_am335x/vp-x201/demo/pac/vb.net/io/remote/

6.2.2. C# Samples for PAC Standard APIs

The PAC SDK includes the following samples that demonstrate the use of the PAC IO@®Is in a
language environment. The following samples can be found on the CD that was provided with the
package or by downloading the latest version from ICP DAS web site.

ForC#applications, these demo programs can be obtained from:

CD\vp-x201 Demd PACC# IO\ remote\
http://ftp.icpdas.com/pub/cd/winpac_am335x/vix201/demo/pac/c%23/iremote/

Demo Explanation ‘
Shows how to send/receive a command/response application.

7k87k_basic | This demo program is used by 7K or 87K series Al modules which connec
through a COM port.

Shows how to read the Al values of Al module.

7k87k_ai This demo program is used by 7K or 87K series Al modules which connec
through a COM port.

Showvs how to write the AO values to AO module.

7k87k_ao This demo program is used by 7K or 87K series Al modules which connec
through a COM port.

Shows how to read the DI values of DI module.

7k87k_di This demo program is used by 7K or 87K series Al modules whitcgoted
through a COM port.

Shows how to write the DO values to DO module.

7k87k_do This demo program is used by 7K or 87K series Al modules which connec
through a COM port.

Shows how to read the DI and the DO values of the DIO module.

7k87k_dio Thisdemo program is used by 7K or 87K series Al modules which connec
through a COM port.
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6.2.3. Visual C++ Samples for PAC Standard APIs

The PAC SDK includes the following samples that demonstrate the use of the PAC 10 APIs in a
Visual C+tanguage enviroment. The following samples can be found on the CD that was
provided with the package or by downloading the latest version from ICP DAS web site.
ForVisual C+#applications, these demo programs can be obtained from:

CD\vp-x201 Demad PACVc2008 IO remote

http://ftp.icpdas.com/pub/cd/winpac _am335x/vix201/demo/pac/\c2008io/remote/

Demo Explanation ‘
Shows how to send/receive a command/response appboat

7k87k_basic | This demo program is used by 7K or 87K series Al modules which connec
through a COM port.

Shows how to read the Al values of Al module.

7k87k_ai This demo program is used by 7K or 87K series Al modules which connec
through a COM port.

Shows how to write the AO values to AO module.

7k87k_ao This demo program is used by 7K or 87K series Al modules which connec
through a COM port.

Shows how to read the DI values of DI module.

7k87k_di This demo program is used by 7K or 87K series Al moduies ednnected
through a COM port.

Shows how to write the DO values to DO module.

7k87k_do This demo program is used by 7K or 87K series Al modules which connec
through a COM port.

Shows how to read the DI and the DO values of the DIO module.

7k87k_dio This demo program is used by 7K or 87K series Al modules which connec
through a COM port.
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7. VP-X201-CE7 Updates

This chapter provides a guided tour that demonstrates the steps needed to update the
VRX201CE7OS and SDKs.

ICP DAS will continue &mld additional features t&RX20:CE7SDK and OS in the future, so we
advise you to periodically check the ICP DAS web site for the latest updates.

Thefile location of theOS and SDK
Both the files of OS updates and SDK updates can be found on that®s provided with the
package or by downloading the latest version from ICP DAS web site.

CDivp-x201
http://ftp.icpdas.com/pub/cd/winpac_am335x/v{x201/

OS_Image » The files of OS updates
VR2201 IWS2201
update from_Micro_SI

update_from_file
VR4201_IWsA201
update from_Micro_SIi

update_from file — |seteeeees .

» The files of SDK updates

PlatformSDK
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7.1. OS Updates

Thelatest version of th&/RX20:CE7OS image can be found separately on the CD that was
provided with the package or lmownloading the latest version from ICP DAS web site.

CDivp-x201
http://ftp.icpdas.com/pub/cd/winpac_am335x/vgx201/

OS_Image
VR2201_IW&201

update_from_Micro_SD

update_from_file

VR4201_IW$4201

update_from_Micro_SD

update from_file

o 05 moe
[
i
e
| ——————
TR MIEESD)
i

There are two ways to update the OS:

update_from_Eshell
or_Micro_SD

1. OS pdatesfrom eshell (Please refer to section 7.1.1)
(We recommend that you use this one for more quicker and easier totapda

2.0S pdatesfrom micro_SD (Please refer to section 7.1.2)
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7.1.1. OS Updates from Eshell

By default, the OS update updatedviaa LAN.
Before updating the OS, make sure the LAN is
connected to PC.

Step 1: Get the latest version of the installation package file and then unzip it
The latest version of the installation package file can be found from ICP DAS web site.
For VP-2201-CE7:

http:// ftp.icpdas.com/pub/cd/winpac am338vp-x20¥os imageNR2201 W20
1/update from eshell or micro §d

For VP-3201-CE7/VP-4201-CE7/VP-5201-CE7/VP-6201-CE7:

http://ftp.icpdas.com/pub/cd/winpac am335x/v{x201/os image¥R4201 IWS420
1/update from eshell or micro §&d

Step 2: Run the registry clear.exe

The registry.exe can be found on the CD that was provided with the package or by
downloading the latest version from ICP DAS web site.

CD\vp-x201PC_ToolEshell
http://ftp.icpdas.com/pub/cd/winpac am33%/vp-x20¥pc tools/eshdl/

Step 3: Place the rotary switch in position 3,
OS update mode
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http://ftp.icpdas.com/pub/cd/winpac_am335x/vp-x231/os_image/vp-123x/update_from_eshell_or_micro_sd/
http://ftp.icpdas.com/pub/cd/winpac_am335x/vp-x231/os_image/vp-123x/update_from_eshell_or_micro_sd/
http://ftp.icpdas.com/pub/cd/winpac_am335x/vp-x201/os_image/VP-4201_IWS-4201/update_from_eshell_or_micro_sd/
http://ftp.icpdas.com/pub/cd/winpac_am335x/vp-x201/os_image/VP-4201_IWS-4201/update_from_eshell_or_micro_sd/
http://ftp.icpdas.com/pub/cd/winpac_am335x/vp-x231/pc_tools/eshell/

Step 4: Run the ESHELL.exe, and then restart the VP-X201-CE7-CE7

The ESHELL.exe can be found on the CD that was provided with th 1&'—::.

package or by downloading the latest version from ICP DAS web sit geyELL

CD\vp-x201PC_ToolsEshell
http://ftp.icpdas.com/pub/cd/winpac am33%/vp-x20Xpc tools/eshdl/

Step 5: Select the device which you want to update the OS image, and then click OK

Selet the device name which you want to update the OS image from the list.

Select Device

Enter Device Mame:

[WINPAC
Or Select Fram the List

Reset devices to
automatically put
names on the
izt

Cancel

LI X]

Step 6: Select the latest version of the OS image file

Look i |3 WPHiha_SE40EH s 1 8004 _ml B o B

~:. U NE binf
iy Riecent

[hocuments

=]

[ Bl ook fdoes Yew fey
Deskiop B A - |
OF_NANRE | BEEIasaer Berulias 0,0, IFD 191,050, MRC; BReETF ek

[‘3 W5 e Wosdews O Tabag Flelll - TF_S5000 ARl TNl Disaged oolery 00 _co MO0 _imape'wy 20w 1w 2 ||

Srwnleading " ViR avod_ PVHaFE0 napdastvp - T E_crt NS imegeep - FluTapdate_fron_[nbe 1m0

| Lunplog Na Lnage s WP_NGAPE ...
.----"III JEinnrining e oP_skall ecing Diherast, .,

My Drocurments
My Computer 4 ]
MyH File narne: NE BIN
Files of types: NK Images (*
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Step 7: Once the procedure is completed, the “Warning !” dialog box will appear as
below shown, then turn the rotary switch in position 0, normal mode

YWarning

"': Reboot this device right nowy |

L Flease turn the rotary switch to 0 - normal

Step 8: Click the OK button

¥arning

"': Reboot this device right nowy |

L Flease turn the rotary switch to 0 - normal

Step 9: Check the OS version

Runthe PAC Utility, and then select tlevice Information tab to check the current
OS version.

X
A ~ |I|ty [1.2.1.4] HE=R
PAC_Utility Fae” Help

| General | General2 | Display | IP Confi | Network [Device Information | Auto Execution | Rotary xe <[ »
Module(CPU) Type: | l
Serial Number : [01-82-40-06-18-00-00-DA |
Backplane Version: | |
CPU Version: [1.0.0.0 |
OS Version: [1.0.1.1, 2015/10/30 09:36:5 |
Eboot Version: [1.2.1.0, 2015/10/22 16:26:0 |
NET CF Version:  [3.5.7338.00 |
SQLCEVerson:  [358154.0 |
PACSDK Version: 4.3.3.4 |
CPU Temperatre: | |
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7.1.2. OS updates using micro_SD

The microSD card can be used to reinstall\MX202:CE70S image to factory default settings in
the event of theVRX201CEAailure.

Step 1: Get the latest version of the installation package file, then unzip the file, and then
copy them to microSD card

The latest version of the installation package file can be found from ICP DAS web site.

http://ftp.icpdas.com/pub/cd/winpac am33%/vp-x20Jos imageNR2201 W20
1/update from eshell or micro §&d

& WP523x 20140821 Ver.1.0.0.4 ml

File Edit “ew Favortes Tools Help

eBack - J lm /:] Search I Folders =Y o

acidress |3 Ciupdate_from_Eshell_or_Micro_STAWPS23x_20140821

[ EBOGTND nbd) EBOOTSD.ab0
NEOHF | NEO 3%
psiks. | 256 KE |
MLO ™ NK bin
BE Apple Macin
B4KB 55,709 KB
[ KLDRNAND 1b0 HLDRSD 1b0
A ‘D;:: bt

A

icro
m<es

Adapter

Step 2: Plug the microSD card into microSD slot

A

icro
m<es

Adapter
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Step 3: Turn the rotary switch in position 5, |
OS update mode

PAC Utility [1.2.1.4]

iﬁﬁ Help "

i
Sal.l.-e ﬁ
Save and Reboot onfig NEMDH;_}'
Reboat i  Step 4:Reboot the VP-X201-CE7
Restore Litility Default Settings 1’3
Exit 4;_)
AC Ut

=

Step 5: Wait a few minutes for the desktop to be
displayed

Step 6: Turn the rotary switch in position 0,
normal mode

PAC Utility [1.2.1.4]

iﬁﬁ Help ;;'

Save ﬁ

Save and Reboot aii ] |l 3

Step 7: Reboot the VP-X201-CE7 Reboot '
= 3

Restore Litiity Default Settings 1’3

Exit {_)

AC Ut

T

VRx201:CE7 User Manual, v1.0.1 agel19

Copyright © 2@ICP DAS Co., Ltd. All Rights Reserved.Email: ervice@icpdas.com




Step 8: Check the OS version

Runthe PAC Utility, and then select tievice Inform#aon tab to check the current

OS version.
%‘ s
PAC_Utili
- ty PAC Utility [1.2.1.4] M= &2
| General | General2 | Display | 1P Contfig | Network | Device Information | auto Execution | Rotary £x¢ < ¥
Module(CPU) Type: | |
Serial Number: |01-82-4D-06-18-00-00-04 |
Backplane Version: | |
CPU Version: [1o0o |
0S Version: [1.0.1.1, 2015/10/30 09:36:5 |
Eboot Version: [1.2.1.0, 2015/10/22 16:26:0 |
NET CF Version:  [3.5.7338.00 |
SQL CE Version: [3s.8154.0 |
PACSOK Version: [4.3.3.4 |
CPU Temperatre: | |
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7.2. SDK Updates

SDK updatés apart of theVRX20ECE7update services to provide additional and more efficient
features and functionality fo¥ RX20XCE7operating system.

TheSDKupdate fles can be found separately on the CD that was provided with the package or by
downloading the latest version from ICP DAS web site.

CDivp-x201SDK
http://ftp.icpdas.com/pub/cd/winpac_am335x/vgx201/sdk/

— .
— T
— .
.
e
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7.2.1. SDK Updates for VB.NET or C#

TheSDK can be updated by changing the SDK file.

Step 1: Get the latest version of the PACNET.dII file
The latest version of theACNET.dIl filean be obtained from ICP DAS web site.

http://ftp.icpdas.com/pub/cd/winpac am335x/vix201/sdk/pacnet/

Step 2: Copy the latest version of PACNet.dll file to PC and VP-X201-CE7
The PACNET.dII file on PC can be placed anywhere only the solution can reference it.

The PACNET.dIl file ®X201CE7s located at the same directory as the .exe file.
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7.2.2. SDK Updates for VB.NET or Visual C++

The SDK can be updated by changing the SDK file.

Step 1: Get the latest version of the VC++ components
The latest version of the VC++ components can be obtained from:

http://ftp.icpdas.com/pub/cd/winpac am33%/vp-x20Ysdk/pacsdk/

Step 2: Copy the latest version of header files and libraries to PC
The header files are located at:
C\Program Filéd&Vindows CE TodISDKsAM335x_WINCE7_SDirkcludd Armv4i
The libraries are located at:

C\Program FilédVindows CE TodISDKsAM335x_WINCE7_Si ARMv4I

Step 3: Copy the latest version of DLL files to VP-X201-CE7
The DLL files are located at:

\System_DisSHCPDASSystem
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8. ViewPAC Download Center

This chapter provides a brief introduction of thieewPAGIownload center.

ViewPAQas a download center where you can access the latest version of the software, tools,
demo programs, and related information.

TheViewPA®ownload Center can be fourad:
http://www.icpdas.com/root/support/download/pac/viewpace7/viewpaece7 download os im

ages.html

ViewPAC (CE7-Based) Download Center

Mote:

When vou download the software programs, you should notice if the programs conform to your
machine. Before yvou download any program, please rezd the notes of each onling program first to
avoid the confused situation.

ra T

05 images [ SDK Tutilit‘,r & TD'D|F;T Dema T Documents T System Disk T FAQ

Note:
Before you download the software programs, you should notice if the programs are compatible to
your machine. Please read the notes first in each chapter you want before download programs.

How to upgrade OS image for ViewPAC
There are two methods to upgrads QS image. The first one is to run installation package file on
ViewPAC and the sacond is to use Eshell.exe to upgrade OS image through Ethernet.

Instzllztion packags is easier to upgrade OS image, you just copy the packages file(.exe) to ViewPAC,
double-click to run it and follow the instructions.

Eshell.exe runs on PC side (Windows ©S) and downloads OS5 into ViewPAC through local-arez
netwaork. For detail information, please refar to the document as follows:

How to update os image by Micro_SD v 1.0.0

| Wﬂmﬁ_b? eshell through Ethermst Wwwv 1.0.0
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Tips & How to

This chapter provides tfpand a guided tour on using and maintaining WiX20XCE7
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A. How to Online Debug the VP-X201-CE7 Program

Here are step by step instructions bow toonline debug the/RX202CE7rogram

Tips & Warnings

A\

Beforestartingonlinedebug theVRX20XCE7rogram, make sure that the
VRX201CE7SDK has been installedrrectly.
For more information on how to install tiéRX202CE7SDK, please refer to

4.1.2. Installing th&/RX20:CE7SDK

Step 1: Copy the following files to the \System_Disk\icpdas\system on the VP-X201-CE7

By default, these files are located on the development comput&\d&rogram

Filed§Common Filédvicrosoft SharetiCoreCohl.0\Targetwce400<CPU>.

Step 2: Run the ConmanClient2.exe and then CMAccept.exe on the VP-X201-CE7

clientshutdownexe
CMAccepiexe

ConmanClient2xe
eDbgTLdll

TcpConnectionAlll

mfc20ipn

pacnet

L)

atlso

)

rnfcB0kor

)

mfc90ita

)

pacsdk

I]]ﬂgldrezs | WSystermn_Diskicpdasisysten

fie

autoinit

)

rnfce0u

)

mfc90jpn

)

pacsdk_wm

NNt NN T e

@] (%
mfcB0chs  mfcB0cht
@) (%
mfc80ud  mfc90chs
@] (%
rfc90kar rnfc90u
Iy

eDbgTL
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mfc20den

)

rnfc0cht

)

mfc20ud

L)

mfc20enu

)

mifc90dew
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Step 3: On the Tools menu, click the Options

File Edit View Project Build Debug Test Window Help
Bl -E-EH O % DR v‘ =k Attach to Process.. Ctrl+Alt+P

© AM335x_WINCE7_SDKAF v | 8 G| 4 | #&  Device Security Manager..
Q; Connect to Device...

Qevice BTG \RRBGE .~ f o

External Tools...

Import and Export Settings...

Options...

Step 4: In the left pane, expand Device Tools node and select Devices

Step 5: In the Show devices for platform:, select AM335x_WINCE7_SDK and then click
Properties

Options

Environment
Projects and Solutions

Bhow devices for platform:

-
Source Control

| AM335x_WINCE7_SDK ]
Text Editor P e /

Database Tools — _—————————————————
Debugging AM335 WINCE/_SUK AR Uevice [l\ e
Device Tools \

General @\,Zl

Devices

Form Factors
HTML Designer
Office Tools
Test Tools
Text Templating
Windows Forms Designer
Workflow Designer

Default device:

AM335x_WINCE7_SDK ARMV7 Device
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Step 6: Click the Configure...

i = |
AM335x_WINCE7_SDK ARMV7 Device Properties | LE'] 28 )

Default output location on device:

Transport: _g— \l
|TCP Connect Transport & Configure... ‘ )
Bootstrapper: /

|ActiveS}rnc Startup Provider v| Configure...

Detect when device is disconnected

QK ‘ ‘ Cancel

Step 7: Select the Use specific IP address:, and then type the IP address of VP-X201-CE7

Configure TCP/IP Transport m
-

"] Use fixed port number: 5655

Device IP address

(7) Obtain utomatically using ActiveSync

@ Use specific IP address:

|

OK I ‘ Cancel
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Step 8: Click the OK, and then click OK to end the dialog

AM335x_WINCE7_SDK ARMV7 Device Properties P

e ——— i o—

Default output location on device:

Transport: i
[TCP Connect Transport v l l Configure... l
Bootstrapper:

[ActiveSync Startup Provider '] ‘ Configure.. ‘

Detect when device is disconnected

Options

> Environment Show devices for platform:
» Projects and Solutions

. cource Control | AM335x_WINCE7_SDK -
» Text Editor Eodias
» Database Tools — R -
, Debugging AM335x_WINCE7_SDK ARMV7 Device
a Device Tools
General
| Devices| —
Form Factors Delete
> HTML Designer -
» Office Tools
» Test Tools [
» Text Templating
> Windows Forms Designer |
» Workflow Designer [
Default device:
AM335x_WINCE7_SDK ARMV7 Device j |
T
\ | ]
I OK I Jancel l
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Step 9: On the Tools menu, click the Connect to Device...

File Edit View Project Build Debug |Tools | Test Window Help
|_—i Attach to Process... Ctrl+Alt+P

ce Security Manager...

Connect to Device...

Device Emulator Manager...

Connect to Database...

Code Snippets Manager.. Ctrl+K, Ctrl+B

9
¥ Connect to Server..
=

I

Step 10: Wait for the connection to be established

.

To 'AM335x_WINCE7_SDK ARMV7 Device'

Connection succeeded.

Tips & Warnings

If the connection fails, as shown beloplease repeat the stef to step9to
try it again.

Connecting...

% :

To 'AM335x WINCE7_SDK ARMVT Device'
Connection failed. ActiveSync bootstrap initialization

failed.
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B. How to Automatically Synchronize VP-X201-CE7 Clock with an
Internet Time Server

The clock on th& RX20:CE7can besynchronizedvith an internet time serveiThis means that

the clock is updatedat match the clock on the time server, which can help ensure that the time on
the VRX201CE7s accurateHere are step by step instructions bow to synchroniz¢he clockon

the VRX20XCE#with an Internet time server

Step 1: Run the PAC Utility

~/k

PAC_Utility

Step 2: On the General tab, press Configure button

PAC Utility [1.2.1.4]

File Help

Welcome o use PAC Utility
This tool will help you easy o
Lse PAC CE series,

Task Bar setting:
[ suto Hide
[ always On Top
HIVE Reqistry:
) AUt Save Tao Flash (Default)
{ ) Maunal Save Tao Flash

Backplane Battery [7] Enable sutarun in plugging USE Disk
Batteryl : OK Battery2 : OK [] Enable sutarun in plugging Micro SD
RTC Battery

Configure the synchronization with a time server

Configure | | Qacklight Setfting
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Step 3: Select the domain name from the Server drop-down list, and then enter a value
in the Autoupdate Frequency field

Step 4: Check the Automatically synchronize with an internet time server check box

Stepl: Server: I tock, usno.navy., mil El

Step2: autoupdate Freguency:  |20160 | minute

Step3:

Autarnatically synchronize with an internet time server

Lipdats Mow

Step 4:Go to "File" -->"Save and Reboot" 1o enable
driver

ALt update running

Step 5: On the File menu, click Save and Reboot

PAC Utility [1.2.1.4]
F=8 Help

Save and Reboot
Reboot

3
3
_,."
.
Restore Utility Default Settings {
A

Step 6: The VP-X201-CE7 will automatically synchronize with an internet time server

regularly
Stepl: Server: |b:nck.usnn:u.naw.mil El
Step 7: Click the Update Now button to
P _p StepZ: Autoupdate Freguency: rinLte
synchronize VP-X201-CE7 clock Stons
immediately P
@ Zuiormatically synchronize with an internet time serves
| Lipdate Mo
Steprsecatn "File" --="Save and Reboot" io enabls
driver
Auto update running
VRx201-CE7 User Manual, v1.0.1 Pagel132

Copyright © 2@LICP DAS Co., Ltd. All Rights Reserved.Email: ®rvice@icpdas.com




C. How to Control the User Account Control in VP-X201-CE7

User Account Control is a security feature that helps prevent unauthorized system chatiges to
VRX201CE7

C.1. How to Create a User Account

Here are step by step instructions onviato add a user account.

Step 1: Run the PAC Utility

PAC_Utility

Step 2: On the Login tab of the Network tab, click Login tab, type the User Name and
Password, and then click Add button

PAC Utility [1.2.2.0] !

[General I zeneral2 I Display IIF' Config | Metwork |Device Information IAutu:l Execution IRDtary E}d 1 I 4

Access | Login |

User Marme Password

ficroes N |  #od || Delete

User name I Password I
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Step 3: The user has been added to the allowed under the remote login and included in
the following list

PAC Utility [1.2.2.0] !

[General IGeneraI2 IDispIay IIP Config | Metwork |Device Infor mation I Auto Execution IRDtary E}{EI i I »

[ ACCEsS | Login |

Lizar Marme Password

ficP as N | add | Delete

User narme | Password

Step 4: On the File menu, click Save and Reboot for changes to take effect
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C.2. How to Use Telnet to Remote Login the ViewPAC from PC

Here are step by step instructions on how to ket to remote login the/iewPACrom PC.

Step 1: On the PC, open a MS-DOS command prompt

Type the

docurnent, < yau,
Brograms Y f
e [B]al="g} |n:n‘u:| EI
i? Favaorites S0
D Documents  *
[F Settings v Ok Cancel Bronwse, ..

Step 2: At the command prompt, type “telnet (IP address)”

o CAWINDOWSsystem32vcmd exe

C:“Documents and Settings“MWindows>telnet 18.1.8.31
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Step 3: The connection has been set up, and then type the name and password

ey Telnet 10.1.0031

ilelcome to the Windows CE Telnet Service on Compact

login: ICPDAS
Paszword:

Step 4: The remote login has been completed

o Telnet 10.1.0.31

llelcome to the Windows CE Telnet Service on Compact

login: ICPDAS
FPazsword:
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C.3. How to Remove a User Account from the Login List

Here are step by step instructions on how to remote the user from the login list.

Step 1: Click a user from the list which you want to remove, and the user will display in
the field, and then press Delete to delete the user from the login list

PAC Utility [1.2.2.0] !
File Help

[General General2 IDispIa\; IIF' Config | Metwork |Device Infor mation Iﬁuh: Execution IRotary Exe 1| P

[ Access | Login |

User Marme Password

ice Das | [ | Add | Delete

User name | Password

Step 2: On the File menu, click Save and Reboot for changes to take effect
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D. How to Use the Services Tool

The services tool can help you turn on, turn off and monitor the WIinCE services.

Step 1: On the PC, open a MS-DOS command prompt

2. Type “cmd”

Ern:ngrams EI
ﬂfFa_vDritez
Dgucuments r
@ Settings " (04 Cancel Eronwse, .,
Sy
Step 2: List all services
[Syntax] services list
File Edit Help
Pocket CMDI» w+ &_0
“Wr serwices list
MFY0: Ox00030110 NOTIFY.D11 Purnriiricg
HTFPO: Ox00031570 HTTPD.DLL Purnmingg
CRI:O: Qx0002207%70 credswo_dll Pomiriirey
M1 - Ox0003&6750 MEMOD D11 Dff
OEX0: Ox00036bz0 OEEXSrVr.dll Dff
FTPO: Qx00037770 FTPD . D11 Punmirio
TELO: Ox00037acO TELNETD .11 Punmirnco
SMEDQ: Ox0002c2e0 smhzserwer.dll Punmir
MNTEO: Qx0002£££0 timesyo.dll Barue
ve ]
VRx201-CE7 User Manual, v1.0.1 Page138

Copyright © 2@ICP DAS Co., Ltd. All Rights Reserved.Email: ervice@icpdas.com




Step 3: Type the commands to configure service
[Syntax] srvices stop <services name>
For example, turn on the “FTP” service:

services stop FTPO:

File Edit Help

Pocket CMD v 5.0
\> serwvices stop FTPO:
\> serwvices list

FYO: 0x00030110 NOTIFY.D1ll Running
TPO: 0x00031570 HTTPD.DLL Running
CRDO: 0x00032070 credsve.dll Running
Ql: 0x000367390 MSHQD.D11 Off
0x00036b20 OBEXSrVr.dll Off
TPO: 0x00037770 FTPD.D11l Off
TELO: 0x00027acO TELNETD.D1l1l Running
SMBO: 0x0003c3e0 subserver.dll Runmindg
INTPO: Ox0003£££0 timesve.dll RPunnin
\ >
Tips & Warnings

A For more information about using servi

| File Edit Help |

Pocket CMD v 5.0

> services help

Commands:
help - print this text
list - lists loaded serwices
load <serwvice name> = activates a service that i=
stop <service instancer* stops/pauses a service (4
Start <service instance> = sStarcs/resumes & sServi
refresh <service instance*> - causes service to ref:
unload <serwvice instance> - causes sService o be u
register <“service name>* - service will be automar:

eboot

unregister <service name> - service will not he =u
mext reboot

command <service name> [argl argZ ...] - send serv
o service

help <service name> - get information on what serv
are supported

“service name> - service's name in the registry
<service instance’> - particular instantiation (1

Flags:
-f <file name>
-£ filent
-d output to debugger
> 1
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E. How to Set DIP Switch for COM Port Communication

E.1. RS-232/RS-485 Communication Type

The R&32 is a point to point serial communication interface, while thetB%is a multiple point
interface consists of a single master device and one or more slave devices.

The COM1 and COM2 of the-¥B01-CE7 proide R&32 and R85 communication types, while
the COMS3 provides RE5 communication type only. The DIP switch can be used to assign
communication types; three kinds of communication type are available.

~— A. R$-232 Communication ~

ON
COM1 H H H H H RS232 Mode: On
[ 1 2 3 456 |
ON
COM2 H H H H H RS232 Mode: On
[ 1 2 3 456 |
- y
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— B. RS-485 Master

Master

COM1 HHHHH R$485 Pull Mode : ON (Master, default

COM2 HHHHH R$485 Pull Mode : ON (Master, default

~— C. RS-485 Slave

HH R$485 Pull Mode : OFF (Slave

COM1 HH

o
z

COM2 H H H H H RS485 Pull Mode : OFF (Slave
| 1 2 3 4 56 |
NG
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E2. COM1/COM2/COM3 RS-485 Slave Terminal Resistance 120Q

R$485 is designed to transmit data and informatiover twisted pair wire with a cheacteristic
impedanceof1 20 Q r ec omme n d e d .the cadmmunication bus loragér énl1@n gt h
m, a terminating resistor with the same value as the characteristic impedance of the twisted pair
needs to be placed at the two ends of the cable teyent adverse transmissidine phenomena,

such as reflections.

Suppose all devices are connected on the COM 1

~—A.RS-485 <100 m ~
Master
Slave Slave Slave
#1 #2 #3
Master QNH H H H H - R$485 Pull Mode ON (Masterdefault)
- R$485 Slave Terminal Resistance 200FF (default)
[=]]]
Slare H H H H H - R$485 Pull Mode : OFF (Slave)
#1,2,3 -R$485 Sl ave Ter mi nal Res
- )
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Master
Slave #1 Slave #2
Vaster “"H 1000/ | -Rs485 Pull Mode : ON (Mastetefault)
LU LILIU || - RS485 Slave Terminal Resistance 2N
[ 1 2 3 4 56|
Slave ““H 000/ | -Rs485 Pull Mode : OFF (Slave)
#1, 2 U ULU || - RS485 Slave Terminal Resistance @RMOFF (default)
Slave ““ﬂ H H H H - R$485 Pull Mode : OFF (Slave)
#n - R$485 Slave Terminal Resistance ®ON
\_ /
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F. Revision History

This chapter provides revision history information to this document.
The table below shows the revision history.

Revision Date ‘ Description
1.0.0 February2016 Initial issue
- Addeddescription forDIP Switch in sec3.2.

1.0.1 September2022 | . Addedsection“E. How to Set DIP Switch for COM port
Communicati ocAifps n&cHawpt o
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